
Sinorix™ 

PSWITCH-360-5 

IG-01, IG-55, IG-100, IG-541, CO2 

Pressure switch 

● Transmission of gas flow signal to the ECP 

● Factory pre-setting of the switching point to 3 to 4 bar (rising) 

● Manual reset 
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Use 
This product must only be used with SinorixTM fixed automatic extinguishing systems. 
 

Functions 
The pressure switch opens or closes an electric circuit when it detects a pressure increase in 
the discharge network from the manifold. It sends a gas flow signal to the ECP which activates 
and/or deactivates other electrical devices. 

The switching point is preset at the factory. The pressure switch is activated when the pressure 
increases by 3 to 4 bar. 

Once activated, the pressure switch can be reset manually with the reset knob. 
 

Type summary 

 

 

Item Description Item Description 

 

1 

Electrical connection - M20x1.5 internal thread  3 Fitting with G 1/2ʺ external thread 

2 Reset knob - - 

 

Product information 
 

Reference Description Product code 

PSWITCH-360-5 Pressure switch S54476-S800-A2 
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Product documentation 
 

Type Title Document ref. 

Engineering, 
Installation, Operation, 
Maintenance 

Sinorix™ NXN CDT-IG-x-200, CDT-IG-x-300 A6V12758454 

Engineering, 
Installation, Operation, 
Maintenance 

Sinorix™ NXN CO2 A6V12758456 

 

Related documents such as the environmental declarations, declarations of conformity, etc., 
can be downloaded from the following Internet address: 

www.siemens.com/bt/download 
 

Notes 
 

Safety 
This product may only be installed by Siemens-authorized specialized installers, with 
experience in the design, installation, and maintenance of automatic extinguishing systems. 
During installation, it must be ensured that: 

● this product is installed in compliance with the accident prevention regulations and national 
regulations in force, 

● this product is used as intended, 

● any danger is avoided,  

● Siemens requirements are met (assembly instructions, technical instructions, commissioning, 
and operating instructions), 

● the operators have received and understood the information related to this product. 

At commissioning, ensure compliance with the legislation in force, technical regulations, and 
safety instructions. 

Failure to comply with Siemens' instructions may result in serious bodily injury or significant 
property damage, for which Siemens cannot be held liable. 

Siemens reserves the right to make technical modifications and/or improvements at any time. 
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Mounting 

 

 WARNING 

 

No changes permitted 

No product modifications permitted. 

 

To mount the pressure switch: 

● Screw the G 1/2ʺ fitting to the discharge piping or the manifold. 

● Tighten to the required torque depending on the sealing method used. 

 

 

To avoid leakage at the fitting point, seal the connection as appropriate 
(hemp, PTFE strip, elastomer seal or copper sealing washer). 

 

● Connect the pressure switch to the ECP electrically. 
 

Maintenance 

Storage 

● Store in its original packaging, protected from shocks. 

Inspection every six months 

● Check that the product is in good condition. 

● Check that each fitting has been properly tightened using the appropriate wrench. Re-tighten 
if necessary. 

Pneumatic testing of the pressure switch 

● Unscrew the G 1/2ʺ fitting to remove the pressure switch. 

● Apply a pressure of at least 3 to 4 bar to the pressure switch. Use a gas cylinder equipped 
with a suitable pressure reducing valve, for example. 

● After completing the test, screw the pressure switch back on the discharge network (refer to 
the Mounting section). 

 

 

Test intervals for the pressure switch vary depending on the country.  
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Technical data 
 

Technical data – Pressure switch 

Maximum operating pressure 360 bar 

Maximum voltage 400 V∼ 

Thermal current 10 A 

Switching current (max.) 3 A 

Conditional short circuit current 100 A (according to EN 60947-5-1) 

Protection against short circuits Type aM fuse 10 A 500 V 

Switching point 3 to 4 bar ⇧ (rising) 

Ingress protection IP67 (EN 60529) 

Connection (discharge network) G 1/2ʺ external thread 

Materials 

Body 

Screws 

Seals 

Reset knob 

 

Brass 

Galvanized steel 

Elastomer 

Plastic 

Operating temperature -20 °C to +85 °C, non-condensing 

Transport and storage temperature -40 °C to +65 °C, non-condensing 

Weight 0.2 kg 

 

 

Marking 

 AIR FIRE S.p.A. 

0510B0 - YYMM 

 

 

OEM type 

 0510B0 

 

 

Standards, directives and approvals 

VdS Compliant 

UL/ULC Listed Clean Agent Extinguishing System Unit covered by 

UL-File EX28263 

Listed Carbon Dioxide Extinguishing System Unit covered 

by UL-File EX29687 

FM Part of the Clean Agent Extinguishing System approval 

Part of the Carbon Dioxide Extinguishing System approval 

 
 

 



 

 

Dimensions 
 

Dimensions in mm 
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