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Certificate of UKCA approval constancy of performance 
0832-UKCA-CPR-F0960 
In compliance with the Construction Product Regulations 2019, UK Statutory Instruments 2019 No.465 of 
Ministry of Housing, Communities and Local Government. This certificate applies to the construction product. 

FDOOT241-A5 Analogue Addressable Multisensor Detector with Short Circuit Isolator 
  
(For full product details and conditions of use refer to appendix) 

Placed on the market under the name or trademark of: 
 
Siemens Switzerland Ltd 
Theilerstrasse 1a 
CH-6300 Zug 
Switzerland 
  
  

and produced in the manufacturing plant(s): 
 
Siemens Switzerland Ltd 
Theilerstrasse 1a 
CH-6300 Zug 
Switzerland 
  
  
  
 

This certificate attests that all provisions concerning the assessment and verification of constancy of 
performance described in Annex ZA of the standard(s) 
 
EN 54-5:2017 + A1:2018 Heat Detectors 
EN 54-7:2018 Smoke Detectors 
EN 54-29:2015 Multisensor Fire Detectors 
EN 54-17:2005 Short Circuit Isolators 
under system 1 for the performance set out in this certificate are applied and that the factory production control 
conducted by the manufacturer is assessed to ensure  

the constancy of performance of the construction product. 
This certificate was first issued on 18 March 2022 and will remain valid as long as neither the designated 
standard, the construction product, the AVCP methods nor the manufacturing conditions in the plant are 
modified significantly, unless suspended or withdrawn by the approved product certification body. 

 
Date of First Issue:  18 March 2022 

P Halligan, Technical Manager Issue Date:  18 March 2022 

On behalf of BRE Global Limited Issue Number:  01 

To check the validity of this certificate, please contact us on +44 (0)333 321 8811 or email enquiries@breglobal.com 
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FDOOT241-A5 Analogue Addressable Multisensor Detector with Short Circuit Isolator 
  
Notes: 
 
1. The following modes are approved when used with Sinteso FDnet protocol: 
 
EN 54-29 and EN 54-7 Settings: 
 
Mode 0 – “Neural Fire Detector” 
Parameter   No 
Robust   2 
Balanced  4 
Suppression  5 
Fast Response  6 
High Compensation 7 
High Sensitive Fast 9 
Super Sensitive  11 
 
EN 54-5 Settings: 
Mode 1 – “Heat Detector” 
Parameter   No 
A1R   1 
BR   2 
A1S   3 
BS   4 
 
EN 54-7 Settings: 
Mode 2 – “Smoke Detector” 
Parameter   No 
Universal  1 
Robust 2                 
Sensitive  3 
Super Sensitive  5 
 
2.  The following modes are approved when used with the AlgoRex Interactive protocol: 
 
EN 54-29 and EN 54-7 Settings: 
Mode 0 – “Neural Fire Detector” 
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FDOOT241-A5 Analogue Addressable Multisensor Detector with Short Circuit Isolator 
  
Parameter   No 
Balanced  4 
Suppression  5 
Fast Response  6 
High Sensitive Fast 9 
Super Sensitive  11 
 
EN 54-5 Settings: 
Mode 1 – “Heat Detector” 
Parameter   No 
A1R   1 
BR   2 
A1S   3 
BS   4 
 
EN 54-7 Settings: 
Mode 2 – “Smoke Detector” 
Parameter   No 
Universal  1 
Sensitive  3 
Super Sensitive  5 
 
3. Refer to manufacturer’s documentation A6V10323158 when making changes to interactive protocol and 
replacing the following detectors. 
 
DOT1151A, DOT1152A replaced by FDOOT241-A5 
EN 54-29 and EN 54-7 Settings: 
Mode 0 – “Neural Fire Detector – Multisensor Detector” 
Parameter  No  legacy setting   
Balanced  4 APS005S, APS006S, APS015S, APS019S, APS009S, APS082S 
Suppression  5 APS084S 
Fast Response  6 APS007S, APS085S 
High Sensitive Fast 9 APS081S 
Super Sensitive  11 APS080S  
DT1152A replaced by FDOOT241-A5 
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FDOOT241-A5 Analogue Addressable Multisensor Detector with Short Circuit Isolator 
  
EN 54-5 Settings: 
Mode 1 – “Heat Detector” 
Parameter  No legacy setting 
A1R   1 APS100T 
BR   2 APS105T 
A1S   3 APS103T 
BS   4 APS107T 
 
Smoke detector DO1151A, DO1152A replaced by FDOOT241-A5 
EN 54-5 Settings: 
Mode 2 – “Smoke detector” 
Parameter  No legacy setting 
Universal   1 APS005S 
Sensitive  3 APS006S 
Super Sensitive  5 APS007S, APS009S  
 
Smoke detector DO1153A replaced by FDOOT241-A5 
EN 54-7 Settings: 
Mode 2 – “Smoke detector” 
Parameter  No legacy setting  
Super Sensitive  5 APS073SH 
 
Bases 
DB1151A  Base for Sinteso & AlgoRex systems 
FDB251  Base Adaptor for Sinteso & AlgoRex systems 
FDB295  Base Attachment Wet 
FDB221  Addressable Detector Base 
FDB222  Addressable Flat Detector Base 
FDB291  Base Attachment for Surface Mount Cable Entry 
FDB293  Base Adaptor Humid 
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