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GAMMA 
Infrared Remote, Silver S 425/72
Description 
The IR remote S 425/72 transmits infrared (IR) signals 
that are received by the IR Receiver Decoder S 450 or 
a wall switch with IR receiver-decoder, which 
translates them into bus telegrams that are sent to 
actuators.  

The IR remote S 425/72 offers remote control of 16 
different room functions through four pairs of buttons 
and four pre-selection buttons. A separate central pair 
of buttons can be used to operate the central function 
associated with the buttons.  

The IR Remote S 425/72 is powered by two Alkaline 
(LR03/AAA; 1.5V) batteries. 

The IR Remote S 425/75 offers the following functions 
in conjunction with the IR Receiver-Decoder S 450: 

Normal Functions 

• Switching 

• Switching and Dimming 

• Control of shades and blinds 

• Recalling scenes 

• Saving scenes 

Special Functions 

• Selection of the default level 

• Annunciation of low battery 
 

 
Application Programs 
The IR Remote S 425/72 does not require an 
application program. The function of buttons on the 
remote is configured in the application program for the 
IR Receiver or wall switch. 
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Specifications 
Power Supply Two Alkaline LR03/AAA batteries (not included) 
IR Transmission Unit Light wave length: 890 nm 

Transmission frequency: 455 kHz 
Transmission range: 
the receiver must be within uninterrupted optical reach, approximately 65 ft (20 m) 
Adjustable channels: 16 of 64 

Configuration Elements For channel selection: 
coding switches (inside the device) 

Control Elements Four pairs of control buttons  

Four buttons for selection of the operating level 

One pair of main function control buttons 

Display Elements Four red LED: 
• for displaying the selected operation level. 
• for indicating that a button was pressed and a command was sent (LEDs blink). 

Physical Specifications Housing: plastic 

Dimensions: (W × L × H): 2.17" × 6" × 0.94" (55 mm × 154 × 24 mm) 

Weight: Approximately 2.5 oz. (70 g) without batteries 

Electromagnetic 
Compatibility 

Complies with EN 61000-6-2, EN 61000-6-3, EN 50090-2-2 

Environmental Conditions Ambient operating temperature: 23°F to 113°F (-5°C to 45°C) 

Storage temperature: -13°F to 158°F (-25°C to 70°C) 

Relative humidity (non-condensing): 5% to 93% 

Certification CE certificate 

CE marking Complies with the EMC regulations (residential and commercial/industrial buildings), 
and low voltage regulations 

Ordering Information 

Part Number Description  

5WG14257AB72 IR Remote for Switch or Receiver, Silver 
5WG14507AB03 Infrared Control Receiver, Ceiling Mount
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