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ALARM procedure 
If your fire detection system has no delayed alarm transmission function ('HVK'), the variant 'Pelastuslaitos kutsutaan' 'mm:ss' 
in Step 2 (see below) does not apply. 
 

 
 

Step Action / Condition Consequence / Status 
1 Press the 'Kuittaa' button 

or 
Press <Kuittaa> on the Person Machine Interface 

⇨ With 'HVK', countdown t2 for examining the cause of 'PALO' 
starts 

2 Reading the status information: 
'Ilmoituksensiirto aktivoitu' ⇨ 'PALO' is transmitted to the fire brigade 
'Pelastuslaitos kutsutaan' 'mm:ss' ⇨ 'PALO' is transmitted to fire brigade in mm:ss 

⇨ Remaining time is shown as Countdown 
'Soita hätäkeskukseen !' if: 
● Remote transmission switched off 
● Remote transmission blocked or defective 
● No remote transmission available 

⇨ Fire brigade must be called by phone! 
⇨ No automatic transmission to fire brigade 

3 Press the 'Ohjeteksti' button if displayed ⇨ Intervention text is displayed 
4 Read off fire location on display  
5 Optional: Press <Hälyttimet> on the Person 

Machine Interface (password required) 
⇨ Deactivates the acoustic alarm devices 

6 Go to the fire location 
7 Decide: MAJOR INCIDENT or minor incident 

 

 

Condition MAJOR INCIDENT Minor incident 

Fire brigade has been called Save people 
Guide the fire brigade to the fire location 
Fight the fire 

Try to prevent fire 
brigade deployment 

'Pelastuslaitos kutsutaan' 'mm:ss' 
Countdown is running 

Trigger the manual call point immediately 
or 
Press 'Kaikki viivästetyt hälytykset pois' 

Press 'Palautus' 
(password required) 

'Soita hätäkeskukseen !' 
No automatic transmission to the fire brigade 

Call the fire brigade on the phone! Press 'Palautus' 
(password required) 

http://www.siemens.com/buildingtechnologies


Dokument-ID: A6V10380636_enFI_c 11.01.2022 Seite 2/4 
 

Switching off detector zones/detectors 
Sample representation of the operating steps 

 

 WARNING 
System parts that have been switched off make it impossible to acquire and process 
alarms or faults! 
Fire may spread unhindered. 
● Deploy staff to monitor the deactivated area. 
● You must switch deactivated parts of the 'Site' back on as soon as possible. 

 
Switching off a detector zone 
PIN for access level 2.1 required. 
 

Step Action Result 
1 

Press the button  to open the main menu. 

 

Enter a valid PIN for access level 2.1 in the PIN entry 
dialog window. 

2 Select the 'Toiminteet' menu item. 

 
3 Select 'Päälle / Irti'. 

 

Open the element category filter with the  button. 

4 Select 'Ryhmä'. 

 

Press the  button to update the filter. 

5 In the list, select the 'Ryhmä' that you want to switch off. 

 

Press the  'Valitse komento' button. 

6 Select 'IRTI'. ⇨ The 'Ryhmä'  is switched off. 
 

!
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Switching off detectors 
PIN for access level 2.1 required. 
 

Step Action Result 

1 
Press the  button to open the topology. 

 

Enter a valid PIN for access level 2.1 in the PIN entry 
dialog window. 

2 
Select the 'Palo' with . 

 
3 

Select the 'Alue' with . 

 
4 

Select the 'Taso' with . 

 
5 

Select the 'Ryhmä' with . 

 
6 Select the 'Osoite'. ⇨ The 'Select command' menu is opened. 

Press the  'Valitse komento' button. 

7 Select 'IRTI'. ⇨ The 'detector' is switched off. 
 

 

!
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Switching on detector zones/detectors 
PIN for access level 2.1 required. 
 

Step Action Result 
1 Select the 'IRTIK' list tab. 

 
2 Select the switched off 'Ryhmä' or the switched 

off 'Osoite' in the list. 
 

3 'Keskus' has access level 2.1: 
• Select the 'PÄÄLLE' button. 
'Keskus' without access level 2.1: 
• Select the button 'toimintoja' > 

'Suorita käskyt. 
• Enter a valid PIN for access level 2.1 in the 

PIN entry dialog window. 
• Select the 'PÄÄLLE' command. 

⇨ The 'Zone' or the 'Detector' is switched on. 

 

Fault procedure 
When the Intervention concept (IC) is used, the countdown t1 starts in the event of a fault the attendance check. In parallel, 
countdown ts starts for service intervention monitoring. 
 

Step Action Consequence / Status 
1 Press <Vaienna summeri> on the Person 

Machine Interface 
⇨ Buzzer on the station is switched off 

2 Read message/fault location on the display  

3 Press <Kuittaa> on the Person Machine 
Interface before time t1 elapses. 

⇨ The local alarming equipment is silenced, if it was activated 
⇨ Countdown t1 has finished 

4 Go to the fault location  

5 Eliminate the cause of the fault ● Malfunction not rectified before ts expires: 
– When using the IC, a request is sent for the maintenance 

personnel automatically 
● Malfunction rectified before ts expires: 

– In 'Tapahtumamuisti', the event is marked as 'Poistunut' 
• The 'Tapahtumamuisti' is in the main menu. 

 

 
 
 

 

 
The document reference for these operating instructions is: 
FT2080 fire terminal (Touch) – Operation A6V10380629 

  
Your local Siemens representative is: 

Name: 
 

Phone number: 
 

 


