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Product Description
HOA Upgrade Kits are available for HOA-ready*
MECs, Analog Point Blocks and Digital Point Blocks.
The upgrade kits replace covers with new covers
equipped with HOA switches. HOA switches enable
digital outputs to be manually placed into HAND
(ON), OFF, or AUTO control. Analog outputs can be
placed into AUTO and nine manual control positions.

Product Numbers
549-517 HOA Upgrade Kit for MEC
549-518 HOA Upgrade Kit for Digital Point Block 4DI, 4DO
549-519 HOA Upgrade Kit for Digital Point Block 8DI, 4DO
549-520 HOA Upgrade Kit for Analog Point Block 4AI, 4AO

Required Tools
No tools are required.

Expected Installation Time
1 minute.

Installation
Use the following installation procedure when
installing upgrade kits on the MEC and point blocks.

1. Verify that all HOA switches are in the AUTO
position.

2. Remove AC power to the MEC or point block.

3. Remove the existing MEC or point block cover.

(Installation continued on next page.)
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Figure 1.  MEC upgrade kit cover. Figure 2.  MEC upgrade kit and MEC.

* HOA-ready MECs and point blocks have a 10-position connector on the top of their circuit boards.
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4. There is a ribbon cable attached to the back of
the upgrade cover. Plug the cable’s free end
into the ten pin connector located at the top end
of the MEC or point block circuit board.

5. Insert the top two cover prongs into the slots
located at the top of the MEC or point block.
Push the bottom prongs into the lower slots.

6. Turn on AC power to the MEC or point block.

The installation is now complete.

NOTE:  Make sure that the green LED (Figure 1),
located below the HOA switches is flashing
at start-up, indicating that all of the
switches are in the AUTO position and
functioning correctly.

If any control switch is moved out of AUTO, the light
will stop flashing and remain on.


