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 Product Overview 
Sinorix 5112 from Siemens is an automatic, waterless suppression solution 
used to protect any organization’s most vital assets. The clean agent for the 
Sinorix Fire Suppression System uses FK-5-1-12 Fire Protection Fluid. 

FK-5-1-12 is a clean agent that suppresses fire at low concentrations. Since it is 
electrically non-conductive, it is safe for sensitive electronic equipment. 

Sinorix 5112 is safe for human exposure at design concentrations, and has the 
following characteristics: 

 Zero ODP

 GWP of 1

 Atmospheric lifetime of 3-5 days

 Specifications 

Sinorix 5112 is ideal for use on: 

• Sensitive Electronic Equipment and Industrial Applications

• IT and Server Rooms

• Electrical switch rooms / Telecommunication Systems

• Museums and Archives

• Irreplaceable, Mission-Critical Business Assets

Sinorix 5112 is recommended for use under the following conditions where: 

- clean-up of other means of extinguishing (e.g. - sprinklers) presents a
logistical issue

- an electrically non-conductive medium is needed

- storage efficiency is critical

The minimum design concentration for total flood applications shall be in 
accordance with NFPA 2001. 

   

 

 

 

 

 

 
Specifications (cont.) 

Sinorix® Engineered Fire 
Suppression Systems  
Sinorix 5112 Fire-Suppression Agent 
(with FK-5-1-12 Fire-Protection Fluid) 

 Architect & Engineer Specifications 
 C6-Fluoroketone

 FK-5-1-12 Fluid 

 Liquid at room temperature 

 Discharged as a clear, colorless, and 
low-odor gas, leaving no residue 

 Zero Ozone-Depletion Potential (ODP) 

 Global-Warming Potential (GWP) of 1 

 Atmospheric lifetime of 3-5 days 

 Provides sophisticated fire protection to 
mission-critical business assets 

 Electrically non-conductive 

 Safe for electrical components in 
protected areas 

 Safe for occupied areas at design 
concentration

 UL / ULC Listed 

 FM Approved 



 

 NOTICE – The information contained in this data-sheet document is intended only 
as a summary, and is subject to change without notice. 
The product(s) described here has/have a specific instruction sheet(s) 
that cover various technical, limitation and liability information. 
Copies of install-type, instruction sheets – as well as the General  
Product Warning and Limitations document, which also contains 
important data, are provided with the product, and are available     
from the Manufacturer. 
Data contained in the aforesaid type of documentation should be 
consulted with a fire-safety professional before specifying 
or using the product. 

Any further questions or assistance concerning   
particular problems that might arise, relative to the 
proper functioning of the equipment, please contact 
the Manufacturer. 

 

Sinorix 5112 Agent Cylinders 

Model Part Number Description 

CPY-35-00-4-0000 S54474-C10-A1 
35 Cyl, no Solenoid, 

Sinorix 5112, 0 lb. (empty) 
- capacity 16 to 35 pounds

CPY-70-00-4-0000 S54474-C11-A1 
70 Cyl, no Solenoid, 

Sinorix 5112, 0 lb. (empty) 
- capacity 31 to 70 pounds

CPY-150-00-4-0000 S54474-C12-A1 
150 Cyl, no Solenoid, 

Sinorix 5112, 0 lb. (empty) 
- capacity 66 to 150

pounds 

CPY-250-00-4-0000 S54474-C13-A1 
250 Cyl, no Solenoid, 

Sinorix 5112, 0 lb. (empty) 
- capacity 109 to 250

pounds 

CPY-375-00-4-0000 S54474-C14-A1 
375 Cyl, no Solenoid, 

Sinorix 5112, 0 lb. (empty) 
- capacity 163 to 375

pounds 

CPY-560-00-4-0000 S54474-C15-A1 
560 Cyl, no Solenoid, 

Sinorix 5112, 0 lb. (empty) 
- capacity 241 to 560

pounds 

CPY-900-00-4-0000 S54474-C16-A1 
900 Cyl, no Solenoid, 

Sinorix 5112, 0 lb. (empty) 
- capacity 387 to 900

pounds 

CPY-1200-00-4-0000 S54474-C17-A1 
1200 Cyl, no Solenoid, 

Sinorix 5112, 0 lb. (empty) 
- capacity 519 to 1200

pounds 

Sinorix 5112 Agent  

Model Part Number Description 

CPY-5112 S54474-C20-A1 Sinorix 5112 Agent                 
(FK-5112) –per pound 

Boiling Point: 120.56°F (49.2°C) 

Vapor Pressure: 244 mmHg., 41 kPa @ 68°F (20°C) 

Vapor Density: 11.6 (ref std.:  Air = 1) 

Melting Point: -162.4°F (-108°C) 

Viscosity: 
0.6 centipoise @  

77°F (25°C) 

Specific Gravity: 1.6 (ref std.: H20 = 1) 

Evaporation Rate: > 1 (ref std.:  BUOAC = 1) 

Ozone-Depletion Potential: 0 

GWP: 1 

NOAEL: 10 % 

Atmospheric Lifetime: 3 − 5 Days 

SNAP Approved: Yes 

Odor, Color, Grade: Low odor | Colorless | Clear 

Technical Data Details for Ordering 
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NOTE – Agent Cylinders and Agent must be ordered 
together. Orders for empty cylinders or bulk agent are 
not supported. 


