
EPD - Type II
Based on ISO 14021

Smart Infrastructure
Building Products

A5W00262098 JG-TGZL-FC726-GQ Fire alarm conttrol panel
S54400-C202-A1 FC726-GQ-A31 Fire alarm conttrol panel

Management System by
ISO 9001   (Quality) LPCB
ISO 14001   (Environment) SGS
OHSAS 18001   (OH&S) SGS

Typical energy consumption variant *) see below

Fire load variant *) see below

Wood Wood box 44,000g
6-PS cystosepiment 500g
EPE Plastic bag 500g

Total weight of device variant *) see below
The total weight of a device may deviate from the total of the weights of all individual components due to rounding.

PET Operating unit film 42g
PET Interlocking 16 channel 108g
PA6 wheels 3,340g
PVC rigid GW-4060 Wire duct (L=400) 201g
PVC rigid GW-2565 Wire duct (L=380) 138g
PVC rigid GW-4060 Wire duct (L=180) 90g
Q Silicone rubber 16 ILOP rubber key 687g
Steel;   powder-coated BCH1936 new cabinet 88,200g
Steel;   powder-coated Cardcage back plate 5,366g
Steel;   zinc plated I/O Card Rack_14HU 2,706g
Steel;   zinc plated Din Rail 35 L=420 136g
Steel;   zinc plated General Battery plate 1,670g
Steel;   zinc plated Support to FCM201x-G3 2,150g
Steel Shielding plate to IO board 752g
Steel;   zinc plated din rail of terminals 474g
Steel; Nuts, screws and washers 396g
Steel;   zinc plated FSD360 T45 lock and key 196g
Cu alloy; Stand off M3X6.5,M3X12, M3X32 64g
Al alloy;   lacquered ODSU module 325g
Steel;   zinc plated S2011-R 102g
Steel;   zinc plated S2012-E 612g
Plastic/cu Circuit Breaker 279g
plastic/steel Terminal stopper 30g
steel/plastic/PCB FCM7218-G3 Operating Unit 1,668g
plastic/PCB FTO2020-G1  Event printer kit variant
plastic/steel FCA2008-A1 Card cage 3,678g
PA/Steel Terminals of terminal block 1,927g
Metal, plastic, PCB FP2017 Power supply 786g
Lead acid Batteries / Accumulators 33,000g
plastic/steel FCA2008-A1 Card cage 3,678g

Materials

Packaging

Others

Metals

Environmental
Product Declaration

Type of equipment /
Product No.

Product

Product use

Plastics

01-June-2001
07-May-2005
12-December-2011
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plastic/steel Fuse 7g
plastic/steel Fuse Support 39g
plastic/steel Terminal Block 25g
CU(30%)/PVC(70%) All cables 1,358g

FR4 GB board 89g
FR4 FN2001-A1  Network module 24g
FR4 FCA2006-A1  Connection mod 18g
FR4 RS485 module 15g
FR4 PCBA to FTO2022 Interlocking LED Module variant
FR4 FCI2024-A1 Periphery board 301g
FR4 PCBA to FCI2026 Interlocking I/O card variant
FR4 FCL2001-A1/FCL2006-A1/FCL7201-Z3/FCL2008-A1 variant

*Variant parts list [g]
Total weight of device
FTO2020-G1  Event printer kit
PCBA to FTO2022 Interlocking LED Module
PCBA to FCI2026 Interlocking I/O card
FCL2001-A1/FCL2006-A1/FCL7201-Z3/FCL2008-A1

Fire load [MJ]

Typical energy consumption
[kWh/a]

Comments

A5W00262098B 19.07.2023

149

138
187
116

S54400-C202-A1
155,117

199

556.961

826
1,008
1,743

152

Please contact your local Siemens branch office to get further information on environmental aspects and disposal.

Legal Disclaimer: This declaration is for information purpose only.

 therefore does not assume liability for any error or for any consequences which may arise from the use of this information to the maximum extent under the law.

This Environmental Product Declaration does not constitute a guarantee of the composition of a product, neither does it guarantee that the product will retain a particular
composition for a particular period.

The device contains the following substances of the candidate list according to Article 59 (1, 10) of the regulation (EC) No. 1907/2006 concerning the
Registration, Evaluation, Authorisation and Restriction of Chemicals (REACH) in concentrations above 0.1 % w/w. Contained REACH candidate
substances, including those which will become known at a later date, are listed on the delivery note.

(Status according to the creation date of this document.)

Regulation (EC) No. 1907/2006 (REACH)

Special components
(part of the assembled PCB)

PCBAs (Printed Circuit Board
assembled)

A5W00262098
158,405
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