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Product Description

The MEC Migration Kits allow replacement of an
existing Modular Equipment Controller (MEC) or
Point Expansion Module (PXM) while keeping the
same enclosure and field wiring.

Each kit includes the following components:

e Two DIN rails

e One MEC Power Termination Block (PTB) for
reuse of existing MEC service box to power
new field panel

e Siemens Logo for updating older doors

Product Numbers

PXA-MEC34KIT MEC Large Migration Kit.
Includes two 28” DIN rails
and MEC PTB.

MEC in SCU Migration Kit.
Includes two 20" DIN rails
and MBC PTB.

MEC Small Migration Kit.
Includes two 12.5” DIN rails
and MEC PTB.

PXA-MEC24KIT

PXA-MEC19KIT

Item Number 553-684, Rev. BA

Warning/Caution Notations

DANGER: Electric shock, death, or
severe property damage may
occur if you do not follow
procedures as specified.

Personal injury or property
damage may occur if you do
not follow procedures as
specified.

WARNING: ﬂ
CAUTION: ﬁ

Equipment damage or loss of
data may occur if you do not
follow procedures as
specified.

Required Tools
e 7/16 socket and drive

Expected Installation Time

10 minutes for installation of backplane and Power
Termination Block

Compliance

CAUTION:

A Use of the Migration Kit without the MEC
enclosure voids all UL, CSA, and FCC
approvals, as well as European EMC and
LVD compliance.

@ NOTE:
A Migration Kit is required for Smoke

Control applications. Select the appropriate
Product Number for the existing enclosure.

Prerequisites

Existing hardware has been removed and new parts
ordered.
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Installing the Migration Backplane
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1. Secure the backplane on the four mounting
studs using mounting nuts previously set aside.

Figure 1. MEC Small Migration Kit.

2. Ensure service box power switch is off and
connect MEC Power Termination Block to
service.

3. Where necessary, apply new logo to door over
old logo.

The installation is complete.

Information in this publication is based on current specifications. The company reserves the right to make changes in specifications and
models as design improvements are introduced. Other product or company names mentioned herein may be the trademarks of their
respective owners. © 2010 Siemens Industry, Inc.
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