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INTRODUCTION The Model VNT-MP Mounting Plate from Siemens Building Technologies, Inc. is for
use in CAB1, CAB2 and CAB3 enclosures for mounting the VNT, VNT-PS, XND mod-
ules, and X204-2 Multimode, X204-2LD Single Mode, XC206-2SFP-MM Multimode,
and XC206-2SFP-SM Single Mode Ethernet Fiber Switches. One VNT-MP can be
installed in a CAB1, CAB2 or CAB3 enclosure.

VNT-MP Mounting Plate is for indoor use only in dry environments.

INSTALLATION

Remove all system power before installation, first battery then AC. (To power up,
connect the AC first, then the battery.)

The VNT-MP mounts in the bottom row of a CAB1, CAB2 or CAB3 enclosure using
the four 10-32 screws provided.

1. Insert the four screws in the CAB1, CAB2 or CAB3 backbox in the positions
indicated by the the numbers “1” and “5” in Figure 1. Place the four holes
on the VNT-MP Mounting Plate over the screws. (Refer to Figure 2.)

2. Tighten the four screws to secure the mounting plate in place.
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Figure 1
VNT-MP Mounting Positions
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Figure 2
Installing VNT-MP Mounting Plate in CAB2 Enclosure

Install Jumpers For VNT applications only, install the two jumpers (P/N 110-398369) included with the
VNT on the terminal block of the VNT-MP as shown in Figure 3.

INSTALL JUMPERS ON

TERMINAL BLOCK

AS SHOWN

Figure 3
Installing Jumpers on VNT-MP Terminal Block (VNT applications only)
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APPLICATIONS

VNT

For VNT applications, refer to the VNT Installation Instructions, P/N 315-050490, for
VNT installation details.

Scalance XC206-2SFP-MM/-SM Ethernet Switch

The Scalance XC206-2SFP-MM/-SM Ethernet Switch mounts on a bracket in the
lower left corner of the VNT-MP mounting plate as shown in Figure 4. To mount the
fiber switch on the bracket, place the bottom edge of the fiber switch cutout on the
bottom edge of the rail between the VNT-MP and the standoff and then snap the top
edge of the fiber switch cutout on to the top edge of the rail. Refer to Figure 4 for the
mounting detail.

To install the Scalance XC-206 on the DIN rail which is integrated into the Model VNT-
MP, use the following steps:

1. Loosen the knurled screw with your hand or a screwdriver.
2. Place the third housing guide of the device on the top edge of the DIN rail.
3. Press the device down against the DIN rail until the spring securing bar locks in
place.
4. When you tighten the knurled screw, you cannot release the securing bar (torque
0.5 Nm). The device is additionally fixed.

COMPATIBILITY The VNT-MP can be used in CAB1, CAB2 and CAB3 enclosures.

SPECIFICATIONS VNT-MP Mounting Plate:  14.25”W x 14.25”H

Figure 4
Scalance XC206-2SFP-MM/-SM Ethernet Switch Mounting on VNT-MP
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CYBER SECURITY DISCLAIMER

Siemens provides a portfolio of products, solutions, systems and services that
includes security functions that support the secure operation of plants, sys-
tems, machines and networks. In the field of Building Technologies, this in-
cludes building automation and control, fire safety, security management as
well as physical security systems.

In order to protect plants, systems, machines and networks against cyber threats,
it is necessary to implement – and continuously maintain – a holistic, state-of-
the-art security concept. Siemens’ portfolio only forms one element of such a
concept.

You are responsible for preventing unauthorized access to your plants, sys-
tems, machines and networks which should only be connected to an enter-
prise network or the internet if and to the extent such a connection is neces-
sary and only when appropriate security measures (e.g. firewalls and/or net-
work segmentation) are in place. Additionally, Siemens’ guidance on appropri-
ate security measures should be taken into account. For additional informa-
tion, please contact your Siemens sales representative or visit https://
www.siemens.com/global/en/home/company/topicareas/future-of-manufactur-
ing/industrial-security.html.

Siemens’ portfolio undergoes continuous development to make it more se-
cure. Siemens strongly recommends that updates are applied as soon as they
are available and that the latest versions are used. Use of versions that are no
longer supported, and failure to apply the latest updates may increase your
exposure to cyber threats. Siemens strongly recommends to comply with
security advisories on the latest security threats, patches and other related
measures, published, among others, under

https://www.siemens.com/cert/en/cert-security-advisories.htm.


