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Heat Pump Controllers 

 
Figure 1. Heat Pump Controller—Single Stage 

 

The Heat Pump Controllers (Figures 1 & 2) provide 
high performance Distributed Digital Control (DDC) 
technology for room temperature control of heat 
pumps.  The Heat Pump Controllers and related 
components provide a totally electronic control system.  
The controllers can operate independently, stand-
alone or networked to perform complex HVAC control, 
monitoring, and energy management functions. This 
controller is designed to reside on the Siemens control 
system. 

Features 

 Advanced PID algorithm for the temperature 
control loops is employed to provide stability and 
to reduce unnecessary changes to the Flow 
setpoint when the room temperature is at or near 
the room temperature setpoint 

 Unique control algorithms for specific applications 
 Plenum rated controller 
 Setpoints and control parameters assigned and 

changed locally or remotely 
 Setpoints and control parameters stored in 

Electrically Erasable Programmable Read Only 
Memory (EEPROM) no battery backup required 

 
Figure 2.  Heat Pump Controller—Multi-Stage. 

 
 Returns from power failure without operator 

intervention 
 Control capable of modulating floating control 

electronic or electric damper actuator 
 Damper status reported in percentage open 

notation (floating control) 
 Damper status reported in voltage notation         

(0-10 Vdc actuators) 
 No calibration required; reduced maintenance 
 UL and cUL Listed for Smoke Control  

(single-stage only) 

Applications 

 Single-stage heat pump control, 
 Multiple compressor with reversing valve and 

mixed air control, and  
 Heating and cooling compressors and mixed air. 

 
Control algorithms are preprogrammed.  The Heat 
Pump Controller is ready to operate after selecting the 
application and assigning the unit's address. If desired, 
the operator may adjust the air volume setpoints in cfm 
(lps), room temperature setpoints and other 
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parameters. The controller is designed for operation 
and modification without vendor assistance.   
 

Hardware 

Controller Board 

The controller provides all wiring terminals for 
input/output, system and local communication, and 
power. The cable from the room sensor (purchased 
separately) connects to a RJ-11 jack on the controller. 
All other connections are removable terminal blocks. 
The controller assembly is mounted on a plastic track 
that is mounted directly on the heat pump. An optional 
enclosure (P/N 550-002) protects the controller 
assembly. 
 
The controller interfaces with the following external 
devices: 
 
 Floating control damper actuator 
 Temperature sensors (room and mixed air) 
 Service and commissioning tools 
 Digital input devices (dry contacts from motion 

sensors, alarm contacts) 
 Digital output devices (fan, reversing valve, single 

or two-stage compressor, single-stage or auxiliary 
heat) 

Specifications 

Single-Stage 

Power Requirements 
  Operating Range 
  Power Consumption 

 
18 to 28 Vac 50 or 60 Hz 
3.5 VA (Nominal) to 5.0 VA 
(Peak) @ 24 Vac (plus loads) 

Inputs 
  Analog 
 
 
  Digital 

 
1 room temperature sensor 
1 set point (optional) 
1 auxiliary temperature sensor 
2 dry contacts 

Outputs 6 DO 24 Vac optically isolated 
solid state switches @ 0.5 Amp 
(0.25 Amp for Smoke Control) 

Controlled Temperature 
  Accuracy, Heating or  
  Cooling 

 
1.5 F (0.9 C) 

Dimensions 
 
Weight 

4-1/8" W x 7-3/4" L x 1-1/2" H 
(105 mm x 197 mm x 38 mm) 
approx. 3 lbs. (1.35 kg) 

Remote Communications 
Local Communications 

 
LAN Trunk 
Portable Operator's Terminal 

Ambient Conditions 
  Shipping & Storage 
Temperature 
  Operating Temperature 
  Humidity Range 

 
-13 F to 158 F, (-25 C to 70 C) 
32 F to 122 F, (0 C to 50 C) 
 
5 to 95% rh (non-condensing) 

Agency Listings 
  UL Listing 
  cUL Listed 
  CSA Certified 
  FCC Compliance 

 
UL 916, PAZX 
UL 864, UUKL 

 
Multi-Stage 

Power Requirements 
  Operating Range 
  Power Consumption 

 
18 to 28 Vac 50 or 60 Hz 
4.4 VA (Nominal) to 6.0 VA 
(Peak) @ 24 Vac (plus loads) 

Inputs 
  Analog 
 
 
  Digital 

 
1 room temperature sensor 
1 set point (optional) 
1 auxiliary temperature sensor 
2 dry contacts 

Outputs 
  Analog 
 
  Digital 

 
1 0-10 volt 
5mA maximum 
8 DO 24 Vac optically isolated 
solid state switches @ 0.5 Amp 

Controlled Temperature 
  Accuracy, Heating or  
  Cooling 

 
1.5 F (0.9 C) 

Dimensions 
 
Weight 

4-1/8" W x  11-1/4" L x 2" H 
(105 mm x 286 mm x 51 mm) 
approx. 3 lbs. (1.35 kg) 

Remote Communications 
Local Communications 

 
LAN Trunk 
WCIS 

Ambient Conditions 
  Shipping & Storage 
Temperature 
  Operating Temperature 
  Humidity Range 

 
-13 F to 158 F, (-25 C to 70 C) 
32 F to 122 F, (0 C to 50 C) 
 
5 to 95% rh (non-condensing) 

Agency Listings 
  UL Listing 
  cUL Listing 
  CSA Certified 
  FCC Compliance 

 
UL 916, PAZX 
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Heat Pump Controller 
Communications 

Up to 32 Heat Pump or controllers can be connected 
to each of the three field panel FLN trunks.  
Communication with the Heat Pump Controllers can be 
initiated from any system field panel on the system 
network.  The system network does not require 
additional hardware to connect controllers. When 
controllers are wired to a field panel, features such as 
energy management programs, alarm reporting, 
centralized control, modification of the system 
database, system-wide troubleshooting and the global 
commanding of devices are available to them.  
 

Product Ordering Information 

Description Product Part 
Number 

Heat Pump Controller – Single-
Stage 

540-105 

Heat Pump Controller - Multi-Stage 540-505 
CE Compliant Heat Pump Controller 
- Multi-Stage 

550-505 

Smoke Control Listed Heat Pump 
Controller – Single-Stage 

540-105K 

Smoke Control Listed Large 
Equipment Controller Enclosure  

550-002K 

Smoke Control Listed Small 
Equipment Controller Enclosure 

540-155K 

UL Listed Class 2 transformer 
with 120/240/277/480 Vac 
50/60 HZ 0.4A primary w/ hub 
and 24Vac 50VA secondary w/ 
hub and circuit breaker for use with 
Smoke Control Listed Equipment 
Controllers 

5041MWCB 
(SBT P/N  
MUC0240502T
FCB) 
 

UL Listed Class 2 transformer 
with 120/240/277/480 Vac 
50/60 HZ 0.5A primary w/ hub 
and 24Vac 96VA secondary w/ 
hub and circuit breaker for use with 
Smoke Control Listed Equipment 
Controllers 
 

10041MWCB 
(SBT P/N 
MUC0241002T
FCB) 

 

Document Information 

Description Document Part 
Number 

Room Temperature Sensor 149-168P25 
Duct Sensor 149-262P25 
Electronic Damper Actuator 
EA 349-1 EA 349 Electronic 
Damper Actuator 
EA SQR 1 Electronic Rotary 
Damper Actuator 

155-114 (SQR 81.1) 
or  
155-123 (EA 349)  
or  
155-111 (SQR 65.1)  
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