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Part 1:
About this
document

Part 2:
Quick guide

Parts 3 to 12:
The INSIGHT
applications

1 About this document
1.1 Overview of contents

The "VISONIK INSIGHT V8" user's guide contains the
following information in different sections:

- This introduction and overview of contents
- Designations, symbols, and types of description used for
instructions

Read this part before you begin to work with INSIGHT

- Brief description of the INSIGHT applications

- Starting and ending INSIGHT.

- Connecting and disconnecting to the DCS

- Login and logoff

- Meaning of INSIGHT symbols on both toolbar and taskbar

- Opening online help

- First step guide for the most important INSIGHT
applications
(a few tasks and solutions)

- Part 3: Picture applications

- Part 4: Alarm management

- Part 5: Point operation

- Part 6: Timeswitch catalogue

- Part 7: Calendar

- Part 8: Online Trend

- Part 9: Offline Trend (former "Data Processing")
- Part 10: Messages

- Part 11: Dialogue (Ctrl P)

- Part 12: Picture editor
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Part 13: - Requirements
Installation - New and update installations
- Various settings such as choice of language

Part 14: - Information on the most current communication
Communication - Configuration of connections to the DCS via V.24,
configuration telephony or network (pipe or TCP/IP socket)

- Configuration for linked system
- Configuration for dual computers

Part 15: INSIGHT system messages during communication and for
System various applications.

messages
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1.2 Document descriptions

Expectations We expect that the "VISONIK INSIGHT" operator be familiar
with Windows NT.

Therefore, this user's guide does not contain special
operating notes related to Windows NT.

For example:

- Minimizing, maximizing, closing windows and dialog
boxes via the associated buttons in the upper right corner
of the respective application window

- Moving and arranging dialog boxes

- Working with scroll bars and scrolling text boxes

- Properties of option buttons, group boxes, etc.

Symbols This document uses the following symbols:

i% Note

- This may be done faster

- Make sure you enter the proper information

- The reason as to why something does not work
may be....

- If you do not know how to ....

A Caution

- This action may crash the system....
- This action generates data inconsistencies ...

o

Click a button by pressing the left mouse button

<« Double-click a button by pressing twice in rapid
succession the left mouse button

- The following opens/appears ...
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Selecting a
button

Menu commands
or menu items

Operating
sequence

18/366

The following types of instructions are used in this document
(they all have the same result):

- Click [OK]

- Confirm by clicking [Save]

- Q0K

Q =

The following type of instruction is used especially in chapter
2, "Quick guide":

- Click "File" (in the "Picture display" dialog box)

- Q "File" (in the "Picture display" application window)

Chapters 3 to 14 often contain grey shaded boxes describing
the sequence of command for menu items and commands:

Application window "Picture display"
Select "File"

Select "Number"

=* Dialog box "Selection"

Interpretation:

In the "Picture display" application window,
€ (click) "File", then

€ (click) "Number".

The "Selection" dialog box opens.

Please note: The periods following a menu command are not
printed in this document in accordance with the MS style
guide.
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Selection from
list or combo
boxes

Keyboard entries

Keyboard

command syntax:

Example:

User Language |

Language O
Language 2

1] 4 Cancel |

85700F6en

Instead of:

Select "Language 1"- and then click [OK]:

you find simplified:
Select the desired language

The document primarily describes procedures using the

mouse.

Different procedures are available only if:
- The action can only be made via the keyboard
- Keyboard operation is advantageous (faster)

Key Description

Shift key < Shift >

Enter key < Enter >

Control key (Ctrl) < Ctrl >

Delete key < Del >

Insert key <lIns>

Space bar < Space >

Back key < Backspace >
Alt key <Alt>

Arrow keys < Up >, < Down >,

Alt key and key "A"
Control key and key "P"

< Left >, < Right >
<Alt+A>
<Ctrl+P>

19/366

Siemens Building Technologies
Landis & Staefa Division

Operating Instructions VISONIK INSIGHT V8
About this document — Document descriptions

CM2B8570en
15.11.2000



Path The document assumes that INISIGHT has been installed on
disk D:\'in the \VINT folder (directory).
The examples thus always use the same path description:
D:\VINT\DIALOG\...

Special buttons Various applications feature the following buttons:

il Zoom out
il Zoom in
J Original
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2 Quick guide

2.1 Introduction

Carefully read this part of the document and conduct any
exercises before you start working with VISONIK INSIGHT.

This quick guide contains the following topics:

INSIGHT in brief Brief description of the
INSIGHT applications.

Starting and exiting VISONIK INSIGHT

Connection to the DCS The meaning of the buttons
in the toolbar and taskbar of
VISONIK INSIGHT.

Login and logoff ...the DCS

Toolbar and taskbar The meaning of the buttons
in the toolbar and taskbar of
VISONIK INSIGHT.

Help How to open INSIGHT help.

First steps A few important exercises for
the most important INSIGHT
applications that help you
get familiar with INSIGHT.
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Picture Display

2

Reaction Pictures

i3

Online Alarms

a

Offline Alarms

42

Point Operation

Tl
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2.2 INSIGHT in brief

This section provides short summaries of the INSIGHT
applications and the most important INSIGHT functions.

e Calling up pictures by picture number and addresses
¢ Viewing and changing parameter values

e Opening following pictures

e Printing pictures

¢ Viewing reaction pictures
e Viewing parameter values
e Opening following pictures
e Printing pictures

¢ Display of unacknowledged alarm points in a dynamic
table

e Acknowledge alarms

e Output of detailed information on alarm points and of an
alarm statistic

e Sort and print alarm tables

o Display of alarm points in static table.

e Acknowledge alarms.

e OQutput of detailed information on alarm points and of an
alarm statistic

o Filter, sort, and print alarm tables

e View and change parameter values
e View and change the lines in time reaction catalogues
(TRC).

Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en

Landis & Staefa Division

Quick guide — INSIGHT in brief 15.11.2000



Timeswitch

Catalogue
]

I

Calendar

[

Online Trend

125

Offline Trend

i

Messages

Dialogue

ik

Picture Editor

Navigation

Communication
=

View and edit weekday catalogues (WDC)

View and edit PRV1 override catalogues (OVC)
View and edit BPS exception day catalogues (EXC)
View special day catalogues (SDC)

Edit the DCS's special day catalogue for the process
stations

Up-to-date display of process values in online mode
Open and edit trend sets

Save data as graphs

Save data to export files

Print online trends

Display and save Offline Trend graphs and tables
Print Offline Trend graphs and tables

Record and display incoming messages

Access DCS functions

Edit INSIGHT pictures
Set up dynamic channels

Change between the various INSIGHT applications by
using the current point address

INSIGHT can be connected to Data Communication

Servers via V.24, telephony (dial-up communication) or
network (pipe or TCP/IP socket).
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Start INSIGHT

Starting via the
Start menu

Exit INSIGHT
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2.3 Starting and exiting

There are many ways to start INSIGHT. The easiest way to
start INSIGHT is to left-click the INSIGHT button on the
Windows NT taskbar:

Q

l

;@martllj &) & = O

85700h0

If you cannot start INSIGHT via the taskbar, proceed as
follows:

Click "Start"

Select "Programs"

Select folder "VISONIK INSIGHT"
Click "VISONIK INSIGHT"

In order to exit INSIGHT, select "Exit" from the "File" menu in
the VISONIK INSIGHT application window:

1-\§>ﬂ Applications  Mawigation Tool Options
Login...
Logoff..

LEommest..
Dizconnect

Communication Status

2.“%%

85700i0E

A confirmation message appears; click [OK]:

VISONIK INSIGHT

& Do you really want to close Insight?
Lancel |

85700i1en
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2.4 Connection to the DCS

If there is no connection to the DCS, only a few offline
functions that exclusively access local data are available.

Establishing a In order to connect to the DCS, select "Connect" from the
connection "File" menu in the VISONIK INSIGHT application window:

B N = ViSONIK nsight |

Applications  Mawvigation Tool Options

Login... & Iﬁ[
Logaff..

2.“%4

Discanmest

Communication Status

E it Alt+Fa

85700h1E

The "Make Connection to VISONIK" dialog box opens.
Highlight the desired connection in the list of configured,
available connections and click [OK]:

Make Connection to ¥ISONIK

DCS Server COM2
MeGuiness via Fipe
McGuiness via TCPAP
Mexuz Link System AB
Mesus via Cable
Mesus via TCP/IP

1. "§ : —
Socket local $tE

[
ZKQW LCancel | LChange... | Hew... | Delete |

85700h2E

After successfully establishing a connection, the date and
time to the right of the title bar in the VISONIK INSIGHT
application window changes from red to green.

18-Feb-00 11:42 [HEIER

85700H3en
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Note

Disconnect

Communication
status
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In order to establish a connection to a DCS, you may need to
disconnect an existing one.

In order to disconnect from a DCS, select "Disconnect” from
the "File" menu in the VISONIK INSIGHT application

window:
= yISONIK Inzight

Agplications Mavigation Tool Optiohs
1'% > Login... J_@atﬁ

Logoff..

[Sonmest..

S

Communication Status

Exit Al+Fa

85700h9E

Proceed as follows to get information on the current
communication status:

Select "Communication Status" from the "File" menu in the
VISONIK INSIGHT application window.

Refer to "Communication Configuration" for more information
on the contents of this window.
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2.5 Login and logoff

Requirement In order to operate a VISONIK system, you must first log in
to the system. To do this, you must have access to the
respective DCS. (DCS function KEY)

Login To log in, left-click the "Login" symbol on the VISONIK
INSIGHT toolbar:

[=0 YIS ONIK Insight

File  Application: Mavigation T
1t ie dxald

85700h4E

Enter the user code and password in the "Login" dialog box
and confirm by clicking [OK].

Uszer Code: I
Pazsword: I

ak. Cancel |

85700H5en

After successful login to the application, the red message
"User not logged in" at the center of the VISONIK INSIGHT
application window's title bar changes to a green message
bearing your user name:

Alfred Gisler
85700H6en
Important Both user code and password are case-sensitive.
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Logoff

To log off, left-click the "Logoff" symbol on the VISONIK

INSIGHT toolbar:

= VISOMIK Insight

File Applications  Mavigation T

|? 2@ O Al

‘ 85700N7E

Q

Click [OK] in the "Logout" dialog box:

Uszer Code: LES
Usger Mame: Landis & Staefa [GC)

Cancel |

85700H8en
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INSIGHT toolbar

2.6 Toolbar and taskbar

To start or restore VISONIK INSIGHT applications, you can
use the buttons provided by both the toolbar and the taskbar.

The toolbar buttons allow you to
o Start or restore INSIGHT applications
e Start events

85700i2E

= VISONIK. Insight Lan)

File Application: Mavigation Tool Option: Help

[P 92aAU @kl ® MWAT K
[ — (- (- I |

B B 1]
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19

No.  Application/Event Number of
Instances

1 Login -—-

2 Logoff -

3 Communication Status 1*

4 Picture Display application max. 3

5 Reaction Pictures application 1*

6 Online Alarms application 1*

7 Offline Alarms application max. 2

8 Point operation application max. 2

9 Timeswitch catalogue application max. 2

10 Calendar application max. 2

11 Online Trend application max. 3

12 Offline Trend application max. 1

13 Messages application 1*

14 Dialogue application max. 1

15 Navigate to Picture Display -

16 Navigate to Offline Alarms -

17 Navigate to Point Operation -

18 Navigate to Timeswitch Catalogue ---

19 Navigate to Online Trend -—-
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Important * The "Communication Status", "Reaction Pictures", "Online
Alarms", and "Messages" applications cannot be exited; they
can merely be minimized.

INSIGHT The taskbar buttons allow you to

taskbar e Restore INSIGHT applications
,E;.'!VISDNIKINS...' [ Messages | @Heaction F'ic:t...l A Online Alam I @Communicati...l
85700i4en

ToolTip When you point to a button on the toolbar or the taskbar, a
ToolTip appears after a while indicating the meaning of the
respective button:

2. B b O R
I Time Switch Eatalugue.
85700i3en
If the main application is not active, the ToolTip function does
not work!
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Application
description

Contents and
Index

2.7 Help

The VISONIK INSIGHT application window as well as all
other INSIGHT application windows allow you to open a
Winhelp display of the User's Guide via the online help
function:

Applicatian F1
LContentz and Index
About...

85700i5en

When you press <F1> or select "Application" from the "Help"
menu, the beginning of the application description opens.

(In the main application, the beginning of the Quick Guide
opens).

When you select "Contents and Index" from the "Help"
menu, the "Help Topics: Help on VISONIK INSIGHT" dialog
box opens.

This is where you can jump to any place in the document by
means of the "Contents", "Index", and "Search" tabs.

Program When you select "About" from the "Help" menu, a dialog box
information containing information on the VISONIK INSIGHT program
(version, etc.) opens.
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Procedure

Status of
INSIGHT

DCS
requirements

Configuration
requirements
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2.8 First steps

2.8.1 Requirements

The following sections show you how to complete certain
tasks in VISONIK INSIGHT. For this purpose, a few
requirements must first be met.

Contact your VISONIK system administrator if you have
trouble meeting the requirements.

VISONIK INSIGHT is started

The operator language is set correctly
Connection to the DCS is established

You successfully logged in to the system

The "Online Alarms" application is up-to-date
(see description in the application description)

All requirements for working with the "Timeswitch
Catalogue" and "Calendar" applications are met.
(See the introductions to the various applications).

Picture display:

You know number nn for the plant picture.
This picture contains a plant element AE whose dynamic
parameter value you want to change.

Online Alarms:

You know address A of a present, unacknowledged alarm
that you want to acknowledge.
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Point operation:

e You know address B of a point for which you want to
change a specific (changeable) parameter..

¢ You know name PAR of the parameter.

Timeswitch catalogue:
e You know address C of a process station with a defined
timeswitch catalogue destination.

Online Trend:

¢ You know address E of a measured value point.

¢ This measured value point has been configured as an
alarm point.

33/366

Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en
Landis & Staefa Division Quick guide — First steps 15.11.2000



2.8.2 Picture display

Configuration Picture number of a plant picture: nn =
Plant element: AE =
(e.g. "Exhaust air fan")

Tasks o Start the picture display
e Open picture no. nn
e Update the desired dynamic channel
e Determine the address (user or technical address) and
the plant element parameter as well as its present value
e Change the value
¢ Restore the previous value
o Exit the picture display

Solutions:

Start Picture Q ﬁ

Display The "Picture Display 1" application window opens.

Open picture nn Q "File" (in the "Picture Display" application window)
€ "Number"

The "Select" dialog box opens:

Murmber ||
System I

(] Cancel |

8570003en

Enter the respective picture number in the "Number" field
and click [OK].

The associated plant picture opens.
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Activate
dynamic
channels

Enter a new
value

Restore the old
value

X the plant element

A dialog box opens.

The following information is displayed:
- Address and parameter (title bar)

- Actual value
- Value range

Enter the new value and click [OK].

Repeat the previous two steps ("Activate dynamic channels"
and "Enter a new value").

Exit Picture Q "File" (in the "Picture Display" application window)
Display Q "Exit"
or press <Alt + F4>
(Press both keys simultaneously).
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Configuration

Tasks

Restore Online
Alarms

Change display
type

Show point
information

Acknowledge
alarms
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2.8.3 Online Alarms

Address of a point in alarm: A =
(User address or technical address)

¢ Restore online alarms

o Determine the differences between the two types of
display ("simple" and "extended" information)

e Try to find as much information as possible on the point's
alarm response

¢ Acknowledge the alarm

Solutions:

Q i § o £\ Online Alarms

The "Online Alarms" application window opens.

Q "View"
Q "Extended View"

Q the point's alarm line
Q "Functions"
€ "Point Information”

A dialog box containing the DCS report "RPT,CMB" opens
for the point.

Close the dialog box.

X the point's alarm line

A message appears asking you if you want to acknowledge
the alarm; click [OK].
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2.8.4 Point operation

Configuration Address of a point: B =
(User address or technical address within own system)
Parameter to be changed: PAR =

Tasks o Start Point Operation and load the desired point
¢ Insert the desired parameter in the list
e Change the parameter value
¢ View all parameters for the point
¢ Restore the previous value for "your" parameter
o Exit Point Operation

Solutions:

Start Point Q Tl

Operation The "Point Operation 1" application window and the "Select"

dialog box open:

Address

WO $5 20| P

ok LCancel

8570012en
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Enter the address and click [OK]

The selected point now appears in the application window
together with the main parameters.

Add parameter Q [Go To]

An unnamed dialog box opens:

(] 4 Cancel |

8570014en

Enter the desired parameter and click [OK]

The parameter is added to the end of the list.

Change Activate the parameter:
parameter value €& the parameter line
A dialog box for the respective parameter opens.

Enter the new value and click [OK].

View all Q [More] and repeat this step until you have viewed all
parameters parameters.

Restore the old Repeat the steps described in "Add parameter”

value (if necessary) and "Change parameter value".

Exit Point Press <Alt + F4>

Operation
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2.8.5 Timeswitch catalogue

Configuration Address for process station: C =
(User address or technical address within own system)

Tasks o Start the Timeswitch Catalogue
e Load the timeswitch catalogue on the process station
e Change the WDC entry for a destination
e Create a new EXC entry
o Delete the EXC entry
e Save the timeswitch catalogue

Solutions:

Start You can also start the applications via the menus:

Timeswitch € "Applications” (in the INSIGHT application window)
Catalogue € "Timeswitch Catalogue”
The "Timeswitch Catalogue 1" application window opens.

Comprehensive application descriptions in this document
have the following format for procedures:

Application window "VISONIK INSIGHT"
Select "Applications"

Select "Timeswitch Catalogue"

=* Application window "Timeswitch Catalogue"
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Load PS The following description is used:

catalogue
g Application window "Timeswitch Catalogue"

Select "File"
Select "Load from Server"
=* Dialog box "Load TSC from Server"

Load T5C from Server |

Address ||

System I

v E=press load

0k Cancel |

85700C3en

Enter the process station address in the "Address" field and
click [OK].

The table in the lower half of the application window contains
the defined destinations and the graph in the upper half
contains the entries for the highlighted (topmost) destination.

Change WDC € the desired destination in the list
entries Q [WDC]
=* Application window "WDC.:..."

X the cell pair you want to change (the fields become grey)
=* Dialog box "Enter Time and Value"

Enter the new times and the value(s), click [OK] and close
the "WDC.:..." application window.

Undo the changes.
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Create EXC
entry

Delete EXC
entry

Save catalogue

€ the desired destination in the list
€« [OVC/EXC]
=* Application window "OVC/EXC: ..."

€ a blank line (the respective cell pair is greyed)
=* Dialog box "Enter Time and Value"

Enter the times and the value(s), click [OK] and close the
"OVC/EXC.:..." application window.

€ the desired destination in the list
® [OVCEXC]
=* Application window "OVC/EXC: ..."

Q the cell pair you want to delete

Application window "OVC/EXC: ..."
Select "Entry"
Select "Delete”

Close the "OVC/EXC: ..." application window.

Before you save the timeswitch catalogue, make sure that
you have undone all changes:

- WDC entry reset?

- EXC entry deleted?

Application window "Timeswitch Catalogue BPS..."

Select "File"
Select "Save to Server"

41/366

Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en

Landis & Staefa Division

Quick guide — First steps 15.11.2000



2.8.6 Calendar

Tasks e Start "Calendar”
¢ Load the individual calendar on the process station
o Define any weekday as an annually recurring Sunday
o Delete this special day again
e Save the calendar

Solutions:

Start Calendar Application window "VISONIK INSIGHT"
Select "Applications"
Select "Calendar”
=* Application window "Calendar 1"

Load individual Application window "Calendar 1"
calendar Select "File"
Select "Load from Server"
=* Dialog box "Load Calendar from Server/PS"

Address |$52
Spgtem I—
Calendar type
™ Standard o Individual
8570022en

Select "Individual" in the "Calendar type" group box
Enter the substation address in the "Address" field.

Confirm your entry with [OK].

The application window now displays the desired calendar.
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Define
exception day

Delete
exception day

Save calendar

€ the desired day (the field is greyed)
Q [su]
Q "Every year"

Qthe exception day (the field is greyed)
Q [Default]

Application window "Calendar:..."
Select "File"

Select "Save to Server"
—* Dialog box "Save Calendar to Server/PS"

Addrezs |$52

System I

Calendar type

= Standard & |ndividual

[~ distibute

8570023en
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2.8.7 Online Trend

Configuration Address of a measured value point: E =
(User address or technical address within own system)

Caution:
The point must be configured as an alarm point.

Tasks e Start "Online Trend"
¢ Define a trend channel with the measured value point
e Save the trend set
e Change to the "Offline Alarms" application by means of
the selected address

Solutions:
Start Online Application window "VISONIK INSIGHT"
Trend Select "Applications"

Select "Online Trend"
=* Application window "Online Trend 1"
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Define Trend
channel

Save trend set

Application window "Online Trend 1"
Select "Settings"

Select "Select Channel"

Select "Point Setup Channel 1"

—* Dialog box "Point Setup"

Point Setup: 1

— Colour— Style
1
Address I |
|
Parameter I —
—
THI : —
T - [
| Farmnat
1
Range [ IRLE 100 | || Paint
— p
Buffer Size | * Step
— L
B0 = | % Minutes " Hours ‘ | Line
—
Gl |
85700i6en

Enter the following:

- Point address and parameter (for measured value: Al)

- Meaningful range (e.g. —40 to +40 for outside
temperature)

- Format: "Style"

Confirm your entries with [OK].

Application window "Online Trend 1"
Select "File"

Select "Save Set to File".

—* Dialog box "Layout to File"

Save the profile under any name to the suggested folder and
confirm by clicking [Save].
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Navigate to Qthe respective channel's button:

Offline Alarms
—| = I=| =] I=
8570008
Application window "VISONIK INSIGHT"
Select "Navigation"
Select "Offline Alarms"
=* Application window "Online Trend 1"
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3 Picture applications
3.1 Introduction

Short description The following applications in INSIGHT support picture
management:

e Picture Display

e Reaction Pictures

o Picture editor (see chapter 12, "Picture Editor")

"Picture Display" and "Reaction Pictures" allow for various

actions.

The following are possible only in "Picture Display":

e Calling up pictures according to picture numbers and
scrolling the picture catalogue up or down.

e Calling up pictures according to addresses, with the
possibility of searching for a particular plant picture by
stepwise entry of addresses.

e Viewing parameter values.

e Changing parameter values.

¢ Calling up following pictures.

The following is possible only in "Reaction Pictures":

e Viewing reaction pictures.

Both applications allow for:

e Printing of pictures.
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Shortcuts

Starting/
Restoring
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Both applications
<Ctrl+B>

<Ctrll+A>
< left > <right >
<down ><up >

< PrtSc >

<F1>

Change background colour from
black to white and vice versa
Activate or deactivate the display of
the dynamic channels.

Highlight next dynamic channel

Direct printout of the displayed
picture (without dialog box "Print")
Opens online help

Only "Picture Display" application

< Enter >

< Shift + right >
< Shift + left >
<Alt +F4 >

Activate highlighted dynamic
channel

Scrolling by one number forwards
Scrolling by one number backwards
Exit application

Only "Reaction Pictures™" application

< Shift + up >

< Shift + down >
< Shift + left >

< Shift + right >
< Shift + Del >

< Del >

Starting/restoring
via tool bar:

or

Q B

Select next reaction picture
Select previous reaction picture
Select first reaction picture
Select last reaction picture
Delete all reaction pictures
Delete displayed reaction picture

Restoring
via task bar: Q

[ Picture 1 |

or Q
ﬁ Reaction Picture: 0 |

Starting/restoring via menu:

Application Window "VISONIK INSIGHT"

Select "Applications"

Select "Picture Display" or "Reaction Picture"
= Application window "Picture" or "Reaction Picture"
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Note

Exiting Picture
Display

Minimizing
Reaction
Pictures

Changing the
screen colour

Maximum three "Picture Display" windows can be open at
the same time. The "Reaction Pictures" window is open at all
times.

Application window "Picture"
<Alt+F4 >or

Select "File"

Select "Exit"

Application window "Reaction Picture"
Select "File"
Select "Minimize"

<Ctrl+B>
changes the screen colour from white to black and vice
versa.

Althoug, this only works if in the picture editor either
transparent or no background colour was selected.
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Change
directory for
picture cache

3.2 Picture cache

The pictures of the "Picture Display" application can locally
be saved on the PC. As a result, the displaying is sped up
and communication between DCS and INSIGHT is eased.

With the option "Picture Cache", you activate or deactivate
the picture cache and determine the root directory for picture
displays.

Application window "VISONIK INSIGHT"
Select "Options"

Select "Directories"

Select "Picture Cache"

= Dialog box "Picture Cache"

Pictre Cache |

Directory

N

[T Mot active
OF. Cancel |

8570073en
Directory Enter the folder for your picture storage.
Not active If the option "Not active" is selected, the picture data is

always loaded by the VISONIK DCS.
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Function principle

Change
directory for
library storage

3.3 Library cache

INSIGHT saves the 5 symbol libraries in the default directory
"D:\VINT\LIB\" on the PC.

The background bitmaps are also stored here in the sub-
directory \IMAGE.

Via the option "Library Cache", you can determine a different
root folder for your library.

The new root folder becomes active only after restarting
INSIGHT.

The picture applications retrieve the respective symbols from
the libraries in this folder.

If a library is missing, a warning message appears.

Application window "VISONIK INSIGHT"
Select "Options"

Select "Directories"

Select "Library Cache"

= Dialog box "Library Cache"

Library Cache |

Directory

N

] Cancel |

8570074en
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Hint
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3.4 Picture selection by address

This operation is used to select pictures according to user
addresses or picture numbers.

Application window "Picture"
Select "File"

Select "Address"

= "Address" entry mask

Address? | LCancel I

8570002en

Enter a picture address (DCS function COS,PICT) or a
partial picture address and confirm by pressing Enter.

(Use the <Backspace> and <Delete> keys to edit your entry
as required.)

You can also enter a picture or part number via #nnn
(e.g. #25).

No entry points to the picture with address " ****** ".
When the desired picture appears, click [Cancel]

The system name, the terminal interface and the picture
number appear to the right of the window title,
e.g.. Man: T2 25

Picture selection by "Address" makes it possible to edit an
address and thus find a picture with an unknown address:
The picture corresponding to the address currently displayed
in the entry field always appears. (An address prompt
appears every two seconds.)

If you want to display the new picture, confirm with < Enter >.
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Examples

Note

i

COS,PICT,LADR
COS,PICT,LPIC

COS,UTIL,DIR

Entry

None
E

E1
E1K
E1K7

Address of the picture to be displayed (if

available)
E * * * * *
E 1 * * * *
E 1 K * * *
E 1 K 7 * *

The same logic applies to entering picture numbers.

If you do not know the picture address, and you cannot find
the picture by using the above "Search Procedure," then list

the picture catalogue in the "Dialogue" application

(<Ctrl+P>):

Lists the entire picture catalogue sorted by addresses.

List of a section of the picture catalogue, sorted according to
picture numbers.

List of a section of the picture contents, sorted according to
picture numbers.
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i

COS,PICT,LADR

3.5 Picture selection by number

Application window "Picture"
Select "File"

Select "Number"

= Dialog box "Select"

Murmber ||
System I

(] Cancel |

8570003en

Enter picture number: "45"
Enter the system in case the picture must be fetched from an
partner system, e.g.: "MAN", then click [OK]

After the picture has been selected, the system name, the
terminal interface (only in a link system) and the picture
number appear to the right of the window title, e.g.:

Man: T2 25 (if the picture does not exist: Man: T2 33,0)

If the picture number is unknown:
[Cancel] then open the "Dialogue" application (< Ctrl + P >)
and list the picture catalogue.

List of the entire picture catalogue, sorted according to
addresses.

COS,PICT,LPIC List of a section of the picture catalogue, sorted according to
picture numbers.

COS,UTIL,DIR List of a section of the picture contents, sorted according to
picture numbers.
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3.6 Scrolling in the picture catalogue

You can scroll through the picture catalogue of the DCS by
number. (only possible in the "Picture Display" application.)

Scrolling by one number forwards or backwards

Application window "Picture"

< Shift + right > or < Shift + left > or

Select "File"

Select "Next Pict. No." or "Previous Pict. No."

Example The picture currently displayed has the number 27.
After entering "Next Pict. No.", picture number 28 appears.
Note The previously mentioned buttons have a different meaning
in the "Reaction Pictures" application.
55/366
Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en

Landis & Staefa Division

Picture applications — Scrolling in the picture catalogue 15.11.2000



56/366

3.7 Downloading locally saved
pictures

Locally saved pictures can be downloaded as follows (only
static pictures, without actualisation):

Application window "Picture"
Select "File"

Select "Load from File"

= Dialog box "Load Picture"

After loading, the folder and file name are displayed next to
the window title. Example:
"D:\VINT\PTF\Anlage17.PTF"
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3.8 Zooming pictures

Zoom in Application window "Picture" or "Reaction Picture"
Select "View"
Select "Zoom in"

The cursor arrow now appears in the form of crossed double-
arrows.

Expand the square by pressing the left mouse button.

The selected box section is now expanded in both directions,
each independently of the other, such that the whole window
is filled.

Several zooming in operations can be carried out
consecutively.

A message appears if the zoom in factor is too great: "Zoom
Factor too large".

Original Size This function provides a one-click restore function for the
original picture size:

Application window "Picture" or "Reaction Picture"
Select "View"
Select "Original Size"
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3.9 Proportional picture display

Problem When displaying a picture in full screen size or any other
manually adjusted screen size, objects will be slightly
distorted. This is especially disturbing with circles.

Solution By selecting a proportional picture size, these distortions can
be minimised. However, in this case it is no longer possible
to display the picture in full size.

Procedure Changing from the standard to the proportional picture size,
ir vice versa, can be achieved as follows:

Application window "VISONIK INSIGHT"
Select "Options"
Select "Proportional View"
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3.10 Printing a picture

Printing picture To print the displayed picture, proceed as follows:

Application window "Picture" or "Reaction Picture"
Select "File"

Select "Print"

Dialog box "Print"

Note The entire picture is printed, regardless of the zoom factor.
Printing In addition, there is the possibility to download incoming
reaction picture reactions to the printer automatically.

pictures For this the following condition must be fulfilled in the ter-

minal point $Tn.: COPY = On

% You can print pictures also by pressing< PrtSc >. This step
skips the "Print" dialog box.

Colour The selection of "Colour Conversion" influences the colour
conversion when printing pictures.

Application window "VISONIK INSIGHT"
Select "Options"
Select "Colour Conversion"

YES ("Colour Conversion" is selected)
The black colour is printed in white, and vice versa.

NO ("Colour Conversion" is clear)
The print is made in the original screen colours.

Note With black and white printers, the resultant print quality may
be poor. You may be able to improve the quality by changing
the printer driver settings.
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3.10 Plant description

You can call up a plant description to system pictures or to
local pictures (assuming one exists).

Application window "Picture" or "Reaction Picture"
Select "Plant description"
Select "Load Description"

An application window "VISONIK INSIGHT File Viewer"
opens with the relevant description.

Note The description cannot be changed in the picture
applications. You can, however, make changes in the picture
editor or with notepad anytime.

You can also load plant descriptions for empty pictures.
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3.11 Dynamic channels

Showing View of all dynamic channels contained in one picture, with
channels their numbers:

<Ctrl A>

To clear the screen again:

<Ctrl + A>
Note On printing, the displayed channels are also indicated.
Highlighting Dynamic channels having the channel type "Fix E/A" in the
channels COS, ACT dialog, can be highlighted with a rectangle:

Qa dynamic channel

= The dynamic channel concerned is now framed with a
highlighting rectangle.

By keyboard:

Keys < left >, < up >, <right >, < down >

The dynamic channel next in proximity in the appropriate
direction is framed with a highlighting rectangle.

Activating When dynamic channels are activated, the actions provided
channels for in the COS, ACT dialog are initiated, e.g.:

e Selection of a following picture.
e Changing (or only viewing) parameter values.
e Starting or stopping a DCS task.

This is how you activate a dynamic channel:

LAY dynamic channel

By keyboard:
Highlight the dynamic channel, then
< Enter >
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Hints In case, with the selection of a next picture, you have
changed to the pictures of a partner system, you cannot
change back to the pictures of the initial system using the
channel types "Previous Picture" or "Home Picture."

If you make changes in the "Dialogue" application
(COS,ACT) or if an operator on another operating device
makes changes on the dynamic channels, these will become
effective in a currently displayed picture in a short time.

After changing the picture, (in the picture editor) the picture
has to be newly called up.
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3.12 Changing a parameter value

Activate the appropriate dynamic channel
= Dialog box

1TBO1'L1'02. A0 [ can be changed ] |

Current Walug =10

(0..108]

D

OF. Cancel

8570004en

Enter the desired parameter value in the input field:
ll21ll [OK]

Hint The dialog box shown above is valid for parameters with
value ranges (e.g. Al, LOL, HIL) and for bitset parameters
(e.g. TYX, DO1ACT).

In the case of parameters with discrete values
(e.g. DO, OPMO), a list of possible values is displayed
instead of the range information.

For parameters which cannot be described (e.g. ST), a
window appears with the title:
"<Systemname:><Address> (cannot be changed)"
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Possible target
applications

Task bar for

3.13 Navigation

From the picture applications you can navigate to the
following INSIGHT applications:

- Point Operation

- Offline Alarms

- Time Switch Catalogue

- Online Trend

3 AW R

navigation
Preparing Activate the channel which is connected with the navigation
navigation point:
X the dynamic channel
Close the window which appears:
[Cancel] or [OK]
Initiating Start the navigation:
navigation — .
Application window "VISONIK INSIGHT"
Q the navigation symbol or
Select "Navigation"
Select the target application
= Application window of the target application
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Picture display
as the target
application

Examples:

The navigation proceeds exactly as if the navigation address
had been entered for the Picture Selection, according to

address.

The navigation point is E01'L2'Z01
There exist, among others, pictures with the following
"similar" addresses:

Picture 1
Picture 2
Picture 20
Picture 47
Picture 101

Address *
Address E*
Address E01™
Address EO1'L*
Address E01'L2*

In this case, the picture with the number 101 is navigated.
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3.14 General notes on reaction

pictures

Buttons Tool bar and Task bar for restoring:

i $ Reaction Ficture: 0

Shortcuts <Ctrl+B> Change background colour from

black to white and vice versa

<Ctrl+A> Show/hide display of the update
channel

< Shift + up > Select next reaction picture

< Shift + down > Select previous reaction picture

< Shift + left > Select first reaction picture

< Shift + right > Select last reaction picture

< Shift + Del > Delete all reaction pictures

< Del > Delete displayed reaction picture

< PrtSc > Direct printout of the displayed picture

(without dialog box "Print")

<F1> Call up online help

Short description
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Reaction pictures are initiated by reactions of the DCS
(PRR, TRR, DRR, etc.).

INSIGHT saves all incoming pictures together with the
reaction time and process values valid at the respective
time.

If INSIGHT is not switched on or if communication to the
DCS has been interrupted, the DCS saves the first ten
incoming picture numbers; these are appended to the
existing picture list when INSIGHT is switched on. In this
case, however, further incoming pictures are lost.

The arrival of reaction pictures is signalled with a beep.
The number of all incoming reaction pictures are shown in
the task bar button.
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o When the "Reaction Picture" application is open but
empty, the first incoming picture is automatically dis-
played.

¢ In all other cases the button in the task bar shows the
number of reaction pictures currently available in the
picture list.

Printing a Reaction pictures can be printed similar to normal pictures.

reaction picture ) . . . .
Incoming, new picture reactions can be printed automatically.
To do this, the following condition must be fulfilled in the ter-
minal point $Tn.: COPY = On

Hint With automatic printing, the "Print" dialog box does not open.
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Restoring the
application

Information in
the title bar

Position:

Time stamp:

System, picture
number:
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3.15 View reaction pictures

Tool bar: Task bar: Q
Q i E%: Reaction Picture: 1
Menu:

Application window "VISONIK INSIGHT"
Select "Applications"

Select "Reaction Picture"

= Application window "Reaction Picture"

If you open the "Reaction Picture" window when the picture
list is empty, a message "No .... picture found!" appears.

The title bar contains the following information:

Left, position of the displayed picture in the list: e.g.:
Reaction Picture: 6/17

Middle, time stamp of the displayed picture in the list: e.g.:
(03-Apr-00 10:30)

Right, e.g.:

T10 12 (no link system)

Man: 23 (Link system: own system or partner system)
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Display options

Display the First
Picture:

Display the Last
Picture:

Display Arriving
Pictures:

Displaying the
next-in-line

reaction picture:

Displaying the
previous (last
but one)

reaction picture:

The Display option determines which reaction picture will be
displayed after opening the "Reaction Picture" window.

Optiohz

Plant description Help

Dizplay First Picture

Dizplay Last Picture

Dizplay Arriving Picture
8570005en

The active option is highlighted with a check.

The first (or last viewed) reaction picture is displayed in the
list.

The last displayed reaction picture (latest picture) is
displayed in the list.

The last displayed reaction picture (latest picture) is
displayed in the list. Following this picture, incoming reaction
pictures are continually displayed.

Application window "Reaction Picture"
< Shift + up > or

Select "File"

Select "Next Reaction Picture"

If there is no next picture in the list, the following message
appears: "No next picture found!"

Application window "Reaction Picture"
< Shift + down > or

Select "File"

Select "Previous Reaction Picture"

With this function you can recall already-viewed reaction
pictures.

If there is no older picture in the list, the following message
appears: "No previous picture found!."”
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Displaying the Application window "Reaction Picture"
first reaction < Shift + left > or
picture: Select "File"

Select "First Reaction Picture"

With this function you always proceed to the oldest reaction
picture.

If the list is empty, the following message appears:
"No first picture found!"

Displaying the Application window "Reaction Picture"
last reaction < Shift + right > or
picture: Select "File"

Select "Last Reaction Picture"

This function takes you to the newest picture in the list of
reaction pictures.

If the list is empty, the message "No last picture found!"
appears.
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3.16 Deleting reaction pictures

Reaction pictures can be deleted on an individual basis or

together.
Delete all This function deletes all reaction pictures in INSIGHT.
reaction
ictures: Application window "Reaction Picture"
P ' < Shift + Del > or
Select "File"
Select "Delete All Reactions"
= Dialog box "Delete all picture reactions?"
Click [ OK]
Delete the This function deletes just the currently displayed reaction
active reaction picture.
icture:
P Application window "Reaction Picture"
< Del > or
Select "File"
Select "Delete Reaction"
= Dialog box "Delete this picture reaction?"
Click [ OK]
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4 Alarm applications
4.1 Introduction

In INSIGHT, two applications support the alarm
management:

e Online Alarms
o Offline Alarms

Short description Online Alarms allows for:

Online Alarms o Displaying selected alarm points in a permanently

updated, transparent table
¢ Displaying all unacknowledged alarms
Adopting all active, unacknowledged alarms in the table
Sorting alarm tables
Qutput of detailed information about selected points
Qutput of alarm statistics
Acknowledging alarms
Printing alarms

Short description Offline Alarms allows for:

Offline Alarms « Displaying selected alarm points in a transparent,

static table

Selecting the displayed alarms according to alarm status
(active—inactive, acknowledged—unacknowledged), to
message priority and to address range

Sorting alarm tables

Output of detailed information about selected points
Output of alarm statistics

Acknowledging alarms

Printing alarms
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Shortcuts Both applications
< PrtSc > Print the alarm table
<F1> Open online help
Only "Offline Alarms™ application
<Alt+F4> Exit application
Starting/ Starting/Restoring via Restoring via
Restoring tool bar: task bar: Q
Q & £\ Dfffine lams 1 |
or or Q
Q A AA Drling Alams |
Starting/Restoring via menu:
Application window "VISONIK INSIGHT"
Select "Applications"
Select "... Alarms"
= Application window " ... Alarms"
Note A maximum of two "Offline Alarms" application windows can
be open at the same time.
The "Online Alarms" dialog is open at all times.
Exiting/ Application window: ".... Alarms"
Minimizing < Alt + F4 > (only for "Offline Alarms") or
Select "File"
Select "Exit" or "Minimize"
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% The applications "Offline Alarms" and "Online Alarms" only
take into account the points which have been configured
appropriately in the DCS:

Parameter ALConf must be set to "Alarm".

For purposes of simplification, such points are often referred
to as "Alarm points".

Note In order to transfer alarm status changes to INSIGHT, the

message channel of the corresponding TTY interface in the
DCS must be contained in $Sy.DevAL (V16:DALSTA).

75/366

Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en
Landis & Staefa Division Alarm applications — Introduction 15.11.2000



Starting the
"Online Alarms"
application

Changes of
alarm statuses

Activating the

4.2 Updating
4.21 Offline alarms

The two alarm applications exhibit differing responses on
alarm status changes of alarm points.

When the "Online Alarms" application is started, the alarm
table is empty.

In order to display the alarm points' alarm status in the table,
activate updating.

Changes in the alarm statuses of alarm points are not
automatically updated. It is a static table.

In order to display changes, conduct an update again.

Activate an update as follows:

update
P . Application window "Offline Alarms"
mechanism .
Select "File"
Select "Update”
or:
Application window "Offline Alarms"
Select "File"
Select "Select”
= Dialog box "Make selection"
Now change the selection criteria as required, then click
[OK].
The alarm table now contains the presently set selection and
sort criteria.
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Starting VISONIK
INSIGHT

Changes of
alarm statuses

Activate update

4.2.2 Online alarms

After starting INISIGHT, the system must be updated.

Any incoming alarm status change is displayed (dependent
on the present selection), but does not result in an update of
the table for all other alarm points.

In order to display all alarm statuses for all alarm points in
the table, conduct an update.

On incoming alarm status changes (after initial update), the
alarm table is maintained at the present status according to
the set selection and sort criteria:

New alarm status changes of alarm points are inserted
automatically in the table and are flagged with a visual
marker or have an acoustic signal.

Activate the update function as follows:

Application window "Online Alarms"
Select "File"
Select "Update"

The alarm table now contains the presently set selection and
sort criteria.

The new incoming point information is sorted continuously
according to the selected sort criteria.

If you change from the default selection (displays only

unacknowledged alarms) to "with active acknowledged
alarms", updating is also required.
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Note

Indicating alarm
status changes

Unacknowledged
alarm statuses —
visual indication

Unacknowledged
alarm statuses —
acoustic
indication

Turning on and
off the warning
beep
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4.3 Indicating status changes

The "Offline Alarms" application does not feature any kind of
indication.

The "Online Alarms" application indicates the following alarm
status changes of alarm points by sounding a single warning
beep.

"inactive > "active

acknowledged" (grey) unacknowledged" (red)
"active > "inactive
unacknowledged" (red) unacknowledged" (green)
"active > "active

unacknowledged" (red)* acknowledged" (yellow)*
* Indication only if the acknowledged alarms are presently
displayed.

Unacknowledged alarm statuses (red or green) are visually
indicated:

- On minimized application: the taskbar button flashes
permanently

- On open, but inactive application: additional, blinking title
bar

- If the application is activated, the indication disappears.

Unacknowledged alarm statuses (red or green) can also be
indicated acoustically:

- On minimized or open, but inactive application with a
cyclical warning beep
- If the application is activated, the sound disappears.

The cyclical warning beep to indicated unacknowledged
alarms can be turned on or off.

Application window "Online Alarms"
Select "Options"
Select "Warning Beep"

Siemens Building Technologies
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Types of display

4.4 Alarm tables

extended display.

Simple display:

There are two types of display for the alarm table: simple and

A, Offline Alarms 1 [_[O]x]
File Yiew Eunctions Help
Date/Time Selection: [5*) (EBEAAIUAIA) [MSGP182283)
STAP |MSGP |ALSTA (Address Text Status No.
1 3 DOKU:352'132 Main Computer 0.0 Deg. C 1 |
1 3 DOKU:$52'133 Main Computer 0.0 Deg. C 1
1 3 DOKU:552"130 Main Computer 0.0 Deg. C 1
= 1 1 DOKU:$52'131 Main Computer >HIL =30 Deg. C 1 -
F== |3 1 1'PO1'L1 Main Computer STOP _LKD 1 =l
8570060en
Extended display:
A, Dffline Alarms 1 [_[O]x]
File Wiew Functions Help
DatefTime Selection: [5*] (HEEAAIUALY) (MSGP12283)
[STAP |MSGP |ALSTA |Address Status No. *Alarm .Normal =Ackn. User
1 3 DOKU:$52'132 0.0 Deg. C 1 24-Novw-99  [24-Nov99 [24Now99 |[ISH ]
Main Computer 11:44:04 14:36:01 12:03:43
1 3 DOKU:552'133 0.0 Deg. C 1 24-Now-99 |24-Nov-899 [24-Now-99 |ISH
Main Computer 11:44:04 11:48:33 12:02:36
1 3 DOKU:$52'130 0.0 Deg. C 1 24-Now-99  |24-NHow99 |24Nov-399 |ISH
Main Computer 11:44:04 14:36:01 12:05:45
= 1 1 DOKU:552'131 >HIL =30 Deg. C |1 25-Now-399 25-Now-99  |IBH |
Main Computer 09:30:06 09:42:13
F== 3 1 1'PO1'L1 STOP LKD 1 26-Dec-99 04Jan-00 |AG
Main Computer 11:30:32 09:32:53 j
8570054en
Switchover of The switchover to extended display and back proceeds as
the display type follows:

Application window "... Alarms"
Select "View"

Select "Extended Display"
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Background The background colours have the following meanings:

colours Red Active alarm, unacknowledged
Green Inactive alarm, unacknowledged
Yellow Active alarm, acknowledged
Grey Inactive alarm, acknowledged

First line Left: Information on the present sort criterion:

- Offline Alarms: Date/Time, Priority or Address
- Online Alarms: Date/Time or status change

Centre: Information on the present selection:
- Address range (always $*:$* for "Online Alarms")
- Alarm statuses:
AUA (active unacknowledged, red)
AA (active acknowledged, yellow)
UA (inactive unacknowledged, green)
A (inactive acknowledged, grey)
- Message priority (Parameter MSGP)

Meaning of The columns have the following meaning:
I
columns STAP State of the point (Parameter STAP)
MSGP Message priority (Parameter MSGP)
ALSTA Alarm status (Parameter ALsta)

0: active unacknowledged (= red)
1: active acknowledged (= yellow)
2: inactive unacknowledged (= green)
3: inactive acknowledged (= grey)

Address User address or technical address and
point designation (extended display only)

Text Point designation (texts TXI and TXI2)

Status Error status (Parameter ERSTA) or main
value if ERSTA=0

No. Number of alarms which have arrived for

the point in question since the last
acknowledgement (Parameter Alcnt)

*Alarm Date and time of the last arrival of an alarm.
(Parameter ALbeg)
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.Normal Date and time of the last cessation of an
alarm. (Parameter Alend)

=Ackn. Date and time of the alarm
acknowledgement. (Parameter Alack)
User Code of the user who had acknowledged

the alarm. (Parameter ALvis)
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Application
Offline Alarms

Active Unack-

4.5 Selection

Here you can determine which alarm points are to be
displayed in the alarm window.

Application window "Offline Alarms"
Select "File"

Select "Select”

= Dialog box "Make Selection"

Make Selection

— Select

¥ &ctive unacknowledged ¥ Inactive unacknowledged [ Priority 0

¥ &ctive acknowledged ¥ Inactive acknowledged Iv Priority 1

¥ Priarity 2
Address I
¥ Friority 3
QK LCancel | Diefauilt | Save

8570055en

Choice of which of the four possible alarm statuses

nowledged!.... (or combinations thereof) should be displayed. At least one
option must be highlighted.

Priority n: At least one of the four message priorities (Parameter
MSGP) must be highlighted.

Address: An address or an address range must be entered. The
VISONIK wildcards (* and %) are also accepted.

[Default]: The above setting represents a default and can be restored
at any time by selecting this button.

[Savel]: Saves the current selection. This selection is also called up
after restarting.
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% When the "Make Selection" window is closed with [OK], the
alarm table is updated.

Application The selection options in the "Online Alarms" application are
Online Alarms limited. You can only turn on or off indication of the active,
acknowledged alarms.

Application window "Online Alarms"
Select "View"
Select "Active acknowledged visible"

% After selecting this option, the system must be updated.
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Application
Offline Alarms

4.6 Sorting

Here, the sequence of the alarm points in the alarm table is
defined.

Application window "Offline Alarms"
Select "View"

Select "Sort"

= Dialog box "Sort Alarms"

£ Pricrity = Address
ok Drefault Cancel
8570056en

Date/Time: Sort by date/time of the alarms (Parameter ALbeg)

Priority: Sort by message priority (Parameter MSGP)

Note When the application is started, the alarms are sorted
according to "Date/Time."

If the sort sequence is changed to "Address" or "Priority,"
"Date/Time" acts as the second sort key.

[ Default ]: [ Default ] switches back again to the sort sequence
"Date/Time".

[OK] [ OK ] sorts the alarm table according to the new settings. At
the same time, INSIGHT remembers this sorting order and
will use save as a new default setting.
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Application Application window "Online Alarms"
Online Alarms Select "View"
Select "Sort by state change"

In this application, you can only select between two types of

sorting:

- Sorting by date/time of the alarms (Parameter ALbeg)

- Sort according to the time of arrival of the last alarm
status change in INSIGHT.
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Acknowledging
a single alarm

Acknowledging
several alarms

Highlighting
alarms

Acknowledging

4.7 Acknowledging

In the application windows "Offline Alarms" or "Online
Alarms™":

€ the line to be acknowledged

= Prompt: "Do you really want to acknowledge
E1'H8'2047?"

When several alarms must be acknowledged, you can make
a selection according to priority, time span or by highlighting
several alarm lines.

Select the alarms you want to acknowledge by clicking the
associated row.

(Multiple selection by pressing the < Ctrl > or < Shift > keys.)

Application window "... Alarms"
Select the alarm rows (see above)
Select "Functions”

Select "Acknowledge"

= Dialog box "Acknowledge alarms"

Acknowledge alarms

— Select Tirne lirmit
¥ Marked alarms Start 07-Jan-1934 0
[ &lamn Pricrity 0
End N-Mar-2028 00:00:01
[ Alarmn Pricrity 1
[~ Alarm Priority 2
[ &larm Pricrity 2
[~ Confirm
ar I Cancel |
8570057en
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Making a Now select any combination of the possibilities on the left
selection hand side of the dialog box "Acknowledge alarms"...

... if desired, enter new time limits...

... and if desired, highlight "Confirm"

With confirmation

If you have decided on the option "Confirm," a prompt always
appears before the alarm point is acknowledged:

"Do you really want to acknowledge E01'P3'L7?"
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4.8 Alarm tables log file

INSIGHT maintains a log file "ALMLIST.TXT" in folder
"D:\VINT\ALARM".

Open this file as follows.

Application window "... Alarms"

Select "File"

Select "Open Log file"

= Application window "VISONIK INSIGHT Viewer ..."

A Important:

Never open the log file differently e.g. via a text editor, as
conflicts may occur if INSIGHT attempts to also read the
same file.

The "VISONIK INSIGHT Viewer" window allows for:

- Saving the file or a portion of the file under a different
name in any folder.
- Opening other log files (see below)

Opening other Other log files are your own alarm log files.
log files Opening with the VISONIK INSIGHT Viewer:

Application window "... Alarms"

Select "File"

Select "Open Log file"

= Application window "VISONIK INSIGHT Viewer"
Select "File"

Select "Open"

= Dialog box "Open"
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4.9 Printing the alarm table

Proceed as follows to print the present alarm table contents:
Application window "... Alarms"

Select "File"

Select "Print"

Siemens Building Technologies
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4.10 Point information

For a highlighted row, you can open a window with detailed
information (= RPT,CMB) about this point.

Application window "...Alarms"

Select "Functions"

Select "Point Information"

= Application window "Point Information"

£ Paint information DOKU:-$52'020

File Help

Hessage Type

from: dd-mmm-yy hh:mm:ss
upto: 89-Feb-88/We 11:43:57
Message Category

Selected Address Range

CHB 11:43:57 REPORT -

START 09-Feb-88/We DOKU:T?

= HMessages with Point Addresses
DOKU:$52" 628
PHT&ACKN

|--- Al DOKU:452" 620

| Hain Computer

+++  31-Jan-88 12:48:32 45.1 Deg. C >HIL=48.8
-e. 31-Jan-88 12:48:36 19.8 Deg. C
-e. 31-Jan-88 12:43:21 26.7 Deg. C >HIWL
.-- 31-Jan-00 12:44:84 26.7 Deg. C
.-- 31-Jan-00 12:45:19 26.7 Deg. C >HIWL
--- 31-Jan-808 16:17:38 26.7 Deg. C
-e. 31-Jan-88 16:42:12 26.7 Deg. C >HIWL froe
CHMB 11:43:58 REPODRT-E D 89-Feb-88/We DOKU:T? -
4| Xz
8570058en
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Opening other
log files

4.11 Point information log file

INSIGHT maintains a point information log file
"ALMHIST.TXT" in folder "D:\VINT\ALARM".

Such a log file is created whenever a corresponding request
is issued via the "Point Information" application window.

Application window "Point Information"

Select "File"

Select "Open Log file"

= Application window "VISONIK INSIGHT Viewer ..."

Important:

Never open the log file differently e.g. via a text editor, as
conflicts may occur if INSIGHT attempts to also read the
same file.

The "VISONIK INSIGHT Viewer" window allows for:

- Saving the file or a portion of the log file under a different
name in any other folder
- Opening other log files (see below)

These are your own point information log files.

Application window "... Alarms"

Select "File"

Select "Open Log file"

= Application window "VISONIK INSIGHT Viewer"
Select "File"

Select "Open"

= Dialog box "Open"
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4.12 Alarm statistics

The alarm statistics give a clear overview of all alarm points
for the selected option after the last update, categorised
according to priorities and alarm statuses.

Application window "... Alarms"
Select "Functions"

Select "Statistics"

= Window "Alarm Statistics"

E Alarm Statigtics [ |]

Selection: [$*) (EEEAAIUEIA) [MSGP18223)

Priori 0 1 2 3 Total
Active acknowledged 0 2 1] 1 3
Inactive unacknowledged 1] 1] 1] 1] 1]
Inactive acknowledged 0 14 2 16 32
Total 0 24 2 17 43
8570059%n
Note The alarm statistics apply only to the present selection in the
alarm table.
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Possible target
applications

Task bar for
navigation

Preparing
navigation

Hint

Initiating
navigation

Offline Alarms
as the target
application

4.13 Navigation

You can open the following INSIGHT applications from the
alarm applications:

- Point Operation

- Picture Display

- Time Switch Catalogue
- Online Trend

3 AW R

Select the row of the navigation point:
Q the row

If, when Navigation is initiated, there are several points
highlighted, the navigation proceeds to the last point which
was highlighted.

Activate navigation as follows:

Application window "VISONIK INSIGHT"

Q the Navigation symbol or

Select "Navigation"

Select the target application

= Application window of the target application

An "Offline Alarms" window opens. The selection is set as
follows:

- Address range limited to the Navigation Address

- All alarm statuses

- All priorities

Thus, after "Update," the lines of the navigation point are the

only ones to appear in the alarm list, provided the alarm point

has previously been configured (ALconf=Alarm).
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5 Point operation
5.1 Introduction

Short description Point Operation offers the following possibilities:
¢ Viewing and, if permitted, changing the parameter values
of any points.
¢ Viewing and changing the times in the TRR registers.
Shortcuts <Alt+F4 > Exit application
<F1> Open online help
Starting/ Starting/restoring Restoring
Restoring via toolbar: via taskbar: Q
Q Tl Tl Paint Operation 1
Starting/restoring via menu:
Application window "VISONIK INSIGHT"
Select "Applications"
Select "Point Operation"
= Application window "Point Operation"
Note A maximum of two "Point Operation" application windows
can be open at the same time.
Exiting Application window "Point Operation"
<Alt+F4>or
Select "File"
Select "Exit"
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5.2 Selecting the address

Application window "Point Operation"
Select "File"

Select "Address"

= Dialog box "Select"

Address

0L EE2" P

1] Cancel

8570012en

(When the "Point Operation" mode is entered, the "Address"
pop-up window appears automatically.)

Enter a technical or user address, e.qg.:
"EO03L301" or "$12'030" then [OK]

If the entered address does not exist, or if the user has no
access to the address, the following error message appears:
"lllegal Address™
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When an existing address is selected, a window with pre-
liminary information about the chosen point appears.

* DI 13WE'ME'ST

On DS
Main Computer
YOL: $52000

- DI Digital Input (Status) = 1=0n

- ERSTA Error Status = =0n

- Th Technical Address = YOL:452'@a@a
8570013en
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5.3 Free and fixed mode

Point operations offers two display modes.

Free Mode In free mode, you can freely configure the parameter list.
After a point has been selected, Point Operation is in free
mode: Only the main parameters are displayed.

The parameter list can be extended by a maximum of
13 parameters with [Go to]..

Fixed Mode In the Fixed mode one page of successive parameters is
displayed. It is not possible to group parameters together at
will.

Switchover to the Fixed mode is carried out as follows:

- [More] or [Backwards]
- [Go to] "Parameter Group" (see below)
- [PAR] within the TRR display

A switchback to the Free mode is only possible after the
point has been reselected.

98/366

Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en
Landis & Staefa Division Point operation — Free and fixed mode 15.11.2000



5.4 Button functionality

[Go to] This button has the following functionality:

- Appending a particular parameter (only in Free mode) or
- Switching to a parameter group or
- Switching to a page of successive parameters.

[Go to]
= Dialog box

[1].4 Cancel |

8570014en

Possible input Enter a parameter name, e.g.:
"OSV" [Ok]

Enter a parameter group:

"MAIN" [Ok ] (Main parameters)
"OPER" [OK] (Operating parameters)
"SERVI" [Ok] (Service parameters)
"CONF" [OK] (Configuration parameters)

If the entered parameter or the group does not exist, the
following error message appears: "lllegal Input"

99/366

Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en
Landis & Staefa Division Point operation — Button functionality 15.11.2000



Effect of input

[More]

[Backwards]

[TRR]

[PAR]

100/366

Entering a parameter in free mode:
The parameter is appended at the end of the list until it
comprises these 13 parameters.

Entering a parameter in fixed mode:
A jump is made to the page of successive parameters, which
then begins with the selected parameter.

If the parameter is already available on the screen, only the
highlighting jumps there.

Entering a parameter group:
A jump is made to the start of the entered parameter group
and a change is made to the fixed mode.

Parameter display:

One parameter page forward and change to fixed mode.
TRR display:

One page of TRR entries forward.

Parameter display:

To the start of the group of main parameters and change to
fixed mode.

TRR display:

Back to the first page of the TRR entries.

Display of the time reaction register.
Jump from the display of the time reaction register back to

the start of the parameter group "Main Parameters," and
change to fixed mode.
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Landis & Staefa Division

Point operation — Button functionality 15.11.2000



Condition

Select the
parameter

Read only
parameters

Parameters with
value ranges,
and bitset
parameters

5.5 Changing a parameter value

The parameter is in the currently displayed parameter list.

& Parameter

Differently configured dialog windows now appear,
depending on the type of parameter selected.

Parameter cannot be changed |

@ ERSTA : [0.15)

8570015en

The read only parameters window shows the possible values
which the parameter in question can accept.

AD =00 (0.0.106.3) |
[ rpLt Im

1]4 Cancel |

8570016en

The title bar of the entry window shows the possible entries
in brackets after the current value..

Changing the "50" [OK]
values:
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Parameters with OPWMO =1=D5 |

discrete values

oK Cancel

8570017en

The selection list shows all possible values. The current
value appears in the title bar.

Changing the Highlight the value, then [OK]
value
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5.6 TRR display

The Time Reaction Register of a parameter of the current
point is obtained as follows:

First highlight a parameter, then [TRR >]

= The layout of the Time Reaction Register of the
highlighted parameter is displayed.

DO 4'PL1'02'E1"FAN
On PSe

Main Computer
YOL:$52010 (m5p1)

TRR: DO | Set Digital Output: Priority=8 Week 45746 18-Hou-99/We 12:26
| We Th Fr Sa Su Mo Tu
a8 :88 | On an an 0n 0n 0n 0n
18:80 | OfF 0ff 0ff OfFF OfFF OfFF OfFF
8570018en

If the highlighted parameter has no entries in the TRR, the
register of the parameter with the time first found is
automatically displayed.

Changing times To change a time entered in the TRR (other changes are not

possible), proceed as follows:
X the desired line
= Dialog box "Time = ...".

Time =15:32 [hh:mm, . | |

Iput
[1].4 Cancel |
8570019%en
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Enter new time, e.g.: "13:30" [OK]

If an error is made when entering the time, the following error
message is displayed: "lllegal Input (Name, Value)"

If you change times in the point operation, the affected line is
not automatically chronologically set correctly, rather only
when the next call-up of the TRR display for this parameter
occurs.

If changes are make to a displayed line either by you in
another window (point operation or dialog) or by an operator
at another operating device, then updating will occur only
upon the next call-up of the TRR display.
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5.7 Printing

Printing In order to print the contents of the "Point Operation" window
application (parameters or TRR display), proceed as follows:
window "Point D . . .
. Application window "Point Operation"

Operation ]

Select "File"

"Select "Print"

= Dialog box "Print"
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Possible target
applications

Task bar for
navigation

Preparing
navigation

Initiating
navigation

Point Operation
as the target
application

106/366

5.8 Navigation

From the Point Operation application you can navigate to the
following INSIGHT applications:

- Picture display

- Offline Alarms

- Time Switch Catalogue
- Online Trend

3 AW R

No special preparation is necessary here. After the point
address has been selected ...

... Start navigation:

Application window "VISONIK INSIGHT"
Q the navigation symbol or

Select "Navigation"

Select the target application

= Application of the target application

A "Point Operation" window opens with the display of the
Navigation Point.

Siemens Building Technologies
Landis & Staefa Division

CM2B8570en
15.11.2000
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Short description

Shortcuts

Starting/
Restoring

Note

Exiting

6 Timeswitch catalogue
6.1 Introduction

You can view the following timeswitch catalogues with the
Timeswitch Catalogue application:

Weekday catalogue (WDC)

PRV1 override catalogue (OVC)
BPS exception day catalogue (EXC)
Special day catalogue (SDC)

You can only view the SDC, you cannot make changes.

<Alt+F4 > Exit application
<F1> Opens online help

Starting / Restoring via tool Restoring via task bar:
bar: Q
Q 2 2 Time Switch Catalogue 1

Starting / Restoring via menu:

Application window "VISONIK INSIGHT
Select "Applications"

Select "Timeswitch catalogue"

= Application window "Timeswitch catalogue"

A maximum of two "Timeswitch Catalogue" application
windows can be open at the same time.

Application window "Timeswitch catalogue"
<Alt+F4 >or

Select "File"

Select "Exit"
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If changes had been made in the time program since the last
save operation, the following safeguard prompt is displayed:

"Changes will not be saved!"

Before you can edit timeswitch catalogues (and calendars)
on INSIGHT, three prerequisites must be fulfilled for the
associated process stations:

¢ It must be decided to which group of special day the
substation should belong to: Parameter SDCL (V16) or
SDGP (V18/V20) in the PS point)

¢ A file must be defined in the DCS for the substation in
question (Parameter FILE in the PS point).

o The file structures of the BPS must be written to this file as
follows:
Parameter OPLS in the PS point must be set to SaFi.

Note: This process must also be run for process stations that do
not yet have TSC entries.
As long as parameter OPLS has value SaFi or SaTi, the file
of the associated BPS cannot be manipulated via INSIGHT.
If attempted, the following message appears:
"DOCU: File occupied with upload $52"
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Save data

Load data

The following
applies to the
BPS:

6.2 Saving and loading TSC data

When you save TSC data edited in INSIGHT on the server,
the following occurs:

¢ INSIGHT saves the data in "D:\VINT\TSC\" (default) on the
PC (for BPS only)

¢ INSIGHT sends data to the DCS which in turn saves the
file to the associated process station.

e The DCS then sends the data to the associated process
station.

When you load data from the server, various processes are
possible which depend on the following two settings:

e The "Express Load" data on loading the timeswitch
catalogue is active or inactive
(see below)

e The TSC cache in INSIGHT is active or inactive
(valid only for the BPS; see below)

o "Express Load" and TSC cache are active:
The data are loaded from the TSC cache or, in more current
data exist in the DCS, from the DCS.

The most current data in the BPS are ignored.

This speeds up the display and eases communication
between the DCS and INSIGHT.

"Express Load" active, TSC cache inactive:

The data are loaded from the DCS.

The most current data in the BPS are ignored.

"Express Load" inactive:

The data are loaded by the DCS. If, however, the BPS has

more current data, they are first loaded from the BPS to the
DCs.

Depending on the number of destinations, this process may
take some time.
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For PRV1/EKL-X:

Directory for

"Express Load" active:
The data is loaded from the DCS.

More current data in the process stations is ignored.
"Express Load" inactive:
The data are loaded by the DCS. If, however, the process

stations have more current data, they are first loaded from
the process station to the DCS.

Depending on the number of destinations, this process may
take some time.

With the option "TSC Cache" (effective for BPS only), you

TSC cache can activate or deactivate the storage and determine the root
directory for your TSC data.
(Default: "D:\VINT\TSC\")
Application window "VISONIK INSIGHT"
Select "Options"
Select "Directories"
Select "TSC Cache"
= Dialog box "TSC Cache"
TSC Cache |
Dhirectary
[T Mot active
ok Cancel |
85700C2en
Directory Enter the directory for the TSC cache.
Not active If the option "inactive" is activated, the TSC data are not
loaded from the TSC cache. (see above)
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Address

System

6.3 Loading a catalogue from server

The data of the Timeswitch catalogue is saved in the process
stations (PS) and updated in the DCS on demand by SaFi
and SaTi. The command "Load from Server..." reads the
data in the "Timeswitch Catalogue (TSC)" application.

Application window "Timeswitch Catalogue"
Select "File"

Select "Load from Server"

= Dialog box "Load TSC from Server"

Load T5C from Server |

Address ||

System I

v E=press load

0k Cancel |

85700C3en

Technical address or user address of a destination
configured in the DCS, e.g., "$12" or "$33'040".

Entering the substation address results in loading all existing
destinations.

System name, e.g.: MAN
(No entry must be made here for the own system.)
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Express load If this option is activated (default=active), no data are loaded

active from the process station. (see above)
Express load If this option is deactivated, the most recent data is loaded.
inactive If, however, this data exists in the process stations, they are

first loaded from the PS to the DCS (see above).

Note the following when entering the address:
Data display and editing depend on the entered address:

Entry of a process station address
The timeswitch catalogue of all the destinations of the
substation in question is available for editing.

Entry of a point address

Only the timeswitch catalogue of the destinations of the
selected point are available for editing. Substation desti-
nations which are not required are filtered out.
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6.4 Creating a new catalogue

Prerequisites In order to create a new catalogue, the above described
prerequisites must be fulfilled:

¢ A file must be defined in the DCS for the substation in
question (Parameter FILE in the PS point).

¢ The data structures of the BPS must be written to this file
once (PS Parameter OPLS = SaTi or SaFi).

Creating a new To create a timeswitch catalogue for a point or a process
catalogue station for which there is not yet an entry, proceed as follows:

1. Load the appropriate (empty) catalogue from the server.

2. Enter the necessary destinations in the "Timeswitch
catalogue" application window and determine the
configuration.

3. Make the necessary entries in the "Weekday Catalogue”
or the "Override/Exception Catalogue".

4. Save the Timeswitch Catalogue.
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6.5 Loading a catalogue from file

Application window "Timeswitch Catalogue"
Select "File"

Select "Load from File"

= Dialog box "Load TSC from File"

The title bar display for example changes to:
"Timeswitch Catalogue D:\VINT\TSCDAT\PROG12.DAT"
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6.6 Saving a catalogue to server

The command "Save to Server..." saves the data of the
changed timeswitch catalogue to the server.

Application window "Timeswitch Catalogue"
Select "File"
Select "Save to Server"
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6.7 Saving a catalogue to file

Saving to a local drive enables you to make backup copies of
the timeswitch programs of the process stations, and to load
these if required.

Application window "Timeswitch Catalogue"
Select "File"

Select "Save to File"

= Dialog box "Save TSC to File"

Regardless of the address entry on loading the timeswitch
program (process station or point address), on local saving,
all destinations of a process station are saved.
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ey Time Switch Catalogue BPS $52

6.8 TSC application window

B E

B Uew Eases BHD

OVG/EXC LI I T I o

wDC =] =] =] [

§DC

O Al >

N Address Designation Last Madification Wistm Signature

TSC  DOKU:$52PS Main Computer 09.022000 18:27:31 14

SDC

09.02 2000 18:28:24 3

1

DOKU:$52PLT1

Main Computer

Main Computer

03.02 2000 10066:13

&7

03.02 2000 10:57:50

e Comete Nrmimn o L
[ovCEsE | WDG sDC RTC

85700C4en
The central part of the application window constitutes the
graphic display of the catalogue entries for the momentarily
represented destination.
The window consists of a two-part table containing
information to the respectively listed objects:
Upper half:
Loaded timeswitch catalogue (TSC) and special day
catalogue or calendar (SDC)
Lower half:
Loaded destinations. The timeswitch program for the
highlighted destination is displayed in the graphic.

Note

Selecting the

If the timeswitch catalogue was loaded by a local file, the
loaded destinations do not contain the destination
designations in the list.

Select the desired destination in the lower half of the table.

destination The momentarily represented destination is displayed
inversely.
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Graphic display The various entries of the destination highlighted in the table
of the entries are displayed as follows:

- OVC (only for PRV1 and EKL-X):
The entire time range subject to an OVC entry is
highlighted by a blank square.

- EXC (only for BPS):
The entire time range subject to an OVC entry is
highlighted by a blank square. Occupancy hours are
shown on a light-grey background.

- WDC:
Occupancy hours are highlighted by dark grey squares.

- Switching highlights in the EXC and WDC (only for BPS):
Black symbols "e"

- Defined special days: filled, blank grey bars

The slider below the graphic allows you to change the time

range.
Zooming in/ With this function, the length of the time axis can be se-
Zooming out/ lected.

Original size . . : .
Application window "Timeswitch Catalogue"

[><]or[<>]or[.]or:
Select "View"
Select "Zoom in", "Zoom out" or "Original Size"

Printing the Application window "Timeswitch Catalogue"

application Select "File"

window: Select "Print"
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Selecting the The function "Timeswitch Catalogue" permits only the WDC
catalogue: and the OVC or EXC catalogues to be edited. The SDC cat-
alogue can only be viewed.

Application window "Timeswitch Catalogue"
Select the desired destination

[WDC], [OVC/EXC], [SDC] or

Select "Functions"

Select "WDC", "OVC/EXC", "SDC"

= Associated application window

119/366

Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en
Landis & Staefa Division Timeswitch catalogue — TSC application window 15.11.2000



6.8.1 Entering a new destination

Procedure Application window "Timeswitch Catalogue"
Select "Functions"
Select "New Destination"
= Dialog box "Enter Destination"

Enter technical address in the substation (user addresses
are permitted); if necessary enter with parameter and verify

with [OK]:
PRV1/EKL-X "$52'030" for the TSP main parameter
(refer to the associated operating
instructions)
"$52'030.HIL" for a parameter other than the TSP

main parameter.

The address must exist in the DCS!

After entering a new destination, the application window for
the weekday catalogue opens automatically.

BPS "$52'030" Entering of an address without
parameters.

The address must exist in the DCS!

The "Configuration" dialog box opens (see above).

If you have loaded the timeswitch program by means of a
point address (e.g. $52'032), you may only enter additional
destinations of this point:

$52'032.LOL is permitted
$52'033.LOL is not permitted!
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Address

6.8.2 Configuring BPS destination

Application window "Timeswitch Catalogue"
Select the desired destination

Select "Functions"

Select "Configuration”

= Dialog box "Configuration"

Configuration

Address.Parameter 3 DOKL:$52PLT1

Entry type

’71’ comnpressed * normal " free selection
Parameter fLCH1 PR |PaRz [PaRz |PaR4

Default value IE I I I I

¥ Cyclic output [ Destination active

kK LCancel |

85700C5en

The address of the destination can be seen here.

If the timeswitch catalogue was loaded from a local file, only
a destination number is displayed instead of the address.
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Entry type

Parameter

Default value

Cyclic output:

Destination
active:

35
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Select the type of destination here:

Compressed:

The timeswitch program considers only the main value of
the point.

Normal:

Depending on the point type, the timeswitch program
considers fixed parameters.

Free selection:

You can select a max. of 5 parameters that the timeswitch
program will consider.

If you have set the type "free selection", then you can enter
the desired parameters here.

Enter the default values here.

The following entries are allowed:
- a numerical value

PDFV
. ("Don't care")

Refer to the following documents for more information:
- Operating instructions for the process stations

Point types and parameter descriptions

Selecting this option causes a value output every minute.
Otherwise, the output occurs at the start or stop time
(switching indent function).

This selects whether the destination should be taken into
account or not during the processing of the timeswitch
program.

Caution is recommended when changing the configuration of
BPS destinations to ensure that no contradictions are
generated to existing Popcards. If so, they will become
unusable.

Be especially sure not to change the entry type.

Siemens Building Technologies
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6.8.3 BPS runtime change

This is how you enter a runtime change in the BPS:

Application window "Timeswitch Catalogue"
Select the desired destination

[RTC] or

Select "Functions"

Select "RTC"

= Dialog box "TODAY - Run Time change"

TODAY - Run Time change |

End of Run Time 0C:00
MHew End of Bun Time
—Entry
+7- hh:mm
" active {* inactive
ok LCancel
85700C6en

End of operating This is the operating time end defined in the relevant entry.

time Note: The current time is only displayed if:

- The timeswitch catalogue was loaded from the process
station
- the timeswitch catalogue was in operation during loading.
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New end of This is the new operating time end changed by your entry.
operating time

Entry: Enter here the desired lengthening or shorting of the
operating time in hours and minutes

"Active" or "inactive" determines whether the change should
be taken into account for the current editing of this entry or
for the one following.

Active/lnactive If you select "Active", the entered hours extension is active
for the current runtime or the next entry.
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6.9 Weekday catalogue

Starting Application window "Timeswitch Catalogue"
Select the desired destination
[WDC] or
Select "Functions"
Select "WDC"
= Application window "WDC: DST...."

The description of this window follows below under "Types of
layout."

Exiting Application window "WDC: DST..."
<Alt+F4>or
Select "File"
Select "Exit"

On exiting, all the changes made in the WDC are in-
serted into the graphic layout of the catalogue entries.

Printing Print the "WDC: DST ..." application window as follows:
Application window "WDC: DST..."
Select "File"
Select "Print"
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Changing the
type of layout

Entry layout

6.9.1 Types of layout

There are two types of layout; it is possible to change from
one to the other at any time.

- "Time layout"
- "Entry layout"

This is the default layout which appears automatically
when "WDC" is started.

Application window "WDC: DST..."
Select "Display"
Select "by Entry" or "by Time"

In the entry layout it is possible to enter new WDC entries, to
copy, or to delete.

{'WDC: DST3 DOKU:$52'PLT1
File Enty Display Help
0 MO DI MI Do FR
08:00 12:00 12:00 08:00 06:00
1 2 3 3 4 3
15:00 20:00 20:00 20:00 23:00
2 (] (U] o (L] 0
85700C7en
The column at the far left (under "all") contains the numbers
of the entries in serial order.
Note that a maximum of 50 lines is possible.
The cells under the weekdays and special days (scroll to the
right) contain the time entries with the pertinent values (for
BPS, the values of the first parameter).
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Time layout The time display allows you to only change existing entries.

1WDC: DST3 DOKU:$52'PLT1
File Entmy  Display Help

all MO DI M DO FR

06:00 3
08:00 2 4
10:00
12:00 3 3
85700C8en

The column at the far left (under "all") contains all times in
the table in chronological order.

The cells under the weekdays and special days (scroll to the
right) contain the pertinent values (for BPS, the values of the
first parameter).

Notation - default values are displayed in brackets.
- Ared exclamation point (only for BPS) indicates that the
affected line in the process station has the "OutOfService"
mark. (Do not confuse this with an inactive destination.)
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Single cell pair

All the cell pairs
of a column

Several cell
pairs of one cell

Complete table

Any

combinations

Clear markings
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6.9.2 Highlighting cell pairs

It is only possible to highlight cell pairs (always one cell for
the beginning and one for the end of an entry). Markings are
necessary in order to:

- Generate new entries
- Copy contents

- Delete contents

- Change entries

Q a cell of the pair

= The cell background becomes grey.

Q the Day and Special Day titles

= The whole column background becomes grey.

Highlight the first cell pair as described above, then press
<Shift > and click the last cell pair in the same cell.

Q g

= The whole table background becomes grey.

Highlight the first cell pair or the first cell area as described
above, then

press < Ctrl > and highlight other cell pairs as described
above.

Press < Ctrl > and proceed exactly as for highlighting a cell
pair.
The colour(s) of the cell(s) involved become white again.
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6.9.3 Change defaults values

Only one default value per parameter can be used for
each destination (for WDC and OVC).

Change for Application window "WDC: DST..."
PRV1 Select "Entry"

Select "Default Value"

= Dialog box "Enter default value"

Change for BPS Application window "Timeswitch Catalogue"
Select "Functions"
Select "Configuration”
= Dialog box "Configuration"

You can find a more detailed description of this dialog box
under "Configuring BPS Destination "

Permissible - anumerical value
entries - PDFV

- . ("Don't care")

and additionally for PRV1:

- DFV

- ADFV

- RDFV

- ZDFV

- VDFV

Further details are given in the operation handbooks PRV1
or BPS.
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Method 1

Single cell pair

Method 2
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6.9.4 Entering times and values

No new entries can be made in the time layout; only editing
of existing entries is possible.

There are two ways of editing cell pairs:

- Enter the times (start and stop) and values. This option is
necessary especially upon the input of new entries.
- Change the time only.

Highlight the cell pairs to be edited, then
Press < Ctrl > and
€ any of the highlighted cells

= Dialog box "Time and value"

The entry window can be opened even faster for a single cell
pair:

) one cell of the pair

Highlight the cell pairs to be edited, then

Application window "WDC: DST..."
Select "Entry"

Select "Time and Value"

= Dialog box "Enter time and value"
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PRVA
~Enty
Start time Stap time |2U:DD
Parameter name Dol
Default value 1
Walue I'I
Care |
85700C9%en
BPS
—Enty
Start time Stop time |2D:DD
Parameter name LCkA1 PaR1 PaR2 FAR3 FAR4
Drefault value 1}
Walue |3 I I I I
85700E1en
Entering a start and stop time as well as a parameter value
(for BPS: poss. several values), e.g.:
"07:15" "18:30" "22" [OK]
A newly-entered value is automatically arranged in
chronologically correct order in the table.
131/366
Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en

Landis & Staefa Division

Timeswitch catalogue — Weekday catalogue 15.11.2000



Valid entries for 8 becomes 08:00
the times 84 becomes 08:04
Wrong: 24:00 Correct: 00:00

For values, only numerical entries and the point for the
default value are allowed.

Appropriate messages appear in the case of incorrect or
conflicting entries.

6.9.5 Modifying times

This option does not function if, among the selected cell
pairs, there are some belonging to the same day.

The option has no effect on cells without entries.

Procedure Highlight the cell pairs to be edited, then

Application window "WDC: DST..."
Select "Entry"

Select "Adjust Time"

= Dialog box "Enter Time Adjustments"

Enter Time Adjustments |

Start time +/- hb:mm Im
Stop time +/~ hh:mm IEIEI:EIEI

OF. Cancel |

85700E2en

Enter the time difference(s) in hours and minutes for the start
and/or stop time.

Negative values can also be entered.
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Examples 1:15" or "+1:15"™:
08:00 hrs. is changed to 09:15 hrs.

"-0:5"
12:35 hrs. is changed to 12:30 hrs.

ll_3ll:
14:15 hrs. is changed to 11:15 hrs.
The cells with changed times will automatically be arranged

in the correct chronological order.

Appropriate messages appear in the case of incorrect or
conflicting entries.

6.9.6 Deleting entries

Select the cells whose contents are to be deleted, then

Application window "WDC: DST..."
Select "Entry"
Select "Delete"

After the delete procedure, the table is automatically re-
sorted.
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6.9.7 Copying entries

There can only be one cell pair source for the copying pro-
cedure, i.e. it is not possible to copy whole cell areas.

Variation 1 Highlight the source pair and all target pairs, then
press < Ctrl > and € the source pair
= Dialog box "Enter time and value"

[Enter] (without making changes)

Variation 2 Highlight the source pair and all target pairs, then

Application window "WDC: DST..."
Select "Entry"

Select "Enter time and value"

= Dialog box "Enter time and value"

[Enter] (without making changes)
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6.10 Override/exception catalogue

Starting Application window "Timeswitch Catalogue"
Select desired destination
[OVC/EXC] or
Select "Functions"
Select "OVC/EXC"
= Application window "OVC/EXC: DST..."

The description of this window follows below under "Types of
Layout."

Exiting Application window "OVC/EXC: DST..."
<Alt+F4>or
Select "File"
Select "Exit"

On exiting, all the changes made in the OVC or EXC are
inserted into the graphic layout of the catalogue entries.

Printing Print the "OVC/EXC: DST ..." application window as follows:
Application window "OVC/EXC: DST..."
Select "File"
Select "Print"
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6.10.1 Types of layout

There are two types of layout, and it is possible to change
from one to the other at any time:

- "Time layout"

- "Entry layout"
This is the default layout which appears automatically
when "OVC/EXC" is called up.

Change of Application window "OVC/EXC: DST..."
display Select "Display"
Select "by Entry" or "by Time"
Entry layout: In the entry layout it is possible to enter new OVC or EXC

entries, to change or delete existing ones.

1 OVC/EXC: DST3 DOKU:$52'FLT1

File Entry Display Help

10.02.2000 14.07.2000 16.10.2000
all 14.02.2000 23.08.2000 23.10.2000
18:00 08:00 11:00
1 3 3 2
20:00 08:00 08:00
2 (U] (L] (U]
85700E3en

136/366

The column at the far left (under "all") contains the numbers

of the entries in serial order.

Note that the maximum number of lines is 50.
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PRV1 (OVC):

The topmost line contains, at any given time, a start or a stop
date; the cells following hold the associated start or stop
times and pertinent values.

BPS (EXC):
The topmost line contains a start or a stop date; the cells

following hold the associated start or stop times and
pertinent values.

A small black triangle in the right lower field corner indicates
that this entry is provided with the "annual" attribute.

Time layout: You can only change existing entries in the time display.

fOVC/EXC: DST1 DOKU:$52°PLT1

Eile Entry Dizplay Help
10.02.2000 14.07.2000 16.10.2000
all 14.02.2000 23.08.2000 23.10.2000
08:00 3 0
11:00 2
18:00 3
20:00 [L1]]
85700E4en

The column at the far left (under "all") contains all times in
the table in chronological order.

The topmost line contains a start and/or a stop date for the
cells following with the pertinent values.

Notation - Default values are displayed in brackets.

- A red exclamation point before a time (only for BPS)
indicates that the affected line in the process station has
been provided with the "OutOfService" mark. (Do not
confuse this with an inactive destination.)
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Single cell pair

All the cell pairs
of a column

Several cell
pairs of a cell

Complete table

Any
combination

Clear individual
markings
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6.10.2 Highlighting cell pairs

It is only possible to highlight cell pairs (always one cell for
the beginning and one for the end of an entry). Markings are
necessary in order to:

- Generate new entries
- Copy contents

- Delete contents

- Change entries

Q the desired cell pair

= The cell background becomes grey.

Q the date

= The backgrounds of all cells concerned become grey.

Highlight the first cell pair as described above, then
press < Shift > and highlight the last cell pair in the same cell

Q alr

= The whole table background becomes grey.

Highlight the first cell pair or the first cell area as described
above, then

Press < Ctrl > and highlight other cell pairs or cell areas as
described above.

Press < Ctrl > and proceed exactly as for highlighting.
The colour(s) of the cell(s) involved become white again.
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6.10.3 Change default values

Only one default value per parameter can be used for
each destination (for WDC and OVC/EXC).

Change for Application window "OVC/EXC: DST..."
PRV1 Select "Entry"

Select "Default Value"

= Dialog box "Enter default value"

Change for BPS Application window "Timeswitch Catalogue"
Select "Functions"
Select "Configuration”
= Dialog box "Configuration"

You can find a more detailed description of this dialog box
under "Configuring BPS Destination "

Permissible - anumerical value
entries - PDFV

- . ("Don't care")

and additionally for PRV1:

- DFV

- ADFV

- RDFV

- ZDFV

- VDFV

Further details are given in the operation handbooks PRV1
or BPS.
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6.10.4 Entering times and values

% You cannot make new entries in the "Time" layout; you can
only edit existing entries.

There are two possibilities available for editing cell pairs:

- Enter times (Start and Stop) and values. This option is
especially necessary when entering new cell pairs.
- Change the time only

The times and values option does not function if more than
one cell pair is simultaneously selected for the same day.

Method 1 Highlight the cell pair to be edited, then,
Press < Ctrl > and
€ one of the highlighted cells

= Dialog box "Enter time and value"

Single cell pair: The entry window can be opened even faster for single cell
pairs:

X at a cell of the pair

Method 2 Highlight the cell pair to be edited, then

"OVC/EXC: DST..."

Select "Entry"

Select "Time and Value"

= Dialog box " Enter time and value "
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PRV1

Start time |14:DD
Stop date I Stop time I

Start date 10-Feb-2000

Parameter name oo

Default +alus 2

Walue I
LCancel |

85700E6en
BPS
Start date Start time |1 4:04
Stop date Stop time I
I Ewery year
Parameter name LCk1 P&R1 PaR2 PARZ PAR4
Default value 1}
Vale "
85700E5en

Enter a start and a stop time as well as a parameter value
(for BPS: poss. several values), e.g.:

"10.07.2001"  "07:15"  "24.07.2001"  "18:30"
22" [OK]

A newly entered value is automatically positioned at its
chronological location within the table.
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Valid entries for 8 becomes 08:00
the times 84 becomes 08:04
Wrong: 24:00 Correct: 00:00

For values, only numerical entries and the point for the
default value are allowed!

Appropriate messages appear in the case of incorrect or
conflicting entries.

BPS: "Yearly" You can specify here whether the entry should be executed
marking in the current year only or repeated annually.
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6.10.5 Modifying times

This option does not function if, among the selected cell
pairs, there are some belonging to the same day.

This option does not affect cells without an entry.

Procedure Highlight the cell pairs to be edited and then

Application window "OVC/EXC: DST..."
Select "Entry"

Select "Adjust Times"

= Dialog box "Enter Time Adjustments"

Enter Time Adjustments |

Start time +/~ hh:rmm Im
Stop time +7~ hh:mm IEIEI:EIEI

ok Cancel |

85700E2en

Enter the time difference(s) in hours and minutes for the start
and/or stop time.

Negative values can also be entered.
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Examples "1:15" or "+1:15"
08:00 hrs. is changed to 09:15 hrs.

"-0:5"
12:35 hrs. is changed to 12:30 hrs.

ll_3ll:
14:15 hrs. is changed to 11:15 hrs.

The cells with changed times will automatically be arranged
in chronological order.

Appropriate messages appear in the case of incorrect or
conflicting entries.

6.10.6 Deleting entries

Select the cells whose contents are to be deleted, then

Application window "OVC/EXC: DST..."
Select "Entry"
Select "Delete"

After the delete procedure, the table is automatically re-
sorted.
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6.11 Special day catalogue

In the Timeswitch Catalogue application you will also be able
to observe the currently valid special days for the selected
process station.

Contrary to the "Calendar" function, it is not possible here to
make changes in the SDC.

On the other hand, all the defined Special Days appear in a
single window:

- Special Days which are individually allocated to the
process station.

- Special Days belonging to a particular group which has
been allocated to this process station:
PS Parameter SDCL (V16) or SDGP (V18/V20)

Open Application window "Timeswitch Catalogue"
[SDC] or
Select "Functions"
Select "SDC"
= Application window "Calendar (Change using Calendar)"
Exiting Application window "Calendar (Change using Calendar)"
<Alt+F4>or
Select "File"
Select "Exit"
Moving Moving within the application window "SDC..." window, the
Printing command "Print" and the function "List" are the same as
List those for the "Calendar" application. As such, these actions
are not described here; for detailed descriptions see under
"Calendar."
Other action than those mentioned above (e.g. "Insert"
"Delete") are not possible.
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6.12 Printing

In the "Timeswitch Catalogue" application, you can print the
contents of the following windows:

- "Timeswitch Catalogue...."

- "WDC ...." (both layouts)

- "OVC/EXC ...." (both layouts)
- "Calendar ...."

Check that the part of the window which is not currently
visible is also printed out. For example, in the "WDC ..."

window, all the days from Monday till SD7 should be printed.

Appropriate window

Select "File"
Select "Print"
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6.13 Navigation

Important You cannot change to other INSIGHT applications from the
timeswitch catalogue. In other words, the timeswitch
catalogue can only be the navigational aim of other

applications.
Timeswitch The "Timeswitch Catalogue" application window opens and,
catalogue as the if available, automatically loads the destination assigned to
target this point by the server.
application
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7 Calendar

7.1 Introduction

Short description With the Calendar function, the Special Day Catalogue of the
DCS can be edited and distributed for the substations.

Shortcuts <Alt+F4 > Exit application
<F1> Open online help

Starting/ Starting / Restoring Restoring

Restoring via tool bar: via task bar:

Q [ Iﬁ[ Calendar 1 |
Starting / Restoring via menu:

Application window "VISONIK INSIGHT"

Select "Application"

Select "Calendar"

= Application window "Calendar"

Note A maximum of two "Calendar" application windows can be
open at the same time.

Exiting Application window "Calendar"

<Alt+F4>or
Select "File"
Select "Exit"

Note If changes have been made in the calendars since the last
save, the following safety message appears: "Changes will
not be saved"
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Before editing the calendar (and timeswitch catalogues) on
INSIGHT, three prerequisites must be fulfilled for the
associated process stations:

¢ It must be decided to which group of special day the
substation should belong to: Parameter SDCL (V16) or
SDGP (V18/V20) of the PS point)

¢ In the DCS, a file must be defined for the process station
(parameter FILE in the PS point).

o The data structures in the BPS must be written to this file
as follows:
Parameter OPLS in the PS point must be set to SaFi.

Note This process must be also be run for process stations that do
not yet have TSC entries.
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Standard
calendars

Example:

Individual
calendars

Example:

Distributing
the calendars

Distributing a
combination of
calendar groups

Distributing an
individual
catalogue

7.2 Special day catalogue

The special day catalogue of the DCS consists of 7 standard
(global) calendars and individual (local) calendars for each
process station.

The following terms are commonly used:
"Calendar group" instead of "standard calendar" and
"exceptional calendar" instead of "individual calendar".

(Calendar groups). Each substation can take into account
the Special Days of one of the 7 standard calendars.

This is defined by PS parameter SDCL (V16) or SDGP
(V18/V20).

Parameter SDCL or SDGP of PS 12=5
This means:
SS 12 takes over the special days of calendar group 5.

(Exceptional calendars). They are valid only for particular
substations.

The Individual calendar $12 is reserved exclusively for
PS 12.

The distribution of the special days to DCS files allocated to
the substations, and simultaneously to the substations, is
undertaken by the DCS operation "CAL,SCAL,SEND."

There are two different situations:
Example for PS 12 with SDCL/SDGP=5:
Calendar groups 2 and 5 are distributed.

In this case PS 12 receives the special days of the group 2
and additionally those of its individual catalogue $12.

Example for PS 12 with SDCL/SDGP=5.
The individual catalogue $12 is distributed.

In this case, PS 12 receives the special days of its individual
catalogue and additionally those of the standard group 5.
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Loading a
calendar from
the DCS:

Calendar type

Calendar Group

7.3 Loading a calendar

This is how you load a catalogue from the DCS:

Application window "Calendar"

Select "File"

Select "Load from Server"

= Dialog box "Load Calendar from Server/Substation"

Load Calendar from Server/PS |

Calendar Group

System I

Calendar type
% Standard = Individual
ok, Cancel
8570022en

Selecting "Individual" changes the above entry fields:
The "Calendar Group" field becomes the "Address" field and
the "System" is available.

(Only for the "Standard" calendar type):
Enter a calendar class such as "6".

Address (Only for the "Exception" calendar class):
Enter a technical or user address for the process station
such as "$12".

152/366

Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en

Landis & Staefa Division

Calendar — Loading a calendar 15.11.2000



System (Only for the "Exception" calendar type):
Enter a system name such as "MAN".
(For the own system, no entry must be made here.)

After loading, the window title shows the loaded calendar to
the right: "Standard 2" or "$12"

Loading a Application window "Calendar"
local calendar: Select "File"
Select "Load from File"
= Dialog box "Load Calendar from File"

After loading, the window title bar shows the file name, e.g.:

"Test2.DAT"
Creating a new Application window "Calendar"
(empty) Select "File"
catalogue: Select "New"
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Saving a calen-
dar to the DCS:

Calendar type

Calendar Group

7.4 Saving a calendar

This is how you save a catalogue to the DCS:

Application window "Calendar"

Select "File"

Select "Save to Server"

= Dialog box "Save Calendar to Server/Substation"

Save Calendar to Server/P5 |

Calendar Group

System I

Calendar type
f+ Standard i Individual
[~ distribute
ok, Cancel
8570023en

Selecting "Individual" changes the above two fields:
The "Calendar Group" field becomes the "Address" field and
the "System" field is available.

(Only for the "Standard" calendar type):
Enter a calendar class such as "6".

Address (Only for the "Exception" calendar class):
Enter a technical or user address for the process station
such as "$12".
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System (Only for the "Exception" calendar type):
Enter a system name such as "MAN".
(For the own system, no entry must be made here.)

Distribution This option must be selected if an immediate distribution of
the catalogues to the substation(s) concerned is desired.

Otherwise, the data are distributed only after executing
CAL,SCAL,SEND (on the DCS) or OPLS=LoSD (on the

BPS).
Saving to a Application window "Calendar"
local file Select "File"

Select "Save to File"
= Dialog box "Save Calendar to File"
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7.5 The "Calendar" application

window
i Calendar 1 Standard:1 M= E3
Flle Functions Help
August 2000 September 2000 October 2000
MO TU WE TH FR SA suU MO TU WE TH FR sA  sU MO TU WE TH FR A sU
1 z 3 1 5 6 1 z 3 1]
sD1
T e | 8 |01 2|3 A5 [ s |7 & |0 z [ 3 [ a5 678 |
su
14 15 16 17 18 19 20 1 12 13 14 15 16 17 9 10 mn 12 13 14 15
SD3
21 22 23 24 25 26 27 18 19 20 21 22 23 24 16 17 18 19 20 21 22
28 29 30 3 25 26 27 28 29 30 23 24 25 26 27 28 29
SA suU
30 n
o] o] | we| | | s su| e
7.8.2000 ﬂl EI ﬂl D4 EI El ﬂl Defaul
8570024en
The central part of the window comprises the "Calendar
Pages" of three successive months.
Special Days are entered in colour below the dates:
Green for MO, TUES, WED,etc.
Blue for SD1, SD2, etc.
Elapsed special days are highlighted with an asterisk below
the date; annually occurring Special Days are highlighted at
the bottom right hand side with a triangle.
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Scrolling by [>]or[<]
month: turns pages one month forwards or backwards..

Jumping: You can use the following procedure to jump forwards or
backwards to a particular month.

There is an input field beneath the button for monthly
scrolling. In order to jump to September, 1995, enter:
"7.9.2000" (any date in September 2000) <Enter>

i% Another method of jumping is described in the "List" function.
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7.6 Editing the calendar

Defining a new First highlight the date for the special day:
special day: € the date in question
= The field background becomes grey.
Select or clear the option "every year".

Click the special day:

[SD5] [SA] ....
Hint When highlighting, multiple selection by pressing <Ctrl>is
possible.
Redefining Highlight the special day in question and then proceed
special days: exactly as for "Defining a new special day."

Deleting special Highlight the date for the Special Day to be deleted.

days: € the date in question
= The field background becomes grey.
[Default]
% It is also possible to edit several Special Days simultane-

ously. The additional days are also highlighted by clicking the
left key of the mouse while keeping < Ctrl > pressed.

The markings of individual days can be revoked in the same
way.
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7.7 SDC list

The SDC list offers a second option for carrying out the
following functions: Jumping within the calendar, and
defining, redefining or deleting Special Days.

Application window "Calendar"
Select "Functions"

Select "List"

= Dialog box "SDC List"

el

|2u.12.1999 %A

24121999
25.12.1999 XU

Drelete

Goto

31.12.1999 3A
g1.81.2888 3U
g2.81.2888 3U

a8
A
1
26121999 =0 1
1
1
1

| |

(] | Cancel |

8570025en

The list on the left hand side of the window shows the cur-
rently defined Special Days. Above this is an input field for
editing and jumping.

Jumping: You can jump forwards or backwards to any month in the
calendar.

Highlight the existing special day or enter a day in the
desired month and click [Got to].
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Defining new
Special Days:

Note

Examples

Redefining
Special Days:

Deleting Special
Days:

i
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Enter the following in the entry field:

- Date of the Special Day

- Special Day

- 0 or 1 for non-recurring or recurring Special Days re-
spectively

Then: [Add]

It is important to ensure that an empty space is entered
between the date and the Special Days, and between the
Special Days and the "Annual" code (use only capital
letters):

SD2 0
Special Day 2, non-recurring.

SO 1
Sunday 1, recurring annually.

Highlight the special day, change it in the entry field and then
click [Add].

Highlight the special day you want to delete and then click
[Delete].

All the changes made in the SDC list become effective and
are shown in the calendar display when the window is exited
with [OK].
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7.8 Printing

Printing the You can print the contents of the "Calendar ..." window as
calendar follows::

Application window "Calendar"

Select "File"

Select "Print"

= Dialog box "Print"
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Short description

Shortcuts

Starting/
Restoring

Note

8 Online Trend

8.1 Introduction

The Online Trend application offers numerous possibilities
for displaying and plotting process values:

¢ Up-to-date plots of process values in online operation.

o Call-up of local trend sets or of those saved in the DCS.

¢ Redefining trend sets or changing DCS trend sets and
saving them locally.

e Zooming function

¢ Displacing the time window to the past.

e Saving in a graph for later use.

o Exporting the data for later use in spreadsheet programs
or data base programs.

¢ Printing of trend graphics.

<Alt + F4 > Exit application
<F1> Open online help

Starting / Restoring via tool Restoring
bar: via task bar: Q

Q & % Online Trend 1

Starting/restoring via menu:

Application window "VISONIK Insight
Select "Applications"

Start "Online Trend"

= Application window "Online Trend ..."

A maximum of 3 "Online Trend" windows can be opened
simultaneously.
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Exiting

Commonly used
terms

164/366

Application window "Online Trend"
<Alt+F4 >or

Select "File"

Select "Exit"

Trend set:

A Trend set contains information on WHAT has been
recorded and HOW. The information primarily is the
following:

Per channel: Point address, parameter, storage (WHAT)
Line pattern, colour, display type, scaling
(HOW)

Per Trend Time scale, period (HOW)

Data:

The data represents recorded process values, stored as data
sets (address, parameter, value, time, STAP).

Graphics (or Trend graphics):
This is the graphical display of the data including all
information of the Trend set.
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8.2 Loading a trend set from the DCS

The trend sets defined in the DCS dialog with the function
"TRD", can be downloaded as follows:

Application window "Online Trend"
Select "File"

Select "Load Set from Server"
Select "Trend Set n"

The trend set number (1 to 16) must be entered at n.
The indication in the window title changes, for example to:
"Online Trend 1 [Running] Trend Set 7"

At the same time, plotting of the values defined in the loaded
trend set starts in the graph section.

Note If, on calling up a new Trend, another online Trend is active
in the respective application window, the following message
appears:

" Would you like to replace this Online Trend?"
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8.3 Loading a locally saved trend set

Locally saved trend sets are downloaded as follows:

Application window "Online Trend"
Select "File"

Select "Load Set from File"

= Dialog box "Load Layout from File"

The indication in the window title changes, for example, to:
"Online Trend 1 [Running] WESTWING.SET"

At the same time, plotting of the values defined in the loaded
trend set starts in the graph section.

Note If, on calling up a new Trend, another online Trend is active
in the respective application window, the following message
appears:

"Would you like to replace this Online Trend?"
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8.4 Saving a trend set locally

With this function, the presently loaded trend set can be
saved locally.

Application window "Online Trend"
Select "File"

Select "Save Set to File"

= Dialog box "Save Layout to file"

The indication in the window title changes in accordance with
the save, for example, to:

"Online Trend 1 [Running] NORTHWING.SET"
The default directory is "D:\VINT\TREND\USERSET\"

Plotting of the trend set defined values in the graph section
continues.
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8.5 Saving a graphic locally

This function saves the current plot (all values from the start
of the trend set up to the time that the save is made).

Application window "Online Trend"
Select "File"

Select "Save Graphic to File"

= Dialog box "Save Graphic to File"

The default folder is "D:\VINT\TREND\USERLOG\"

Plotting of the trend set defined values in the graph section
continues.
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8.6 Loading a local graphic

Locally saved graphics can be loaded again at any time.

Application window "Online Trend"
Select "File"

Select "Load Graphic from File"

= Dialog box "Load Graphic from File"

After loading, the window title bar display changes in part to
the following:

"Online Trend 1 [Local File] SOUTHWING.LOG"

Note If, on calling up a new Trend, another online Trend is active
in the respective application window, the following message
appears:

"Would you like to replace this Online Trend?"

System INSIGHT saves the momentary plot of an active trend every
graphics 5 minutes to the folder

"D:\VINT\TREND\SYSLOG" with the name

- "TRENDn_m.LOG" (Trend set loaded by server)
- "NAME_m.LOG" (Trend set loaded by PC)
("m" stands for weekday, 1 for Monday)

The corresponding graphic contains all values from the start
of the trend plot up to time that the save is made.

System graphics can be loaded in the same way as
"normally" saved local graphs.
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8.7 Export data

With this function you can save the values of an online trend
for the desired time span to an export file.

Export files can be processed further by spreadsheet
programs or database programs.

Application window "Online Trend"
Select "File"

Select "Export Data"

= Dialog box "Export settings"

Export zettings |

Tirne limit
Start
End 11-Feb-200017:12:10
W STaP
Drelirniter:
I : & Seconds
O Minutes
1 =i " Hours
(] Cancel
8570082en
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Time limitation

STAP
Delimiter

Time interval

i

After confirmation, the dialog box with the export settings
appears.

(Default directory: "D:\VINT\TREND\EXPORT")
Here, the time span for the data export is defined.

Confirming this option saves the respective point status
(parameter STAP) to the export file.

Enter the delimiter required by the respective program
between the individual values.

This defines the time interval for saving values to the export
file.

INSIGHT receives event-based online Trend data from the
DCS (Change of Value, COV).

Refer to the point type and parameter description for more
information.

However, INSIGHT writes values to the export file at regular
intervals according to the set time scale. During this process,
the time resolution is not improved.

171/366

Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en

Landis & Staefa Division

Online Trend — Export data 15.11.2000



8.8 Operations in the online Trend

window
#Z Online Trend 1 [Running] Trend Set?  IH[E EY
Flle View Function Settings Help
50
42
34
26
18
XX
=
10
ks
2 =
ks > XX
e
-6 Es Es i
x = x -
ks x
-14 * *
=
-22
-30
08:08:00 08:09:00 08:10:00 08:11:00 08:12:00 08:13:00
14.02.00
SHiapshion A _ x| 3 sdiooirorLI2
e I 14.02.0007.11:37 ., 14.02.00 08:12:02
S g2 I S
8570083en
The ten buttons below the graph are allocated to the
associated channels. They are characterised by the
associated colours.
The characters on the buttons have the following meanings:
I The data point exists but there are no values available at
present.
? The data point exists, but delivers questionable values.
Valid values are available.
Note When a time marker is set ( Q the graphic), the button
markers are valid for this point in time.
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Indicating
scales for the
channels

Printing the
graphic

Q any button

The button in question is now surrounded by a marking box,
and the pertinent range is displayed on the vertical axis of
the graph.

At the same time, the lower half to the right of the application
window contains information on the selected point.

8.8.1 Printing the displayed graph

In the Online Trend application, you can print the selected
excerpt for the graphic or the contents of the "Snapshot”
window.

Application window "Online Trend"
Select "File"

Select "Print "

= Dialog box "Print"

8.8.2 Defining a new trend channel

To define a new trend channel proceed as follows:

Application window "Online Trend"
€ the button of channel n or
Select "Options"

Select "Select Channel"

Select "Channel n"

= Dialog box "Point Setup"

Refer to the associated chapter for more information on point
settings.
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8.8.3 Stopping/activating a trend

The display of a trend can be stopped and then reactivated
again without values being lost.

Stopping Application window "Online Trend"
[Stop] or
Select "Functions"
Select "Stop"

In the window title, the indication changes from "[Running]"
to "[Paused for 2 minutes]."

Activating Application window "Online Trend"
[Start] or
Select "Functions"
Select "Activate"

In the window title, the indication changes to "[Running]"
again and the plot continues uninterruptedly.

% After two minutes, the stopped recording is reactivated
automatically.

Automatic The operations listed below in the online trend window stop
stopping the display automatically for two minutes. However,
reactivating is possible earlier by actuating [Start]:

- Placing time marker

- Choice of "Snapshot" (only possible after setting a time
marker.)

- Moving the displayed range with the scroll bar.

- Changing the excerpt size (zoom in, zoom out, original)
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Zooming in

Zooming in with
the factor 2:

Zooming in any
section to the
whole

graph width:

Zooming out

Zoom out by
factor 2:

Original Size

8.8.4 Zooming in/zooming out

The zooming in function is initiated in different ways:

Application window "Online Trend"
[><]or

Select "View"

Select "Zoom in"

Draw a square over the desired time range by using the left
mouse button in the Trend graph.

The selected section now occupies the whole width of the
graph.

The "Zooming out" function is initiated as follows:

Application window "Online Trend"
[<>]or

Select "View"

Select "Zoom out"

Restore the original size as follows:

Application window "Online Trend"
[.1or

Select "View"

Select "Original Size"
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8.8.5 Snapshot

This function numerically shows values at the time marker.
Q the Trend graph, then:

Application window "Online Trend"
[Snapshot] or

Select "Functions"

Select "Snapshot"

= Application window "Snapshot"

= Online Trend 1 Snapshot 1 |_ (O] x|
File Help
08:40:38 14-02-2000
34.0 $d100:1'P0O1°L1"32 AO _
50.0 5d100:1'P0O1°L1°30 AO e
-3.0 5d100:1'P0O1°L1'02 Al e
19.0 $d100:1'P0O1'L1°00 Al _
< | ol
8570084en
Printing You can print the "Snapshot" application window contents as
follows:
Application window "Snapshot"
Select "File"
Select "Print"
= Dialog box "Print"
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Possible target
applications

Task bar for
navigation

Preparing
navigation

Initiating
navigation

Online Trend as
the target
application

8.8.6 Navigation

From the Online Trend application you can navigate to the
following Insight applications:

- Picture Display

- Point Operation

- Offline Alarms

Time Switch Catalogue

3 AW R

Select the channel which is connected with the navigation
point:
Q the button

Start the navigation:

Application window "VISONIK Insight"

Q the navigation symbol or

Select "Navigation"

Select the target application

= Application window of the target application

If an Online Trend containing this point is active in the
background:

The Online Trend window moves to the foreground and the
button of the associated channel is highlighted.

If a Online Trend not containing this point is active in the
background, but still has a free channel:

The Online Trend window moves to the foreground, the
pertinent point is displayed on the first free channel, and its
button is highlighted.
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Period

Time scale
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8.9 Settings
8.9.1 Displaying the graph

To change the settings for displaying graphs, proceed as
follows:

Application window "Trend"
Select "Settings"

Select "Display..."

= Dialog box "Display"

Periad Time Scale

F Minutes * Secands
| ] [ e0=]
=  Hours =l = Minutes
" Hours

Cancel | W 4dd Grid

8570085en

Insert here the period in the graph which should be dis-
played.
Entries ranging from one minute to 99 hours are permitted.

Entries ranging from 1 to 99 are permitted (seconds,
minutes, hours).

If the time scale does not match the selected display period,
INSIGHT automatically chooses the corresponding scale.
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Displaying the Here one has the option of displaying the time scale.
time scale

% The changes made under "Display" are valid only for the
momentary display. Should the new settings also be effective
for a later call up, the Trend Set in question must be filed
locally.

Note The display period mentioned above determines the time

span of the display, but not the buffer size of the plotted
channels. These are changed under "Point Setup".
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8.9.2 Point setup

The following is a description of how you can change the
channel definitions and enter in new channels.

Open the point To make changes in the setting of channel n, proceed as
settings follows:

Application window "Trend"
€ the button for channel n or
Select "Settings"

Select "Select Channel"

Select "Channel n"

= Dialog box "Point Setup"

PomtSotupz

— Colour—

Address

Parameter

THl b air Computer
THL 1]

Forrnat

Range I -100 100 £~ Faint

& Step

Buffer Size

B0 o &+ Minutes " Howrs " Line

LA

k. I LCancel |

8570086en
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The changes to an active trend plot described below are
displayed immediately. However, trend set definitions in the
DCS cannot be overwritten in this way.

In order to be able to a use changed or newly defined trend
set in "VISONIK Insight" at a later date, you must file this
locally.

Address Entry of a valid technical address or user address.
Parameter Entry of the parameters to be displayed. In the absence of an
entry, "Insight" automatically displays the main value.
Range Entry of the values for the lower and upper ends of scale.
Buffer Size The time taken to save and display the acquired values of a
channel. (max. 99 h)
For trend sets which were loaded from the DCS, the default
for this value is always one hour.
Colour Select the desired colour.
Style Select the desired line sample.
Format Point Depiction of each value by a "x"
Step Display by means of a stepped curve.
(Default)
Line Display by means of connecting lines.
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Note: - Points with discrete values (e.g. DI, DO):
Select display form "Step"!
- Points with analogue values (e.g. Al, AO):
The value of parameter ROUND greatly influences the
curve's display.
Example: On a linear increase of value 0 to 1, a step-like
curve is generated for ROUND = -1.

% The acquisition and depiction of values:

The DCS automatically supplies the event values of the
points to be depicted.

In the meantime, the Trend application continues to plot the
curves about every 10 seconds horizontally. As soon as
actual values are available, it makes the appropriate
corrections.
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9 Offline Trend

9.1 Introduction

Short description The "Offline Trend" application only allows for displaying
graphics that have been defined in the DCS via function
"DAPP".
It comprises the following operations:
¢ Display of Offline Trend graphics from the VISONIK DCS.
¢ Display of locally filed Offline Trend graphics.
¢ Local filing of Offline Trend graphics.
¢ Display and filing of Offline Trend tables.
¢ Printing of Offline Trend graphics and tables.
e Zooming function and displacing the time window to the
past.
Shortcuts <Alt+F4> Exit application
<F1> Open online help
Starting/ Starting/Restoring via Restoring
Restoring tool bar: via task bar: Q
o bl j Offline Trend
Starting/restoring via menu:
Application window "VISONIK Insight"
Select "Applications"
Start "Offline Trend"
= Application window "Offline Trend"
Note Only one "Offline Trend" application window can be open at
a time.
Exiting Application window "Offline Trend"
<Alt+F4>or
Select "File"
Select "Exit"
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9.2 Loading graphics from the DCS

Application window "Offline Trend"
Select "File"

Select "Load from Server"

= Dialog box "Load graphic from Server"

Load graph from Server |

[araph Mumber I
System I

OF. LCancel |

8570092en

Enter graphic number and system designation (if the graphic
is called up from a partner system):

ll8|l IIMANII [OK]

= The dialog box "Offline Trend Communication" informs
you about the active loading procedure.

Channel 2

FPacket 1 2]

Time 1 5ec

Mo, of values 111
L0%

8570093en
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If you click [Stop], the following safety prompt is displayed:

"Data Transfer active!
Do you want to stop?"

After loading the desired graphic is displayed.

During the loading process, a copy of the graphic with the
name "DPGnnnnn.BIN" is filed in folder "D:\VINT\DP_SYS".

Various information appears in the title bar of the "Offline
Trend" window.

Middle "DPG0015.BIN" - This is the file name and folder under
which "INSIGHT" files the data of the called-up graphic. This
data is overwritten each time that graphic no. 15 is called up

anew.
Right "MAN: T10 15" (Graphic No. 15 from the own system)
"PS1: 15" (Graphic No. 15 from the partner system)
Note The size of the graphic title is independent of the DCS dialog
"DAPP" setting.
441 Offline Trend DPGD002.BIN DOKU:T9 2 HEE

Fle View Funclion Options Help

Air Conditioning

11:50:00 12:00:00 12:10:00 12:20:00 12:30:00 12:40:00 12:50:00 13:00:00 13:10:00 13:20:00 13:30:00
01.12.99

=] 0 2l | 3 1: DOKLU:$52%IP1
) m{ 07.12.99 11:50,00... 01,1299 13:40.00 4 G
Sioppen J DOKU:$52YIPT WP INST I0Tm
8570094en
% Up to 5000 values can be displayed for each displayed
curve.
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9.3 Loading locally saved graphics

Application window "Offline Trend"
Select "File"

Select "Load from File"

= Dialog box "Load local file"

The directory and the filename appear in the title bar; the
word "Local" is displayed on the right hand side.

(The default folder is "D:\VINT\DP_USR")
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9.4 Saving graphics

To save the displayed graphic proceed as follows:

Application window "Offline Trend"
Select "File"

Select "Save"

= Dialog box "Save file"

(The default folder is "D:\VINT\DP_USR")
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9.5 Printing graphics

In order to print the displayed graphic, proceed as follows:

Application window "Offline Trend"
Select "File"

Select "Print"

= Dialog box "Print"

The currently active excerpt of the graphic is printed
including the active scaling.
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9.6 Operations in the offline Trend
window
9.6.1 Point setup

The ten buttons below the graphic are allocated to the
associated channels. They are characterised by the
associated colours.

Indicating Q any button

scales for the The button in question is now surrounded by a marking box,

channels and the pertinent range is displayed on the vertical axis of
the graphic.

At the same time, the lower right portion of the application
window contains information on the selected point.

Point setup To make changes in the setting of channel n, proceed as
follows:

Application window "Offline Trend"
€ the button for channel n
= Dialog box "Point Setup"

Note The adjustments described below can neither be saved in
the DCS nor locally; they are valid only for the current
session.
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— Colour—
N
Address JDOKU $52%IP2 |
|
Pararmeter IVF' I
|
™I : |
]
Tl |
I Format
—
Range I 1 s || ¢ Foirt
— ~
Buffer Size | Step
— & L
B0 =i | = linutes ) Hiaure | * Line
|
Ok Cancel |
8570096en
Range Enter the values for the upper and lower end of scale.
Buffer Size No meaning
Colour Select the desired colour.
Style Select the desired line sample.
Format Point Depiction of each value by a "x"
Step Display by means of a stepped curve.
(Default)
Line Display by means of connecting lines.
Note For points with discrete values (e.g. DI, DO) and for mean
values the stepped form must always be chosen.
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Zooming in

Zooming in with
the factor 2

Zooming in any
section to the
whole

graphic width

Zooming out

Zooming out with
the factor 2

Restore original
size

9.6.2 Zooming in/zooming out

The zooming in function is initiated in different ways:

Application window "Offline Trend"
[><]or

Select "View"

Select "Zoom in"

Draw a rectangle over the desired target range by holding
down the left mouse button and moving the mouse in the
Trend graphic.

The selected section now occupies the whole width of the
graphic.

The "Zooming out" function is initiated as follows:

Application window "Offline Trend"
[<>]or

Select "View"

Select "Zoom out"

Restore the original size as follows:

Application window "Offline Trend"
[.]or

Select "View"

Select "Original Size"
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9.6.3 Snapshot

This function numerically shows the graphically displayed
values at the time marker.

Q anywhere in the Offline Trend graphic, then

Application window "Offline Trend"
[Snapshot] or

Select "Functions"

Select "Snapshot"

= Application window "Snapshot"

i Dffline Trend 1 Snapshot 1 _|O] x|
File Help
14:10:00 07-12-1999
0.2 DOKU:$52'VIP1 vP E—
0.4 DOKU:552'YIP2 vP E—
4| | 2
8570097en
Printing Print the contents of the "Snapshot" application window:

Application window "Snapshot"
Select "File"

Select "Print"

= Dialog box "Print"
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Opening other
Online Trend
tables

9.7 Tables

The value table pertinent to the graphic displayed on the
screen can be called up. This is identical to the one which is
listed out with the DCS dialog RPT, DPR (TAB format):

Application window "Offline Trend"

Select "Functions"

Select "Table"

= Application window "VISONIK Insight Viewer"

At the same time a copy of the table, under the present
filename and the new extension .TAB, is filed in the directory
"D:AVINT\DP_TAB":

"DPG0007.BIN" becomes "DPG0007.TAB"
"MAIN.NOV" becomes "MAIN.TAB"

The directory and the filename are displayed in the title bar
of the "Table" window.

The "VISONIK Insight Viewer" allows you to:

- View the table

- Save the file of a portion thereof under a different name to
a different folder.

- Open other Offline Trend tables (see below).

Opening using the "VISONIK Insight Viewer":

Application window "Offline Trend"

Select "Functions"

Select "Table"

= Application window "VISONIK Insight Viewer"
Select "File"

Select "Open"

= Dialog box "Open"
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Table settings

Decimal Point

Delimiter

Validity Marker

194/366

Enter the settings as follows:

Application window "Offline Trend"
Select "Options"

Select "Settings"

= Dialog box "Settings"

Settings

Table

Decimal Paint IE [~ Walidity Marker
Dielirmiter ||

LCancel |

8570095en

Decimal point to which the table display is rounded off.

Round off the value

945.567:

Number of digits = -2 945.57
Number of digits = 0 946
Number of digits = 1 950

Entering a delimiter between the individual values allows
using the table in other programs as e. g., "MS Excel."

Option as to whether or not the quality attribute should be
displayed in brackets after the values.
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10 Messages
10.1 Introduction

Short description The "Messages" application records all incoming messages.
Additionally, an acoustic beep regardless of message priority
is sounded on any incoming message if the application
window is minimized.

Note The DCS specifies which messages are destined for which
INSIGHT; additionally, various parameters influence the
destination of messages.

Refer to "Point types and parameter description" for more
information.

Shortcuts <F1> Open online help

Restoring The "Messages" application window is open at all times and
can only be minimized.

Restoring via Restoring via
tool bar: task bar: Q
Q HiMessages
Restoring via menu:

Application window "VISONIK INSIGHT"

Select "Applications"

Select "Messages"

= Application window "Messages"

Minimizing Application window "Messages"
Select "File"
Select "Minimize"
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10.2 "Messages" application window

it Messages
Fil=  Help

= B

?FBU DO 18:80:82 4'PL1°82'E1"FAN Main Computer FBU=0fF RDO>FBY A
... S¥Y 84:008:02 _'F *_F're"di shadow too old: 38-Har-99 today: 11-Feb-88
ZRK DO B8:00:00 4°PL1°62°E1"FAN DO=8=0ff ---> 1=0n RDO=0n
- Do B88:18:89 4'PL1'82'E1"FAN Main Computer FBU=Dn
LS DD B88:25:089 4'PL1'82'E1"FAN Main Computer FBU=DFFf RDD<>FBUY
ZRK DO 88:308:080 4'PL1'@2'E2"FAN DO0=8=0fF ———> 1=0n RDO=0FF (DO1) _
- b0 88:35:09 4'PL1°02'E1"FAN Main Computer FBU=0n
LS Do 88:508:09 4'PL1°02°E1"FAN Main Computer FBU=DF+ RDD<>FBU
- Do 89:008:89 4'PL1'82'E1"FAN Main Computer FBU=Dn
LS DD 89:15:18 4'PL1'82'E1"FAN Main Computer FBU=DFFf RDD<>FBUY
- Do 89:25:18 4'PL1°B2'E1"FAN Main Computer FBU=0n
fLS D0 @9:h@:18 4'PL1*682°'C1"FAN Hain Computer FBU=OFF RDOOFBY |
8570042en
Each message with MSGP higher or equal to the INSIGHT
beep level, and which arrives when the application window is
minimized, sets off an acoustic warning beep.
Additionally, the line colour in the message window depends
on the type of beep:
Red: Appearing fault messages with a message priority (MSGP
parameter) higher or equal to the set beep level.
Green: Disappearing fault messages with a message priority higher
or equal to the set beep level.
Blue: - Appearing and disappearing fault messages with a
message priority lower than the set beep level.
- All other messages.
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Setting the
warning beep

This is how you change the warning beep:

Application window "VISONIK INSIGHT"
Select "Options"

Select "Warning Beep"

= Dialog box "Warning Beep"

Beep Threshold This threshold defines whether the incoming message is to
trigger a warning beep on a minimized application as well as
the colour in the message window (see above).

Note:

The warning beep is always audible on incoming messages
from a terminal (Function MEMO) and not only if the
application window is minimized.

Beep length Determines the duration of the beep.
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10.3 Log files

What are log INSIGHT creates a daily file in the directory "D:\VINT\MELD\"
files? for each day of the week .

This contains all messages of the particular day, irrespective
of how often the application window was opened and closed.

- Monday: MSGHIST1.TXT
- Tuesday: MSGHIST2.TXT
etc.

- Sunday: MSGHIST7.TXT

The existing files are overwritten on each of the same days
in the following week.

Opening log Open the message log file for the present day as follows:

files C .
Application window "Messages"

Select "File"
Select "Open Log file"
= Application window "VISONIK INSIGHT Viewer"

A Caution:
Do not try to open the log file for the present day differently,
e.g., by using a text editor.
This leads to conflicts if INSIGHT at the same time tries to
access the file.

The "VISONIK INSIGHT Viewer" application allows for:

- Viewing all messages on the day in question.

- Saving the file or a portion of the file to any directory
under any name.

- Opening of other log files (see below).
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Opening of Other log files are files from other days of own generated
other log files files.

Open using the VISONIK INSIGHT File Viewer:

Application window "Messages"

Select "File"

Select "Open Log file"

= Application window "VISONIK INSIGHT Viewer"
Select "File"

Select "Open"

= Dialog box "Open"

Note In the "Open" dialog box, make sure that the file type is set to
"All Files" if the file you want to open is not a text file (*.txt)
but a different file.
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11 Dialogue (Ctrl P)

11.1 Introduction

Short description Most DCS functions can be carried out in the Dialogue
application window (Ctrl P-Mode).
Exceptions:
o Output of an Online Trend ("Trendplot")
¢ Output of an Offline Trend ("Data Processing")
e Ctrl V-Mode (This is available in the form of the "Point
Operation" application.)
o Ctrl D-Mode
Shortcuts <Ctrl+P> Start Dialogue
<Ctrl+H> Go back by one dialogue
<Ctrl+E> Exit dialogue
<Alt+F4> Exit application
<F1> Open online help
Starting/ Starting / Restoring Restoring
Restoring via tool bar: via task bar : € on
Qon LA #H Dialogue
Starting/restoring via menu:
Application window "VISONIK INSIGHT"
Select "Applications"
Select "Dialogue”
= Application window "Dialogue"
Note Only one dialogue application window can be opened at any
one time.
Exiting Application window "Dialogue"
<Alt+F4>or
Select "File"
Select "Exit"
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Input line

Output range

i

202/366

11.2 Dialogue application window

Starting the dialogue opens the following application window:

File Help

Address =DOKU:z4$Ty7 : |
Masking Param. =. H S
Parameters allowed: All

Masking Param. =. : :I

Hasking Param. =. : |

8570032en

The window has two parts: the output area (top) and the
input line (bottom).

Enter your next dialog line in the entry field and edit if
required. When you press <Enter>, the field's information is
sent to the DCS.

If you enable the terminal with <Ctrl + E> for message
receipt, the entry field disappears. Press <Ctrl + P> to make
it reappear.

The output range shows the current dialog. You cannot write
to the output range.

You can retrieve sent lines to the entry line by pressing the
<Up> or <Down> buttons. You can then change the entries
and resend the information by pressing <Enter>.
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What are dialog
files?

Opening the log
file

JAN

11.3 Log files

INSIGHT creates a daily file in the directory "D:\VINT\dialog\"
for each day of the week.

This contains all interactions that are carried out during the
particular day in the dialogue application window,
irrespective of how often it is opened and closed.

- Monday: DLGHIST1.TXT
- Tuesday: DLGHIST2.TXT
etc.

- Sunday: DLGHIST7.TXT

The existing files are overwritten on each of the same days
in the following week.

Open the current day's log file as follows:

Application window "Dialogue"

Select "File"

Select "Open Log file"

= Application window "VISONIK INSIGHT Viewer"

Caution:

Do not attempt to open the log file of the current day by using
a different editor such as the text editor.

This results in conflicts if INSIGHT tries to access the same
file at the same time.

The "VISONIK INSIGHT Viewer" application allows for:

- Viewing the whole existing dialog, including long protocols
of the day in question.

- Saving the log file or a portion of the file to any folder
under any name.

- Opening of other log files (see below).
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Opening other Other log files are files of other days or own generated text
log files files.

Open using the VISONIK INSIGHT Viewer:

Application window "Dialogue"

Select "File"

Select "Open Log file"

= Application window "VISONIK INSIGHT Viewer"
Select "File"

Select "Open"

= Dialog box "Open"

Note In the "Open" dialog box, make sure that the file type is set to
"All Files" if the file you want to open is not a text file (*.txt)
but a different file.
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11.4 Macro keys

The key combinations listed below can be used to start
macros from the TXCM catalogue of the DCS.

Note The macro key combinations operate only in the "Dialogue”
application.

In addition, a condition must be fulfilled:
The parameter TYX in the terminal point $tyn must be set to

"ITER&MaKB".
Allocation Key combination Macro number
<F2> 300
<F4 > 301
<F5> 302
<F6 > 303
<F7> 304
<F8> 305
<F9> 306
<F11> 307
<F12> 308
< Alt + Shift + F2 > 309
< Alt + Shift + F4 > 310
< Alt + Shift + F5 > 311
< Alt + Shift + F6 > 312
< Alt + Shift + F7 > 313
< Alt + Shift + F8 > 314
< Alt + Shift + F9 > 315
< Alt + Shift + F10 > 316
< Alt + Shift + F11 > 317
< Alt + Shift + F12 > 318
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Operations on
pictures

Drawing

Graphical
attributes

12 Picture Editor

12.1 Introduction
12.1.1 Short description

With the picture editor you can draw plant pictures for
VISONIK INSIGHT, connect them with the rest of the system
(for actualisation) and manage them.

You can execute the following operations on pictures:
¢ loading and saving

e copying

e printing

e creating or changing plant descriptions

The following graphical objects are available in the picture
editor:

¢ Straight line and polyline

e Polygon

e Rectangle and rounded rectangle
e Circle and ellipse

e Arc and sector

e Dynamic Bar and Marker

¢ Digital and analogue watch

e Button

o Text

You can assign several graphical attributes to graphical
objects:

e Line width

e Foreground colour (line colour, text colour)

e Background colour (filling colour)

o Font type of text objects

o Fill with a bitmap (with rectangles)
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Editing Operations with graphical objects:

Selecting

Moving, cutting

Pasting, copying

Increasing, reducing
Compressing, expanding
Superimposing

Grouping (connecting), ungrouping
Rotating, mirroring

Aligning, centering

Auxiliary tools Auxiliary tools make it easier for you to create pictures:

Hiding, unhiding graphical objects
Zooming in, zooming out

Snapping of graphical objects to the grid
Displaying the grid

Displaying the coordinates

Displaying the pictures size
Compressing, expanding the picture
Moving the picture

Proportional picture display

Clearing the screen

Redrawing the picture

Selecting the screen colour or a bitmap background
White/black inversion of the screen

Symbols Predefined symbols allow you to work efficiently. You can:

Define new symbols, i.e. adding to the symbol library
Insert symbols into pictures

Break apart and edit symbols

Load and save symbol libraries

Dynamic Dynamic channels are connections between the plant’s field
channels devices and graphical objects. In the picture editor you can:
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Assign dynamic channels to graphical objects
Display dynamic channels
Deleting dynamic channels
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12.1.2 Starting and exiting

Starting and Restoring via task bar:
restoring Q o W/ Bildeditor 1

Starting/restoring via menu:

Application window "VISONIK INSIGHT"
Select "Tool"

Select "Picture Editor"

= Application window "Picture Editor"

Note A maximum of two “Picture Editor* windows can be open at
the same time.

Exiting Application window "Picture Editor"
<Alt+F4>or
Select ,File"
Select "Exit"
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12.1.3 Recovery files

What are In certain situations INSIGHT automatically creates backup
recovery files? copies:

- When opening a new editor window
- Always after 50 drawing operations
- With the “Clear Screen” operation

Name of the backup copy: RECOVERY.PTF
Directory: D:\VINT\PTF

Before creating a new backup copy, INSIGHT always
changes the old RECOVERY.PTF into RECOVERY.OLD.

When are In the following cases, not all the changes to a picture are
recovery files lost:
helpful? - Ignoring the warning “Changes will not be saved!*
with [ OK .
(when exiting the picture editor or when loading a new
picture)

- Direct exit from VISONIK INSIGHT
- Power failure or program crash
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12.1.4 Symbols and Shortcuts

Many actions in the picture can be executed via symbols in
the tool bars or via keyboard shortcuts. This allows a skilled
operator to work more efficiently.

Tool bars General symbols:

x| % [Es|m| o ®|H]

1 2 3 4 5 6 7

Symbols in drawing mode:

7 BlolO]o|ClO|A|®[ze] o7 § |

8 9 10 1112 13 14 15 16 17 18 19 20

Symbols in editing mode

| Iy P e | 12 | | e | B

21 22 23 24 2526 27 28 29 30 31 32 33 34

Summary Below is a summary of symbols, shortcuts and actions. “No.*
refers to the numbers in the toolbars above.

Note: < Caps Lock > must not be activated!

General actions Action No. | Shortcut
Exit application <Alt+F4>
Open online help <F1>
Direct printout of the displayed < PrtSc >
picture (without dialogue box ,Print“)
Toggle between modes 1 <H>
Fine positioning (often with < Arrow
simultaneously pressed left mouse) key >
(Snap mode must be off)
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Drawing Action No. Shortcut
Draw straight line 8 <L>
Draw rectangle 9 <R>
Draw rounded rectangle 10 <0>
Background of rectangle: Bitmap <M>
Draw circle 11 <C>
Draw ellipse 12 <E>
Draw arc 13 <5>
Draw sector 13 <5>
Draw polyline 14 <P>
Draw polygon 14 <P>
Create text object 15 <T>
Draw analogue clock 16 <$>
Insert digital clock 17 <K>
Insert button 18 <4>
Switchover to symbol library 19 <S>
Draw bar 20 <9>

Editing Action No. Shortcut
Select all <A>
Force selecting box (Lasso) <Alt>
Multiple selection < Shift >
Cut graphical object 2 < Del >
Copy graphical object 3 <Ctrl+C>
Paste graphical object 4 <Ctrl+V>
Place in foreground 21 <F>
Place in background 22 <B>
Combine (Group) 23 <G>
Ungroup (break apart) 24 <uU>
Rotate (by 90 degrees) 25 <Z>
Mirroring (y-axis) 26 <Y>
Mirroring (x-axis) 27 <X>
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Editing Action No. Shortcut
(continued) Align left 28
Align right 29
Align top 30
Align bottom 31
Centre vertically 32 < Shift+Y >
Centre horizontally 33 < Shift + X >
Assign channel number 34 <l|>
Auxiliary tools Action No. | Shortcut
Hide object <->
Unhide hidden objects <+>
Zoom in 6 <<>
Zoom out 5 <>>
Scrolling a half screen (in zoom in) < Shift +
arrow key >
Snap mode on/off 7 <.>
Grid on/off <V>
Coordinates display on/off <,>
Expand picture horizontally < Ctrl + X>
Expand picture vetically <Ctrl+Y>
Compess picture horizontally < Ctrl +
Shift + X >
Compess picture vertically < Ctrl +
Shift +Y >
Move picture < Ctrl +
Arrow key >
Redraw picture < Space >
Invert colour (from white to black <% >
and vice-versa)
Change screen background colour <Ctrl+B>
(from white to black and vice-versa)
Bitmap as screen background <M>
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Dynamic Action No. Shortcut

channels Assign channel number 34 <l>
Channel display on/off <Ctrl+A>

Symbols Action No. Shortcut
Switch to symbol library 19 <S>
Create a multi-symbol < Shift+ M >
Numbering the library <#>
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Function principle

Change
directory for
library storage

12.1.5 Library Cache

INSIGHT saves the 5 symbol libraries in the default directory
"D:\VINT\LIB\" on the PC.

The background bitmaps are also stored here in the sub-
directory \IMAGE.

Via the option "Library Cache*, you can determine a different
root folder for your library.

The new root folder becomes active only after restarting
INSIGHT.

The picture applications retrieve the respective symbols from
the libraries in this folder.

If a library is missing, a warning message appears.

Application window "VISONIK INSIGHT"
Select "Options"

Select "Directories"

Select "Library cache"

= Dialogue box "Library Cache"

Library Cache |

Directory

N

(]4 Cancel |
8570074en
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Procedure
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12.2 Operations on pictures

Here you find a description of the following operations with

pictures:

¢ Loading (local or from DCS)

e Saving (local or to DCS)

e Copying

e Printing

e Create or edit plant descriptions

12.2.1 Loading a picture from DCS

Loading of pictures from any DCS in a link system.

Application window "Picture Editor"
Select “File®

Select “Load from Server"

= Dialogue box "Load picture"

Load Pictre |
Murmber ||
I—

System

(] Cancel

85700P1en

Enter the picture number: 135

Enter the system if the picture is not being loaded from its

own DCS: MAN1*

After loading, the window title bar shows information about

the loaded picture: MAN1: T9 135
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Procedure

When a picture is loaded from the DCS, INSIGHT makes a
backup copy.

The file name contains the system prompt as well as the
picture number: MAN1_135.PTF

Directory: D:\VINT\PTF

The old DCS picture is therefore always locally available.

If the picture being worked on has changed since the last
save operation, the following warning message is displayed
immediately after the function “Load from Server has been
selected:

Changes will not be saved!

12.2.2 Loading a locally saved picture

Loading of pictures which are saved on the hard disk of your
computer.

Application window "Picture Editor"
Select “File®

Select “Load from File"

= Dialogue box "Load picture"

After loading, the window title bar shows the full directory
path and the file name of the loaded picture, e.g.:
D:\VINT\PTF\AMAN1_135.PTF

If the picture being worked on has changed since the last
save operation, the following safegard prompt is displayed
immediately after the function “Load from File“ has been
selected:

Changes will not be saved!
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12.2.3 Saving a picture to the DCS

Saving the picture displayed in the picture editor to any DCS
in a link system.

Procedure Application window "Picture Editor"
Select “File®
Select “Save to Server"
= Dialogue box "Save picture"

SovePicwre |

Mumber ||
System I

ok Cancel |

85700P2en

Enter the picture number: 110

Enter the system if the picture is not being saved to its own
DCS: MAN1*

A Important note:

An ISC picture which had been changed and saved back to
the DCS, can no longer be displayed on the colour operating
stations (COS).

If a picture is saved to any number on the DCS which has
never been loaded, INSIGHT will have no backup copy of the
original picture.

The DCS picture in question will be overwritten.
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Maximum
picture size

Procedure

i

If a save is made to an already existing picture number, the
following confirmation message appears:
Picture 10 exists! Overwrite?

Changes to a currently displayed picture (on yours or
another INSIGHT) becomes active only after a new callup.

A maximum of 2900 Bytes is available for saving a picture
in DCS.

12.2.4 Saving a picture locally

Saving the picture displayed in the picture editor on the hard
disk of your computer.

Application window "Picture Editor"
Select “File®

Select “Save to File"

= Dialogue box "Save Picture"

If a save is made to an already existing picture file, the
following confirmation message appears:
Picture file already exists! Overwrite?

Backup file If a save is made using an already existing file name,
INSIGHT will create a copy of the overwritten picture in the
same directory with the same name, but with the extension
.BAK.
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12.2.5 Copying a picture

Copying pictures is carried out in two steps:

e Loading the source picture (local or DCS) into the picture
editor

e Saving the picture to the destination point (local or DCS)

Example The DCS picture number 15 is to be copied locally as
BUILWEST.PTF into the directory F:\VISONIK\PICTURES.

Procedure Application window "Picture Editor"
Select “File”
Select “Load from Server"
= Dialogue box "Load Picture"

“15* then € on button [ OK ]
= Desired picture is displayed

Application window "Picture Editor"
Select “File®

Select “Save to File"

= Dialogue box "Save Picture"

Select or create the directory F:\VISONIK\PICTURES and
enter the filename BUILWEST.PTF.
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12.2.6 Printing a picture

To print the picture currently displayed in the picture editor
window, proceed as follows:

Procedure Application window "Picture Editor"
Select “File”
Select “Print"
= Dialogue box "Print"

Note The entire picture is printed, regardless of the zoom factor.

% You can also print pictures by pressing < PrtSc >. This step
skips the “Print“ dialog box.

Colour The selection of “Colour Conversion® influences the colour

conversion when printing pictures.

Application window "VISONIK INSIGHT"
Select “Options*
Select “Colour Conversion"

YES (“Colour Conversion “ is selected)

Black colours are printed in white and vice versa.

NO (“Colour Conversion “ is disabled)

The printout is made in the original colours.

Note With black and white printers, the resultant print quality may
be poor. You may be able to improve the quality by changing
the printer driver settings.
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12.2.7 Plant description

This function allows you to add a description to plant pictures
that can be called-up to the picture display or to the reaction
pictures.

To create or to change a plant description, proceed as
follows:

Application window "Picture Editor"

Select “Plant description®

Select “Create/change description"

= Application window "VISONIK INSIGHT Editor"

So that the plant description can relate to a specific picture in
the picture display, the following conditions must be fulfilled:
o Directory for plant descriptions:
D:\VINT\PICTXT
¢ File name for a local picture:
The name for the description of the picture
BUILWEST.PTF has to be BUILWEST.TXT.
o File name for a DCS picture:
The name for the description of Picture No. 135 on
System MAN1 has to be MAN1_135.TXT.

If the relevant picture is currently loaded, then INSIGHT will
make the following suggestion. These can be changed as
much as you like with the “Save as" dialogue.

Afterwards, a plant picture can also be linked to a description
using copy, rename or move for the text file.
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Description All files in the D:\VINT\PICTXT directory can be set to
protection “Read only* in order to protect them from unintentional
deletion or changes.

Application window "Picture Editor"
Select “Plant description®
Select “Protect description”

Only new plant descriptions and those of pictures still to be
loaded can now be changed.
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12.3 Drawing graphical objects
12.3.1 Introduction

The picture editor uses two modes:

e The drawing mode is used to draw graphical objects (incl.
texts).

¢ The editing mode (operation mode) is used to make
changes to graphical objects.

The symbol bar indicates which mode you are in:

Drawing mode tool bar:

|7 Olo|O|o|C|O|A|®]=:] |7 &

Editing mode tool bar:

| 1 1 P | e 12 | | | M|

To draw graphical objects, you have to be in the drawing
mode.

To change to drawing mode:

e Qon symbol |i| or

e press<H>

You also can change-over with a graphical object shortcut:
< L > (Straight line)

<R > (Rectangle)

etc.
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Graphic
attributes

Graphic attributes cover the following:
- Background colour or filling colour
- Foreground, line or font colour

- Line width

- Size of graphic

The chapter “Editing graphical objects” describes how to set
these graphic attributes before creating a drawing and how
to change them on objects which have already been drawn

If nothing appears on the screen when a figure is drawn, the
reason lies with the choice of colour:

Both the foreground and the background colours are set to
“transparent®, or correspond to the currently selected
background colour (window colour or the colour of a figure in
the background).

12.3.2 Drawing a straight line

Qon m (Shortcut: < L >)

Press the left mouse button at the beginning of the straight
line ... and release it at the end of the line.

The arrow keys can be used for fine positioning the end
of the straight line. (Keep the left mouse button pressed
down!)
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Filling rectangle

12.3.3 Drawing a rectangle

Qon |E| (Shortcut: <R >)

Press the left mouse button at the first corner ... and release
it after laying out the rectangle.

The arrow keys can be used for fine positioning the
second corner. (Keep the left mouse button pressed
down!)

Rectangles are the only graphical objects which can be filled

with a bitmap with a bitmap. The procedure for this is described in the
section Graphic and Text Atributes.
12.3.4 Drawing a rounded rectangle
Qon IEl (Shortcut: < O >)
Press the left mouse button at the first corner ... and release
it after laying out the rectangle.
The arrow keys can be used for fine positioning the
second corner. (Keep the left mouse button pressed
down!)
12.3.5 Drawing a circle
Q on Igl (Shortcut: < C >)
Press the left mouse button at the circle center ... and
release it after laying out the circle.
The arrow keys can be used for fine positioning the
shape of the circle. (Keep the left mouse button pressed
down!)
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Arc or sector?

Drawing

Which part of the
circle is drawn?

12.3.6 Drawing an ellipse

Qon Igl (Shorteut: < E >)

Press the left mouse button at the ellipse centre ... and
release it after laying out the ellipse.

The arrow keys can be used for fine positioning the form
and the shape of the ellipse. (Keep the left mouse button
pressed down!)

12.3.7 Drawing an Arc/Sector

When the background colour (filling colour) is “transparent”,
an arc is produced; any other colour produces a sector.

Qon Ig (Shortcut: <5 >)

Press the left mouse button at the circle centre ... and
release it when the shape and the first limiting radius are ok.

Q at the second limiting radius

The arrow keys can be used for fine positioning the
shape of the circle and the first limiting radius (with left
mouse button pressed) and also for the second limiting
radius.

The arc and sector are always drawn in the clockwise
direction from the first to the second limiting radius
(regardless of the direction of movement when drawing).

The drawing below illustrates this:

z E E First limiting radius
Z Second limiting radius

Z/ Pid g S N E
M
(Sector) (Arc) 8570Z03E
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12.3.8 Drawing a polyline

Prerequisites When the background colour (filling colour) is “transparent”,
a polyline is produced; any other colour produces a polygon.

Drawing Qon Igl (Shortcut: < P >)

€ on all corners (except for the last)

€ on the last corner

The arrow keys can be used for fine positioning from the
second corner.

Limitation The polyline can have a maximum of 30 corners.
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Note

Limitation

i

12.3.9 Drawing a polygon

Qon Igl (Shortcut: < P >)

Q on all corners (except for the last)

€ on the last corner
or

Q on all corners

Q on the first corner

The first variant only works, if the background colour (filling
colour) is not “transparent®. (in this case a polyline is
produced.)

The arrow keys can be used for fine positioning from the
second corner.

The polyline can have a maximum of 30 corners.
An alternative way of drawing a “transparent” polygon:

- First draw a polygon with any filling colour.
- Change the filling colour to “transparent®.
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12.3.10 Creating a text object

Textinput Qon Iﬂl (Shortcut: < T >)
Q on the start of text

= Dialogue box “Editor: Text Input®:

Edtor: Towimpw |

Text

ok LCancel

85700Q9%en

Enter the text and confirm with [ OK ]

During the writing process the arrow keys, < Home >,
< End >, < Back Space > and < Del > can be used to edit the
text already written.

Editing an To edit an existing text, proceed as follows:
existing text Change to the editing mode ( Qon il or<H>)
€ on the text object
= Dialogue box “Editor: Text Input"
Edit the text and confirm with [ OK ]
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Setting font
attributes

Fonts

Normal — bold

Attributes

The font attributes can be set before creation or changed on
existing texts, just as with graphical objects. The procedure
for this is described in the chapter “Editing graphical objects*

Five fonts are available at all times:
TO: Courier New, 11 point

T1: Arial, 14 point

T2: Arial, 18 point

T3: Arial, 22 point

T4: Arial, 24 point

The system manager can install up to five additional fonts
(U0, U1, ..., U4).

It is also possible to write in bold. For this the line width must
be set to “maximum.

Thin and medium line widths produce normal font styles.

12.3.11 Drawing an analogue clock

Qon Igl (Shortcut: < $ >)

Press the left mouse button at the clock centre ... and
release it after laying out the clock.

The arrow keys can be used for fine positioning the
shape of the clock. (Keep the left mouse button pressed
down!)

12.3.12 Inserting a digital clock

Qon Iﬁl (Shortecut: < K>)
Q at the desired position

Graphic and text attributes apply to the digital clock.
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Note

Inserting button

Drawing a bar
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12.3.13 Inserting a button

Produces a square grey button which, when connected to a
dynamic channel, can for example be used to select a
following picture or to start a COLBAS task.

The colour of the button is not influenced by the definition in

the COS,ACT dialogue. It always remains grey, even in the
two other picture applications.

Qon Igl (Shortcut: < 4 >)

Q at the desired position

The arrow keys can be used for fine positioning.

12.3.14 Drawing a bar

In the applications “Picture Display“ and “Reaction Pictures*”
a bar is used for the dynamic graphical representation of
analogue values (measurements, positioning command, etc.)

As such, bars must always be connected to a dynamic
channel of the type “Bar” (Dialogue COS,ACT)

Qon Ill (Shortcut: <9 >)

Press the left mouse button at the first corner ... and release
it after laying out the bar.

The arrow keys can be used for fine positioning the
second corner. (Keep the left mouse button pressed
down!)
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Foreground and The selected foreground colour occupies the lower or the left
background third of the bar drawn in the picture.

colour In the applications “Picture Display* and “Reaction Pictures®,
the colour defined in the COS;ACT dialogue represents the
dynamic section of this part.

q\

Q\

/

Background colour

8570Z09E

Foreground colour
(is updated)

If the dynamic part should appear in the upper or right hand
part, the drawn bar can be rotated or mirrored.
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Drawing a
marker

12.3.15 Drawing a marker

A marker object in the picture applications is also used to
display a dynamic analogue value (measured value,
positioning command, etc.).

Here any type of mark (short dash, arrow, triangle) runs
along a straight line which may also be invisible.

Markers must always be connected to a dynamic channel of
the bar type (COS,ACT dialogue).

- Draw a straight line. The beginning of the line defines the
starting value.

- Draw the mark at the desired position anywhere, or on the
straight line.

- Select the marker and the straight line.

- Combine the two figures.

If the mark and the straight line intersect, the mark must
always lie on top of the straight line!

For combined marker objects, the element used first cannot
be a straight line. A rectangle can for instance be drawn with
the “Polyline” function.

Note The straight line and foreground colours of the mark adopt
the actualisation colour (COS,ACT dialogue). This does not
apply if the foreground is “transparent®.
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Two modes

i

Change-over of
modes

12.4 Edit a picture
12.4.1 Introduction

The picture editor uses two modes:

e The drawing mode is used to draw graphical objects (incl.
texts).

¢ The editing mode (operation mode) is used to make
changes to graphical objects.

The symbol bar indicates which mode you are in:

Drawing mode tool bar:

|7 Olo|O|o|C|O|A|®]=:] |7 &

Editing mode tool bar:

| 1 1 P | e 12 | | | M|

To edit graphical objects, i.e. to change them in any way, you
have to be in the editing mode.

To change to editing mode:

e Qon symbol |i| or

e press<H>
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Selecting a
single object

12.4.2 Selecting graphical objects

Before you can edit a graphic, i.e. before operations on
graphic objects (for convenience now referred to as objects)
can be carried out, the objects must be selected (marked).
Selected objects are framed by a thin dotted rectangle, which
has a “handle” (a small square) at each of the four corners
and at the middle of each of the four sides.

The marking of a straight line consists of only two “handles”
one at either end.

For commonly selected objects, the same operations can
generally be carried out, as with a single object.

After switching to the editing mode (Q on the symbol |i|
or with key < H > ) the last drawn or changed object is
selected.

If you want to select another object:
Qonthe object

If several figures are selected together by clicking, these
objects are handled as a combined object.

Removing To remove the selection of one or several objects, click on
selection another object or in a “blank area“.

Select all To select all objects in a picture, proceed as follows:

objects Press < A >.
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Multiple
selection with
lasso

Objects freely
laid out

Objects placed
on a background
object

This method is suitable for selecting several objects, if the
objects can be framed by a rectangle. There are two different
cases for selection:

Press the left mouse button at the first corner of the framing
rectangle ... and release it after laying out the rectangle.

The arrow keys can be used for fine positioning the
second corner. (Keep the left mouse button pressed
down!)

The background object will be selected as soon as the left
mouse button is pressed, which is not what is required.

In this case, proceed as follows:
When positioning the framing rectangle, press

simultaneously on the < Alt > and the left mouse button ...
and release the mouse button after laying out the rectangle.

The arrow keys can be used for fine positioning the
second corner. (Keep the left mouse button pressed
down!)
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Multiple This method is suitable for selecting several objects which
selection with cannot be framed by a rectangle.

< Shift >

F HP
c c O
i O
v

8570204

Examples - Objects A and B should be selected together:
Object C will always (with lasso) be marked with them.
- Objects D, E and F should be selected together:
With the lasso method other objects on F will also be
selected.

Procedure Keep the < Shift > key pressed down, whilst clicking on the
objects to be selected with the left mouse button.

Deselecting If you want to remove individual objects from a multiple
objects selection, use the following procedure:

Keep the < Shift > key pressed down, whilst clicking on the
objects to be de-selected with the left mouse button.
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Adjustable
attributes

Adjusting
before drawing

Adjusting after
drawing

12.4.3 Graphic and text attributes

You can adjust the following object and text attributes:

|T1 vI

Font attribute for text object and digital clock

Background colour attribute (Filling colour and background
colour of text objects and digital clocks)

==

Foreground colour attribute (Line colour or text colour)

Line width attribute for straight line, rectangle, analogue
clock, etc.

Line width attribute for the font style (normal/bold) for text
objects and digital clock.

Additionally the rectangle is the only graphical object which
can be filled with a Bitmap. An explanation of this is given at
the end of this chapter.

Proceed as follows:

- Change to the drawing mode.

- Click on the arrow in the relevant attribute field
(see above).

Click on the desired value of the attribute.
Draw or create the graphic object.

Proceed as follows:

- Change to the editing mode.

- Select the desired graphical object(s).

- Click on the arrow in the relevant attribute field
(see above).

- Click on the desired value of the attribute.
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Filling a
rectangle
with a bitmap

Remove bitmap
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If an attribute cannot be changed, the object in question must
be a symbol or a combined object.

To change the attributes of a symbol, its connection to the
symbol library has to be broken. Details of this can be found
in the chapter “Symbols*

The attributes of combined objects can only be changed
when the object is ungrouped.

To fill a rectangle with a bitmap, proceed as follows:
Change to the editing mode.
Select the rectangle (just onel), then

Application window "Picture Editor"

<M>

Select “Object*

Select “Bitmap"
= Dialogue box "Image File":

Image File |

ok, Cancel

85700t7en

Select “Bitmap* (Double click or click and [ OK ]
= Dialogue box “Open Bitmap File*
In this dialogue box, select the desired bitmap.

Use the same procedure as above and select in the dialogue
box “Image File* the option “Reset".

Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en

Landis & Staefa Division

Picture Editor — Edit a picture 15.11.2000



12.4.4 Cutting/Copying

Definitions When cutting the graphic objects involved are cleared from
the screen and put into the clipboard until the next “Cut” or
“Copy“ operation.
When copying the graphical objects involved are put into the
clipboard until the next “Cut” or “Copy*“ operation.
Cutting Select the object(s), then
Qon & (Shortcut: < Del >)
Copying Select the object(s), then
Qon @ (Shortcut Select the object(s), then: < Ctrl + C >)
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Definition

Procedure
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12.4.5 Pasting

With this operation the figures which had been put into the
internal archive by the last “Cut” or “Copy“ operation can be
inserted back (pasted) into the picture (even in the second
application window of the picture editor).

Qon @l (Shortcut: < Ctrl + V >)

©Q when the marking rectangle is at the correct postion.
The arrow keys can be used for fine positioning.

The procedure can be repeated as often as desired.

If the < Shift > key is pressed simultaneously with the mouse

click, the figure involved can be inserted into the picture once
again (instead of the indirect way, via the “Paste” operation).
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Definition

Procedure

Definition

Procedure

12.4.6 Moving

This operation allows objects to be moved around freely
within the picture.

Select the object(s), then
Press the left mouse button within the marking and ...
release, when the rectangle is at the correct position.

The arrow keys can be used for fine positioning the
second corner. (Keep the left mouse button pressed
down!)

12.4.7 Enlarging/Reducing

The “Enlarge” and “Shrink“ operations do not change the
form of the selected object(s) or their positions from one
another.

i.e. the initial and final objects are proportionally similar.

Select the object(s)
Press the left mouse button in one of the corner handles
(double arrow!) and ... release it at the desired size.

The arrow keys can be used for fine positioning the
second corner. (Keep the left mouse button pressed
down!)

The following objects cannot be enlarged or reduced:
- Text objects

- Digital clock
- Button
243/366
Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en

Landis & Staefa Division

Picture Editor — Edit a picture 15.11.2000



12.4.8 Expanding/Compressing

Definition These functions change the width of the selected objects
while keeping the height constant, or vice-versa.

Procedure Select the object(s)
Press the left mouse button in one of the mid-side handles
(double arrow!) and ... release it at the desired size.

The arrow keys can be used for fine positioning the
second corner. (Keep the left mouse button pressed
down!)

% The following objects cannot be expanded or compressed:
- Text objects
- Digital clock
- Button

12.4.9 Superimposing

Definition Superimposing involves the following actions:
Place the object(s) in the foreground (< F >) or the
background (< B >).

Place in the Select the object(s), then
foreground Qon ‘ (Shortcut: < F >)

Place in the Select the object(s), then
background Qon ‘ (Shortcut: < B >)
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12.4.10 Grouping / Ungrouping

Definitions Objects selected together lose their combined marking as
soon as another object is selected or drawn.

If the selected objects are to be permanently linked as a
single new object, they must be grouped (combined).

However, it will not be possible to change the graphic
attributes on the new object.

Group Proceed as follows:
Select the objects, then
Qon Iil (Shortcut: < G >)

The marking rectangles of the partial objects now disappear.

Ungroup Proceed as follows:

Select the combined object, then

Qon Iﬂl (Shorteut: < U >)

Each partial object has now its own marking rectangle
again.

To remove the common selection:

Q anywhere outside the full selection
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12.4.11 Rotating

Definition: The selected obects are rotated anti-clockwise by 90
degrees about the common mid-point:

1 Object Several Objects
| A

C
| : | |
s 7 \
1

ﬂ /I[ 1/ /‘/ Point of
|
|
|

r
I
Rotation :
|
L

——

1
|
|
|
|
|

8570Z06E

Procedure Select the object(s), then

£
Qon -D (Shortcut: < Z >)

% The following objects cannot be rotated:
- Text objects
- Analogue clock
- Digital clock
- Button

The “Rotate” operation only functions correctly if there is

enough space for rotation within the drawing area.
Sometimes it is not possible to rotate close to the edge.
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Definition

y-axis

X-axis

12.4.12 Mirroring

The selected objects are mirrored about the common
horizontal (x-) or vertical middle (y-) axis.

The drawing illustrates the operation “Mirroring about the
y-axis (“Vertical flip“):
1 Object Several Objects

Zua

H +ﬁ;ﬂ

8570Z05E

Select the object(s), then
Qon Iél (Shortcut: <Y >)

Select the object(s), then
b
Q on L= (shorteut: < X >)

The following objects cannot be mirrored:
- Text objects
- Analogue clock

- Digital clock
- Button
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Definitions

Alignment

Centering
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12.4.13 Alignment and Centering

Alignment

With the “Top*,“Bottom*®,“Right and “Left“ alignment
functions, the objects are justified with the respective limiting
line.

Centering
The commonly selected objects are centred horizontally or
vertically.

The following drawing illustrates the two operations:

Centre vertical Centre horizontal

{0
«_/

A~ T

— O
F— /

8570Z07E

Select the object(s), then
@ on B o 281 o, (2] o, 5]

(left, right, top, bottom)

Select object(s), then
Qon = (Shortcut: < Shift + Y >) (y-axis) or
Q on IEI (Shortcut: < Shift + X >) (x-axis)
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Procedure

12.5 Auxiliary tools
12.5.1 Hiding/Unhiding

Graphical objects can be made temporarily invisible with the
“Hide" operation. All hidden objects can be made visible
again any time with the “Unhide” function.

Select the object(s)
Application window "Picture Editor"
< -> (hiding) / < + > (unhiding) or
Select “Arrange”
Select “Hide" / “Unhide*”

The “unhiding“operation can also be done in drawing mode.

Hiding objects has no influence on the picture presentation in
the other picture applications. All objects will always be
visible there.
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General remarks

Zooming in

Zooming out

12.5.2 Zooming in/Zooming out

The “Zoom in“ function causes a section of the picture to be
magnified by a factor of 2.

The zoom in operation can be initiated consecutively three
times, resulting in section magnifications of 1:2, 1:4 and 1:8.
The currently active magnification is always indicated at the
right end of the tool bar (next to the line width).

A switched-on grid will not be zoomed in with. Thus, in the
zoomed-in condition it has a correspondingly smaller grid
than in the 1:1 picture. The same holds good for the
distances between the grid points.

Text objects and digital clock do not change in size with the
zoom-in function.

Qon Iﬁl (Shortcut: < < >)

Position the section rectangle, then Q

The selected picture section now occupies the entire picture
editor window.

The arrow keys can be used for fine positioning the
section rectangle.

Q on |£| (Shortcut: <> >)

Moving the In the zoomed picture the picture section can be moved in
section any direction:
< Shift + Arrow keys >
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Switching the
shap mode

i

12.5.3 Snap mode

When the snap mode is switched on, all corners, start & end
points of objects, as well as the start of texts are anchored
onto snap points.

To switch the snap on and off, proceed as follows:

Qon Iﬂl (Shortcut: <. >)

If the snap mode is used in a zoomed-in picture, the snap
spacing is finer than in the original picture. The following
relation holds:

Zoom stage Snap spacing
(relative to the original picture)
11 100 % (5 mm)
1:2 50 % (2.5 mm)
1:4 25 % (1.25 mm)
1:8 12.5 % (0.625 mm)

Fine positioning with the arrow keys only works when the
snap mode is switched off!

251/366

Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en

Landis & Staefa Division

Picture Editor — Auxiliary tools 15.11.2000



Switching grid
points on and
off

i

Switching
coordinates
display on and
off
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12.5.4 Grid points

The grid points are intended merely as a drawing aid, and
function regardless of the snap mode.

Application window "Picture Editor"
<V>or

Select “View*

Select “Grid"

If the grid is used in a zoomed-in picture, the grid spacing is
finer than in the original picture. The following relation holds:

Zoom stage Grid spacing
(relative to the original picture)
1:1 100 % (5 mm)
1:2 50 % (2.5 mm)
1:4 25 % (1.25 mm)
1:8 12.5 % (0.625 mm)

12.5.5 Coordinates display

If desired, the position of the cursor can be displayed in the
middle of the “Picture Editor* title bar:
X=145 Y =34

First number (X): Horizontal position in mm from the left.
Second number (Y): Vertical position in mm from the top

Application window "Picture Editor"
<,>or

Select “View*

Select “Coordinates"
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Displaying the
picture size

Enlarge

Shrink

Move

12.5.6 Displaying the picture size

This option displays the current size and the maximum size
of the picture in bytes.

Application window "Picture Editor"
Select “View*

Select “Picture size in Bytes"

A dialogue box appears with desired information.

12.5.7 Enlarge / Shrink / Move a Picture

This functions described below enlarge, shrink or move the
whole picture.

< Ctrl + X > (horizontal)
< Ctrl + Y > (vertical)

< Ctrl + Shift + X > (horizontal)
< Ctrl + Shift + Y > (vertical)

In any direction:
< Ctrl + Arrow keys >

To carry out these functions, the snap mode has to be
switched off!
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Problem

Solution

Procedure

Procedure
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12.5.8 Proportional picture display

When displaying a picture in full screen size or any other
manually adjusted screen size, objects will be slightly
distorted. This is especially disturbing with circles.

By selecting a proportional picture size, these distortions can
be minimised. However, in this case it is no longer possible
to display the picture in full size.

Changing from the standard to the proportional picture size,
or vice-versa, can be achieved as follows:

Application window "VISONIK INSIGHT"
Select "Options"
Select "Proportional View"

12.5.9 Clearing the screen

To be precise, it is not the screen but only the drawing
surface of the picture editor that is cleared.

Application window "Picture Editor"
Select "Edit"
Select "Clear screen”

If the picture had been changed since the last save
operation, the following confirmation message is displayed:
“Are you sure?“

If the above question is answered with “OK", the contents of
the screen are not yet lost. INSIGHT saves the screen
contents automatically:

File: RECOVERY.OLD

Directory: D:\VINT\PTF
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Procedure

Introduction

Any back-
ground colour

i

12.5.10 Redrawing

It could be that during picture editing, unwanted parts of
objects remain. The picture can be redrawn to remove these
from the screen.

< Space >

12.5.11 Selecting the screen colour

When the picture editor is newly called up, the background
colour of the editor window and the symbol library is
transparent (more accurately: “no background colour®).

There are several ways to change the background of the
screen:

- Assigning any background colour

- Assigning a background bitmap

- Changing the transparent background from white to black
and vice-versa.

- Inverting the colours white and black (see next chapter).

Select a background colour, then

Application window "Picture Editor"
Select "View"
Select "Background on/off"

If the Option "Background on/off* is active, the operation has

to be done twice, the first time to remove the actual back-
ground colour, the second time to activate the desired colour.
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Resetting the To reset a coloured background to the origin transparent
colour status, proceed as follows:

Application window "Picture Editor"
Select "View"
Select "Background on/off"

Assign a bitmap Proceed as follows:
Change to the drawing mode, then
Application window "Picture Editor"
<M>
Select “Objects”
Select “Bitmap"
= Dialogue box "Image File":

image Fie |

Bitman, ..
Reszet

1] 4 Cancel

85700t7en

Select “Bitmap“ (Double click or click and [ OK ])
= Dialogue box “Open Bitmap File“
Select the required bitmap in this dialogue box.

Removing the To reset a bitmap background to the original transparent
bitmap status, proceed as follows:

Proceed exactly as above and in the “Image File“dialogue
box select the option “Reset".
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Changing the
transparent
background

i

Procedure

i

A transparent background can be changed from white to
black and vice-versa:

<Ctrl+B>

This change does not work, if the background colour of the
screen is black or white, only if the background is transparent
(= “no colour®).

12.5.12 White-Black inversion

This function changes white colours to black and vice-versa
for the following:

- Foreground and background colour of graphic and text
objects.

- Foreground and background colour of symbols (in the
application window of the picture editor and in the symbol
library)

- a black or white background screen colour (not when the
background is set to transparent)

<% >
This function does not work in the “Picture Display“ and
“Reaction Picture” applications. The presentation of the

pictures always shows the colours in which the picture was
drawn.
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12.6 Symbols
12.6.1 Introduction

Symbol libraries The symbols are stored in five libraries:

No. 1 (LIB1.PTF): DIN symbols (future EU standard
symbols)

No. 2 (LIB2.PTF): L&S symbols

No. 3 (LIB3.PTF): ISC symbols (The symbols in this
library are needed for displaying pictures which
were drawn on ISC units.)

No. 4 (LIB4.PTF): DU-specific symbols (e.g. a pump
symbol which differs from the ones in Library 1)

No. 5 (LIB5.PTF): Project-specific symbols

Note When editing Libraries 4 and 5, please remember that their
size is limited to a maximum of 60,000 bytes (files LIB4.PTF
and LIB5.PTF).

Libraries 1, 2 and 3.

Depending on the picture background chosen, the symbols
drawn in white on black or black on white are not visible.

< % > will however invert the colour display: White becomes
black and vice-versa.

A Never, under any circumstances, make changes to symbol

Comments on The ISC macros are numbered from 0 to 255 in INSIGHT, on
Library 3: the other hand, the numbering in all libraries runs from 1 to
256.

The ISC characters, from which the ISC macros are made,
occupy 5 grid points in the x-direction and about 6.5 grid
points in the y-direction when using the 1:8 zoom.
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12.6.2 Changing to the symbol library

To change from the picture editor to the symbol library,
proceed as follows:

Changing Qon (Shortcut: < S >)
= Symbol library:

1< 1< O

- 82
a1 013
B13 C13
. . 5
36 37
B8
B14 C14 G

Symbol Library

Delete | < | Mame |

Exit |

1 2 3 4 R

Inzert |

85700T8en

Description The picture shows the place in the symbol library (library
number and page) last used during the current session:

The option field for the used library number is checked.

The current page number used, appears in the middle of the
“Picture Editor* title bar. “4/7* means page 4 of a total of 7
pages of this library.

If in the current session, this is the first use of the symbol
library, Page 1 of Library No. 1 will be displayed.
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12.6.3 Moving within the symbol library

Changing the Changing from one library to another:
library ®on the required option field (Keyboard: < left > or < right >)
The option field of the library which is now active turns black.

At the same time the display in the title bar of the picture
editor changes: “3/9“ means Page 3 of a total of 9 pages in
the library concerned. This is the last page of this library
which was used in the current session.

Scrollingina € on | (forward)
librar
y Qon ;l (backward)
Exiting the Here only exiting from the library is described, without the
library simultaneous insertion of a symbol into the edited picture.
Click on the button [ Exit ]
or

Qon any symbol in the toolbar of the picture editor.

260/366

Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en
Landis & Staefa Division Picture Editor — Symbols 15.11.2000



Insert a symbol
at the last
position

Insert a symbol
at a particular
position

12.6.4 Creating a symbol

Graphical objects which are to form a symbol, have to be
selected and combined in the picture editor, then:

Qon (Shorteut: < S >)

€ on the desired library option field
Qon [Insert]

In the procedure described above, the symbol is allocated
automatically to the last place of the chosen library and given
the lowest number which has never been used.

Numbers made available by delete procedures are not used.

If however the new symbol has to be created in a particular
location, for example inserted before the symbol having the
number 27, the following procedure must be carried out after
library has been selected:

Qon symbol No. 27 (Symbol No. 27 is now framed by a
marking box.)

Qon [ Insert]

The newly inserted symbol does not receive the number 27,
but, as described above, the lowest number not yet used.
The operation “Change the symbol name® can be used to

allocate any free number to a symbol at a later date.

The combined original graphical object, which is to be
inserted as a symbol into the library, is not handled in the
picture editor as a symbol.

If this is not required, the graphic object must be deleted and
then re-inserted from the library.
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In order to be able to use newly created symbols in the future
and also on other INSIGHT stations, the following procedure
is necessary:

Save the symbol library and distribute it (on data carriers or
generally accessible network directories)
e Load the symbol libraries onto other INSIGHT stations.

12.6.5 Using a symbol

To insert a symbol in the edited picture, proceed as follows:
Qon (Shortcut: < S >)

Qonthe required library option field

€ on the required symbol

= automatic change in the drawing mode of the picture
editor.

Q when the marking rectangle is at the correct position.

The arrow keys can be used for fine positioning.

The grouping of a symbol which has been inserted into a
picture cannot be removed (ungrouped). That is why it is not
possible to change its colour, line width and text attributes.

If this is required, the symbol first has to be broken apart.
After this the links to the symbol library are lost.
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12.6.6 Removing a symbol

This function deletes a symbol from the symbol library.

Qonthe option field of the required library

Q onthe symbol to be removed

= the symbol in question is framed with a marking box.
Q on [ Delete ]

The number of the deleted symbol remains unassigned, i.e.
there is no automatic renumbering.

It is possible that existing pictures (also on other INSIGHT
stations) will access deleted symbols.

As such, symbols should only be deleted when a new library
(Libraries 4 and 5) is being set up.
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ok
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12.6.7 Assigning symbol nhame/number

This function can be used to assign names and numbers to
new symbols, or change the names and numbers of existing
symbols.

Q on the option field of the required library

Qonthe symbol in question

Qon [ Name ]

= Dialogue box “Editor: Symbol name*:

Editor: Symbol name |

Symbol name
Symbol nurmber I?E
ak. LCancel |

85700T9%en
Enter a symbol name and a free number and click on [ OK ].

The length of the name must not exceed 8 characters.

If an already used number is entered, the old number is
retained.

It is possible that existing pictures (also on other INSIGHT
stations) will access the symbols of a library.

As such, symbols should only be deleted and new symbols
allocated to the free number when a when a new library
(Libraries 4 and 5) is being set up.
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12.6.8 Multi symbols

This function is required for the actualisation type “Symbol
change®.

Change to the symbol library (< S >))
Press < Shift + M > and release

Qonthe required symbols in the correct order
€ on the last symbol

= automatic change in the drawing mode of the picture
editor.

€ when the marking rectangle is at the correct position.

The arrow keys can be used for fine positioning.

% If you have made a mistake:

Leave the symbol library and start from the beginning again.
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12.6.9 Breaking apart a symbol

Explanation A symbol which has been inserted into a picture can be
moved, enlarged/reduced, mirrored, rotated, compressed,
expanded. However it is not possible to change its line width
and colour, or to change only parts of the symbol.

For the latter to be possible, the connection to the symbol
library must be broken.

Procedure Select the symbol, then

Application window "Picture Editor"
Select “Symbol*
Select “Break apart"

The object in question is no longer a symbol and, as such,
cannot be used for the actualisation type “Symbol change®.
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Explanation

12.6.10 Modifying a symbol

The following procedure is used to modify a symbol :

1.
2.

N ok w

Insert the required symbol into a picture.

Break the symbol apart (see above). This step is also
necessary if the symbol is made up from a single
graphical object.

Carry out the modifications.

Combine the graphical objects

Create the new symbol

Delete the old symbol

Provide the new symbol with the correct number

Possibly access already exising pictures (also from other
INSIGHT stations) for library symbols.

Deleting symbols and the subsequent rebuilding of modified
symbols should only be done in the process of creating a
new library (Libraries 3 and 5).

To allow modified libraries to be used by other INSIGHT
stations, they must be saved and then copied to these PCs.
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12.6.11 Numbering

By pressing < # > the currently active library with the actual
positions of the symbols it contains, will be renumbered.

A Possibly access already exising pictures (also from other
INSIGHT stations) for library symbols.
Renumbering of libraries should only be done in the process

of creating a new library (Libraries 4 and 5).

% To allow modified libraries to be used by other INSIGHT
stations, they must be saved and then copied to these PCs.
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12.6.12 Loading a library

Definition This function loads the active library from the local hard disk
(files LIB1.PTF to LIB5.PTF) and changes back all
modifications which have been made. The files are located
by default in the directory D:\VINT\LIB or in another specified
directory (see under “Library Cache®.

Procedure Active Symbol library
Select “Symbols*
Select “Load library"
= \Warning message:

“Changes will be lost!*

A After confirming with [ OK ] all modifications to the active
library will be lost.
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12.6.13 Saving a library

Definition This function saves the active library to the local hard disk
(files LIB1.PTF to LIB5.PTF). The files are located by default
in the directory D:\VINT\LIB or in another specified directory
(see under “Library Cache®“.

Procedure Active Symbol library
Select “Symbols*
Select “Save library"
= \Warning message:

“Original library will be overwritten!®

A Possibly access already exising pictures (also from other
INSIGHT stations) for library symbols.

The modification and subsequent saving of libraries should
generally only be done in the process of creating a new
library (Libraries 4 and 5).

% To allow modified libraries to be used by other INSIGHT
stations, they must be copied to these PCs.
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12.7 Actualisation
12.7.1 Introduction

By linking graphical objects with actualisation channels,
pictures can be brought to life (in Picture Display or Reaction
Pictures) The following examples are possible:

- Display of current values from the field through texts,
changing colours and symbols or moving bars.

- Changes to setpoints and output of commands directly
from the picture.

- Start and stop of tasks.

- Incorporation of user name.

- Inclusion of language-dependent texts.

- Selection of further pictures by clicking on specific objects.

To make the actualisation work, certain procedures must be
carried out in the Picture Editor, and corresponding entries
must be made in the COS,ACT DCS dialogue.

This chapter mainly describes the preparation for
actualisation in the Picture Editor.

Some instructions for operating the COS,ACT dialogue are
given in the “Examples” section.

A more detailed description can be found in the basic
documentation “VISONIK Functions and System Messages"”.
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12.7.2 Channel display

To display all the actualisation channels or to cancel the
display again:

Application Window “Picture editor”
<Ctrl+ A>or

Select “View*

Select “Toggle channels"
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Procedure

12.7.3 Assigning channel numbers

Mark the graphical object concerned, then

& on Ht]

= Dialogue box “Actualisation®:

howssaton |
Channel Hurmber I

] % LCancel |

85700U0en
Enter a channel number, e.g. 14 and confirm with [ OK ].

If the graphical object concerned is already linked to an
actualisation channel, its number is displayed in the
“Channel number” input field.

Otherwise the lowest available number is proposed.

Several graphical objects can be actualised using the same
channel, e.g.:

The actualisation channel for a positioning command is used
to update two bars simultaneously.

Maximum There are up to 70 actualisation channels (No. 1 to No. 70)
number of available on each picture. The actual number can be
channels determined from the COS,ACT dialogue (“Channel number*
question).
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In COS,ACT
Dialogue

In Picture Editor

i
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12.8 Examples
12.8.1 Actualising supplementary texts

Texts can be defined in the COS,ACT dialogue at various
places, and be available, irrespective of the selected
actualisation mode:

- Extended parameter information

- STAP

- Parameter name

- Parameter long name

- Language-dependent supplementary texts

- Act.Type: Point
- Txtinth: >0 (corresponds to the text definition)
- Act.Form: Colour, Bar, Symbol

Connect object with actualisation channel

The text is shown in Picture Display left-justified below the
actualised graphical object using the “T1“ font. As such, no
more actions are required in the Picture Editor.

When selecting the “Text Only“ actualisation mode, the
procedure in the Picture Editor is as described in “Language-
dependent Text or Operator Name*.
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12.8.2 Language-dependent Text or Operator

Name
In COS,ACT - Act.Type: Text or OperName
Dialogue - Txtinth: >0 (corresponds to text definition)

- Text catalogue, possibly Text Number
- Colour, Flashing

In Picture Editor - Enter short text or only < Space > with the required font
and background colour.
- Connect with the actualisation channel

% The actualisation text is appended to the (static) text entered
in the Editor. Actualisation text and static text in Picture
Display take on the attributes for colour and flashing mode
defined in the COS,ACT dialogue.
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12.8.3 Macro/CB-Task/Next Picture

In COS,ACT - Act.Type: Macro, CB-Task or NextPict
Dialogue - Text number from the macro text catalogue, Task number
and Task command. Next picture type and picture number
where applicable.
- Colour, Flashing mode

In Picture Editor - Draw graphical object
- Connect to actualisation channel

% The graphical object in Picture Display takes on the
attributes for colour and flashing mode defined in the
COS,ACT dialogue. An exception is the “button“ object which
retains its (grey) colour.

The actualisation colour sent from the DCS, is applied to all
foreground colours in combined graphical objects. If the
original object contains several colours, it can be modified
using the following trick:

- Draw an equally large back-up area (of any colour) next to
the object.

Connect the back-area to the actualisation channel.

- Move the back-up area over the graphical object.

- Place the back-up area in the background.
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12.8.4 Bars/Markers

In COS,ACT - Act.Type: CB Pool or Point
Dialogue - Point Address and Parameter or Pool variable number.
- Act'mode: Bar
- Start and end of bar
- Colour, Flashing
- Txtinth: >0 if the accompanying text defined in the
dialogue needs to be actualised as well.

In Picture Editor - Draw the bar or marker
- Connect with the actualisation channel

% The bar and marker take on the flashing attribute from the
DCS.

Colours are taken on as follows:

Bar: The actualised part of the bar takes on the DCS
colour.

Marker: The straight line and the foreground of the
marker take on the DCS colour.
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12.8.5 Colour

In COS,ACT - Act.Type: CB Pool or Point
Dialogue - Point Address and Parameter or Pool variable number.
- Act'mode: Colour
- Colour and flashing modes for the various ranges
(only one range for Pool variables and Parameters with
continuous values).
- Txtinth: >0 if the accompanying text defined in the
dialogue needs to be actualised as well.

In Picture Editor - Draw graphical object or insert symbol.
- Connect with actualisation channel

% The graphical objects take on the background colour and the
flashing attributes from the DCS. Symbols and texts take on
the foreground colour and the flashing attribute where
appropriate.
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12.8.6 Changing symbols

In COS,ACT - Act.Type: Point
Dialogue - Point Address and Parameter (not possible for analogue
parameters)

- Act'mode: Symbol

- Colour and flashing mode for the various ranges.

- Txtinth: >0 if the accompanying text defined in the
dialogue needs to be actualised as well.

In Picture Editor - Insert Multi-symbol.
- Connect with actualisation channel

% The symbol takes on the foreground colour and the blinking
attributes from the DCS.
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13

Installation and

configuration

13.1

Prerequisites

In order to install VISONIK INSIGHT Version 8 and run on a
VISONIK system, the following requirements must be met:

CPU
Memory
Screen
Hard disk
Drives

Hardware

Network card
Mouse
Printer
Interfaces

Software Operating system

VISONIK DCS

License

Pentium 300 MHz or equivalent
64 MB

Super VGA 1024x768

Free memory 40 MB

3.5",1.44 MB

CD-ROM

optional

Centronics for printer port
V.24 for direct connection to DCS or
modem

Windows NT Version 4.0
Build 1381: Service Pack 5
Version 16, 18, or 20

Valid license on the DCS for at least one INSIGHT package.
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Installation

Choose new
installation

Installation
folder
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13.2 Installation

13.2.1 New installation

On a new installation, all files, including libraries and profiles
are copied. Prior to overwriting these files, a message
prompt appears to confirm that the files should be
overwritten.

In order to start installation

VISONIKINSIGHT.exe is required.

€ VISONIKINSIGHT.exe

Follow the instructions on the screen.

In the "Setup Type" dialog box ...
Setup Type

Flease choose the setup lype

Update

— Dezcription
Inztallation of WISOMIE, Inzight

< Back I Hest > I Cancel

85700F0

... choose "New Installation"

In the "Choose Destination Location" dialog box ...
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Choosze Destination Location

Setup will inztall YISOMIK. Insight in the following folder.
Toinstall to this folder, click Mext.

Toinstall to a different folder, click Browse and select another
falder.

You can choose not to install YISONIE Insight by clicking Cancel
to exit Setup.

D:5¥int

Browse... |

" Destination Faolder

< Back

Cancel I

85700F1

... enter a different destination folder if desired (click

[Browse]).
Recommendation

Specify

program folder Select Program Folder

Keep the default destination folder.

In the "Select Program Folder" dialog box ...

Setup will add program icons to the Program Folder listed below.
“f'ou may ype a new folder name, or select one from the existing
Folders list. Click Mest to continue.

Program Folders:

Existing Folders:

Adobe Acrobat 4.0

Autostart

HyperSnap-Dix

Modfee VirugScan NT

Werwaltung [allgemein)

WVISOMIK. Data and Communication Server
YIS ONMIK Documentation

< Back I Hest > I Cancel
85700F2
... you can specify a different program folder for the
INSIGHT program icon.
283/366
Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en

Landis & Staefa Division

Installation and configuration — Installation

15.11.2000



Overwrite If the installation program detects old picture libraries, the

libraries "Question" dialog box opens.
Question |
Q’:) lib1.ptf already exsts! 15 ik OK to ovenwnte?
Yes |
85700F4
Overwrite If the installation program detects an existing profile
profile (UVI.PRF), the "Question" dialog box opens.
Question |
\") The Profile ahready exists! 15 it DK to overwrite?
Yes |
85700F5
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13.2.2 Update

When merely updating, only program files, i.e., no new
libraries or profiles are copied to the hard drive.

To install the program,

VISONIKINSIGHT.exe is required.

Installation € VISONIKINSIGHT.exe

Follow the instructions on the screen.

Choose update In the "Setup Type" dialog box ...
Setup Type

Fleaze chooze the setup type

e [rnztallation

— Description
Update of WISOMIK Insight. Mo profile and no libs are copied,

< Back I Mest > I Cancel

85700F3

... choose "Update"
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Specify In the "Choose Destination Location" dialog box...

destination Choosze Destination Location
folder

Setup will inztall YISOMIK. Insight in the following folder.
Toinstall to this folder, click Mext.

Toinstall to a different folder, click Browse and select another
falder.

You can choose not to install YISONIE Insight by clicking Cancel
to exit Setup.

D:5int Browse... |

" Destination Faolder

Cancel I
85700F 1
... you can choose a different destination folder
(click [Browse]).
Recommendation  Keep the default destination folder.
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Specify In the "Select Program Folder" dialog box ...

program folder

Select Program Folder

Setup will add program icons to the Program Folder listed below.
‘r'ou may type a new folder name, ar select one from the existing
Folders list. Click Mest to continue.

Program Folders:

Existing Folders:
Adobe Acrobat 4.0

HyperSnap-Dix

Modfee VirugScan NT

Werwaltung [allgemein)

WVISOMIK. Data and Communication Server
YIS ONMIK Documentation

< Back I Hest > I Cancel

85700F2

... you can specify a different program folder for the
INSIGHT program icon.

Recommendation  Keep the default destination folder.

13.2.3 Link system

If you are operating the INSIGHT as part of a link system, all
system prompts must be configured.

To do this, prerequisites as listed in section "Communication

Configuration" are required.

Siemens Building Technologies
Landis & Staefa Division
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13.3 Configuration
13.3.1 Choice of language

This is how you change the interface language of "VISONIK
INSIGHT":

Application window "VISONIK INSIGHT"
Select "Options"

Select "Language”

= Dialog box "User Language"

User Langusge |
Language O
Language 2

1] 4 Cancel |

85700F6en

Choose the desired language.

Note The three languages correspond to the DCS languages.
Designations:
- Language 0: German
- Language 1: English
- Language 2: local language
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13.3.2 Warning beep "Messages" application

Change the warning beep for the message application as
follows:

Application window "VISONIK INSIGHT"
Select "Options"

Select "Warning Beep"

= Dialog box "Warning Beep"

Refer to chapter "Messages" for more information.

13.3.3 Warning beep "Online Alarms"

application

The cyclical warning beep for unacknowledged alarms in the
"Online Alarms" application can be turned on or off:

Application window "Online Alarms"
Select "Options"
Select "Warning Beep"

Refer to "Online Alarms" for more information.

13.3.4 Colour conversion

The setting of "Colour Conversion" influences the colour
when printing pictures:

Application window "VISONIK INSIGHT"
Select "Options"
Select "Colour Conversion"

Refer to the picture application description for more
information.
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Change
directory for
picture cache
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13.3.5 Automatic loading of a picture when

starting Insight

If you wish to have a particular picture appear when you start
Insight, then you have to make the relevant entry into the
"UVI:PREF file by hand:

[UVI_AUTOSTARTUP]

PIC_AUTOLOAD=YES

PIC_NUMBER=#10

13.3.6 Picture cache

The pictures of the application "Picture Display" can locally
be saved on the PC. As a result, the display is speed up and
communication between DCS and Insight is relieved.

With the option "Picture Cache", you activate or deactivate
the picture cache and determine the root directory for picture
displays.

Application window "VISONIK INSIGHT"
Select "Options"

Select "Directories"

Select "Picture Cache"

= Dialog box " Picture Cache "

Refer to the picture application description for more
information.
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Change
directory for
library cache

13.3.7 Library cache

Insight saves the 5 editor libraries in the default directory
"D:AVINT\LIB\" on the PC.

The background bitmaps are also stored here in the
subdirectory \IMAGE.

Via the option "Library Cache", you can determine a different
root directory for your library.

Application window "VISONIK INSIGHT"
Select "Options"

Select "Directories"

Select "Library Cache"

= Dialog box "Library Cache"

Refer to the picture application description for more
information.

13.3.8 TSC cache

INSIGHT saves the TSC data ( = data of the time switch
catalogue) in the default directory "D:\VINT\TSC\" on the PC.
As a result, the display is sped up and communication
between the DCS and INSIGHT is eased.

With the option "TSC Cache", you activate or deactivate the
TSC cache and determine the root directory for the TSC
data.

Change Application window "VISONIK INSIGHT"
directory for Select "Options"
TSC cache Select "Directories"
Select "TSC Cache"
= Dialog box "TSC Cache"
Refer to the "Timeswitch Catalogue" application description
for more information.
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14 Communication
configuration

14.1

Introduction

Connection to the DCS alternately can be established as

follows:

¢ Direct connection (V.24)
e Telephony (dial-up communication via modem)

¢ Pipe via network
e Local pipe
e TCP/IP socket

e Telephony via TAPI (not shown in the drawing)
e Connection via RAS (not shown in the drawing)

Insight

041724 55 42
PC |

Ccom1 COM2

AN

@

Network
pipe

Telephony

7/l

V.24

$Ty9 $Ty10
DCS
$Ty5 $Ty4
017011259
| PLD
COM5 COoM4

8570Z10E

Only one connection is possible at any one time.

In order to secure a connection with the DCS, the correct
settings must be made both in the DCS and in

"VISONIK INSIGHT."
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Breaking a Before configuring a new connection or changing an existing
connection one, break off any existing connections to the DCS:

Application window "VISONIK INSIGHT"
Select "File"
Select "Disconnect"

Booting On configuring the connections, adjust the VISOPRF.PRF
VISONIK file. After such changes, restart VISONIK. Proceed as
follows:

Open the DCS dialog and enter the following:
P, BOO < Enter >
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Restoring:

= Communication Status

14.2 Communications status

The "Communication Status" window contains the following
information on the present connections of VISONIK
INSIGHT.

This application window is open at all times and can only be
minimized.

Restoring via Restoring via
tool bar: task bar: Q
Q = &= Communication Status

Restoring via menu:

Application window "VISONIK INSIGHT"
Select "File"

Select "Communication Status"

= Application window "Communication Status"

B E

Active Port: PIPE
Partner: Pipe lokal T9
Status: Connection 0Ok
Ho. of Frames: 186
Ho. of Errors: @
Time: 8 Hrs 3% HMin 59 Sec

Connection Time remaining:

Wait Time remaining:

85700D6en
Active port Indication of the port which is being currently used
(COM1, COM2, PIPE, etc.) with the configured baud rate.
"NULL" means that there is no port active at the present
time.
In the case of connections via modem, the effectively used
baud rate can be lower than that specified for the active port.
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Partner

Status

Number of
frames

Number of Errors

Time

Connection Time

Indication of the name of the partner with whom a connection
already exists, or will be established.

Current status of the connection:
- No connection:
Only local work possible.
- Connection OK:
There is connection with the DCS.

Sum of the received and transmitted data frames
(data packets) since the start of the current connection.

Number of data frames which have had a communication
error since the start of the current connection.

Duration of the current connection.

Indicates (for a modem connection) how much time still

remaining remains until the maximum connection time is reached.

Wait Time Indicates (for a modem connection) how much time still
remaining remains until the maximum wait time is reached.
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Prerequisite

14.3 Direct connection (V.24)

For configuring a direct connection, both computers (DCS
and INSIGHT) must properly be connected with each other.

Configuration The following connection is to be configured:
sample .
P DCS TTY interface: $Ty4
Serial port: COM4
Own system number: 126
INSIGHT PC Serial port: COM2
Baud rate 19200
Insight DCS
$Ty4
PC PLD
COM1 COoM4
V.24 3
297/366
Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en
Landis & Staefa Division Communication configuration — Direct connection (V.24) 15.11.2000



Configuration of  In the DCS, configure a direct connection via cable as
the DCS follows:

$Ty4, TTY interface
ATMO=60 (Minutes)
BD=19200
COMP=Teletype
DTYP=UVI
FONT=ISO_LAT1
MCAT=0
SIDTY=COMXx
TXFC=0

RXFC=0
TYX=ITTY&XoXf

$MC4, Message channel
MEPS=196 (=192 + teletype number)

File E:\VISO\DATA\VISOPRF.PRF

[PCV]

$TYtype[4] = COMXx

$TYcomxname[4] = COM4

If this line is missing, "COM4" automatically is used.

Note If the interface does not correspond to the default
(COM number = Teletype number), restart VISONIK after
making the associated changes to VISOPRF.PRF.

Special case: If INSIGHT is installed on a PLD computer, the following
INSIGHT on PLD  entry is required in order to make sure that VISOEXE does
computer not occupy the INSIGHT interface:

File E:\VISO\DATA\VISOPRF.PRF
[PCV]

$TYtype[1] = NOHW (Meaning: no hardware)
(also possible is PIPEx or SOCKETX)

Note Restart VISONIK after making this change.
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Configuration of
the INSIGHT
port

i

INSIGHT partner
configuration

Application window "VISONIK INSIGHT"

Select "Options"

Select "Settings V24"

= Dialog box "Port"

Select the desired port ("COM1").

= Dialog box "Communications Parameters: COM1"

Baud rate

Connection

85700D0en

- Connection: "Direct"
- Baud rate: select 19200
- MSEQ: leave empty

After clicking [OK], INSIGHT attempts to immediately
establish a connection with the involved DCS.

If you do not wish to have this, interrupt the connection
procedure with [STOP].

Application window "VISONIK INSIGHT"
Select "File"

Select "Connect"

= Dialog box " Make Connection to VISONIK "
[New] or

highlight the existing entry, then [Change]

= Dialog box "Partner Station"
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300/366

M arne Siemens Building Technologies

CoLnky ISchweiz j

Area code IEI'I

Tel Mo, |

FS Mo 126
tdaw. Wafait Time

0 Min

tax. Connection Time

MSEQ

85700D1en

- Port: COM1

- Name: Enter any name

- Tel. No.: leave empty

- PS No.: 126 (Own system number as defined in
SYS,PROJ)

- Maximum Wait Time : leave empty

- Max. Connection Time: leave empty

- MSEQ: leave empty

[OK] causes a return to the last window. From there, the

newly defined or modified connection can be establis
with another [OK].

In this window, it is also possible to define a compute

hed

r which

was not to be connected at the beginning. For this, "NULL"

must be highlighted for the "Port."
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14.4 Modem connection

Prerequisite For configuring dial-up communications (telephony), the two
computers (DCS and INSIGHT) must be properly connected
to the their modems and to the telephone network.

Additionally, the modem and location-specific modem
sequences must be known and correctly entered in the

DCS's TXC catalogue.
Configuration The following connection is to be configured:
I
sample DCS TTY interface: $Ty5
Message channel: $MC5
Serial port: COM5
Own system number: 126
Telephone number: 01 701 12 59
(Switzerland)
Modem category: 1
TXC number for an incoming call: 400
TXC number for an outgoing call: 401
PS for telephone connection: 225
INSIGHT PC Serial port: COM2
Telephone number: 041 724 55 42
(Switzerland)
Baud rate 9600
Insight DCS
$Ty5
041 724 55 42 0170112 59
PC | | PLD
com2 COM5
Telephony §
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Configuration of  Configure dial-up communications in the DCS as follows:

the DCS $Ty5, TTY interface
ATMO=60 (Minutes)
BD=9600
COMP=XYZ
DTYP=Modem
FONT=ISO_LAT1
MCAT=1
MSEQ: 400 (TXC number; sequence for modem and site)
SIDTY=COMXx
TXFC=0
RXFC=0
TYX=ITTY&XoXf

$MC5, Message channel
MEPS=225

$225'PS (poss. generate with PKG,GNP)
IDC=96

$225'BLN

MCAT=1

MSEQ=401 (TXC number, sequence for modem and site,
incl. telephone number of the INSIGHT PC)

Generate $225'Ty

File E:\VISO\DATA\VISOPRF.PRF

[PCV]

$TYtype[5] = COMx

$TYcomxname[5] = COM5

If this line is missing, "COMb5" is automatically set.

Note If the interface does not correspond to the default

(COM number = Teletype number), restart VISONIK after
making your changes to VISOPRF.PRF.
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Special case:
INSIGHT on PLD
computer

Note

Configuration of

If INSIGHT is installed on a PLD computer, the following
entry is required in order to make sure that VISOEXE does
not occupy the INSIGHT interface:

File E:\VISO\DATA\VISOPRF.PRF
[PCV]

$TYtype[2] = NOHW (Meaning: No hardware)
(also possible is PIPEx or SOCKETX)

Restart VISONIK after making this change.

Application window "VISONIK INSIGHT"

the INSIGHT Select "Options"
port Select "Settings V24"
= Dialog box "Port"
Select the desired port ("COM3").
= Dialog box "Communications Parameters: COM3"
Baud rate
Connection
™ Direct
& Modem
MSEQ
2:Elza 24407 :c1=ATDP;bd=3600:in=AT&C1ED2. j
85700D2en
- Connection: "Modem"
- Baud rate: select 9600. This value is taken over
automatically into the "Modem sequence" field.
- MSEQ: Enter required modem sequence or select it from
the list.
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Note

i

INSIGHT partner
configuration
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All modem-specific and site-specific data required for
starting up a connection must be entered here.

Contact the system administrator if you have any questions.

After clicking [OK], INSIGHT attempts to make immediate
connection with the involved DCS.

If you do not wish to have this, interrupt the connection
procedure with [STOP].

Application window "VISONIK INSIGHT"
Select "File"

Select "Connect"

= Dialog box " Make Connection to VISONIK "
[New] or

highlight the existing entry, then [Change]

= Dialog box "Partner Station"
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M arne ISiemens via Telephone

CoLnky ISchweiz j

Area code IEI'I

Tel Mo |n:n41 343536

FS Mo 130
Puort tdaw. Wafait Time
L
COM3 tax. Connection Time
COr4 .
CoMs =] [0 Min
MSEQ 2 mu=163
85700D3en
- Port: COM2

- Name: Enter any name

- Tel. No.: 0: 01 701 12 59

- PS No.: 126 (Own system number as defined in
SYS,PROJ)

- Maximum Wait Time : 3 Minutes (Example)
Elapsed time until a modem connection break, if this is not
used (i.e., if no data exchange is taking place).
A warning appears after this elapsed time. If it is not
acknowledged, the connection is broken. Otherwise, the
wait time is reset.
0 means no monitoring.
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- Max. connection time: 60 minutes (Example)
Maximum duration of a modem connection.
When this time has elapsed, a warning appears. If it is not
acknowledged, the connection is broken 30 seconds later.
Otherwise, the maximum connection time is reset.
0 means no monitoring.

- MSEQ: ;mu=225. (Example)

Note MSEQ:

Entry of partner-specific data, for example the decimal
number of the connection process station involved.

Contact the system administrator if you have any questions.

[OK] causes a return to the last window. From there, the
newly defined or modified connection can be established
with another [OK].

In this window, it is also possible to define a computer which
was not to be connected at the beginning. For this, "NULL"
must be highlighted for the "Port."
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Prerequisites

14.5 Pipe connection

The following are prerequisites for configuring a pipe

connection:

- The network cards exist and are installed properly

- The computers are connected to the network

- The network services have been installed

- The computers are registered by the network, that is they

have a name.

Configuration The following connection is to be configured:
I
sampie DCS TTY interface: $Ty9
Message channel: $MC9
Own system number: 126
Pipe name: ABB
TCP/IP-Address: 192.168.100.50
Network
g
$Ty9
Insight DCS
PC PLD
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Configuration of
the DCS

Note

INSIGHT partner
configuration

308/366

In the DCS, configure the pipe connection as follows:

$Ty9, TTY interface
ATMO=60 (Minutes)
COMP=Teletype
DTYP=UVI
FONT=ISO_LAT1
MCAT=0
SIDTY=PIPEx
TYX=ITTY&XoXf

$MC9, Message channel
MEPS=201 ( =192 + teletype number)

File E:\VISO\DATA\VISOPRF.PRF

[PCV]

$TYtype[9] = PIPEx

$TYpipexname[9] = ps \PIPE\ABB

ps stands for the pipe server and ABB for the pipe name.

If this line is missing, default "\PIPE\9" automatically is used.

If the pipe name does not correspond to the default, i.e. to
the teletype number, restart VISONIK after making the
changes to VISOPRF.PRF.

Application window "VISONIK INSIGHT"
Select "File"

Select "Connect"

= Dialog box "Make Connection to VISONIK"
[New] or

highlight the existing entry, then [Change]

= Dialog box "Partner Station"
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Mame
Country
Area code
Fipe

F5 Mo

MSEQ

85700D4en

- Port: PIPE

I.-'l'-.I: Liverpaal

ISchweiz j
IEI‘I

|"~"JI 92168100 504 pipeAER
126
Puort tdaw. Wafait Time

I kit
J tax. Connection Time

[ M

- Name: Enter any name
- Pipe: \192.168.100.50\PIPE\ABB

(\TCP/IP address of the DCS\PIPE\Pipe name)
- PS No.: 126 (Own system number as defined in

SYS,PROJ

- Maximum Wait Time: leave empty

- Max. Connection Time: leave empty

- MSEQ: leave empty

- RAS Server (if active): leave empty (delete content)

[OK] causes a return to the last window. From there, the
newly defined or modified connection can be established
with another [OK].

In this window, it is also possible to define a computer which
was not to be connected at the beginning. For this, "NULL"
must be highlighted for the "Port."
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Local pipe In a local pipe, only the entry for "Pipe" changes:
\.\PIPE\ABB (\\.\PIPE\Pipe name)

% If the NetBios is not run via TCP/IP, the network name of the
computer must be indicated instead of the TCP/IP address.
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14.6 Connection via TCP/IP socket

Prerequisites The following are prerequisites for configuring a TCP/IP
socket connection:
- The network cards exist and are installed
- The computers are connected to the network
- The network services (TCP/IP) have been installed
(also required for local socket connection)

Configuration The following connection is to be configured:
sample

DCS TTY interface: $Ty10
Message channel: $MC10
Own system number: 126
TCP/IP address: 192.168.100.50
INSIGHT PC TCP/IP address: 192.168.100.60

8570214

$Ty10
Insight DCS
PC PLD
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Configuration of
the DCS

Note

INSIGHT partner
configuration
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In the DCS, configure the TCP/IP socket connection as
follows:

$Ty10,TTY interface
ATMO=60 (Minutes)
COMP=Teletype
DTYP=UVI
FONT=ISO_LAT1
MCAT=0
SIDTY=TCP/IP
TYX=ITTY&XoXf

$MC10, Message channel
MEPS=202 (=192+Teletype number)

File E:\VISO\DATA\VISOPRF.PRF
[PCV]

$TYtype[10] = SOCKETX
$TYSocketxname[10] = ss [6010]

In this case, ss stands for socket server and 6010 for the port
number (port number = 6000 + number of TTY interface).

If the last line is missing, the default (6000 + Teletype
number) is set automatically.

If the port number does not correspond to the port number
(6000 + Teletype number) restart VISONIK after making your
changes to VISOPRF.PRF.

Application window "VISONIK INSIGHT"
Select "File"

Select "Connect"

= Dialog box "Make Connection to VISONIK"
[New] or

highlight the existing entry, then [Change]

= Dialog box "Partner Station"
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MHame IF'F' W'estend
Country ISchweiz j
Area code |EI1
M Addr. I"'I 92 168.100.500501 0]
FS Mo 126
Fart bd &, Wwhait Time
I kin
J b ax. Connection Time
- I kin
MSEQ
85700D5en
- Port: SOCKET

- Name: Enter any name
- NW.Addr.: "192.168.100.50[6010]"
("TCP/IP address of the DCS[Port number]")
- PS No.: 126 (Own system number as defined in

SYS,PROJ)

- Maximum Wait Time: leave empty

- Max. Connection Time: leave empty

- MSEQ: leave empty

- RAS Server (if active): leave empty (delete content)

[OK] causes a return to the last window. From there, the
newly defined or modified connection can be established
with another [OK].

In this window, it is also possible to define a computer which
was not to be connected at the beginning. For this, "NULL"
must be highlighted for the "Port."
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Local socket In a local socket, only entry "NW.Addr." changes:
"192.168.100.60[6010]" ("TCP/IP address[Port number]")

Note For entering the network addresses, the following options is
available:
"192.168.100.50:6010"

% Instead of TCP/IP addresses, the network name of the
computer can be indicated.

For fixed TCP/IP addresses, we recommend that you use the
TCP/IP address.
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Creating
fictitious
connections

14.7 Linked system

If you are operating INSIGHT on a linked system, INSIGHT
must have the system prompts for all DCSs in this system.

For all linked system computers for which no connection has
been configured via V.24, modem, or network, create a
fictitious connection as a first step:

Application window "VISONIK INSIGHT"
Select "File"

Select "Connect"

= Dialog box "Make connection to VISONIK"
[New]

= Dialog box "Partner Station"

Mame ITraining Center

CoLnty ISchweiz j
Area code IEI1

Tel No. |

PS Mo 168

b ax. ‘wfat Time
I kit

tax. Connection Time

[ M

MSEQ

85700D8en
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Assign prompts

316/366

- Port: NULL

- Name: Enter any name

- Tel.No.: leave empty

- PS No.: 168 (Own system number as defined in
SYS,PROJ)

- Max. Wait time: has not meaning

- Max. Connection Time: has no meaning

- MSEQ: leave empty

[OK] leads to the last window which you can close by clicking
[Cancel]. Save the changes.

You now have to assign prompts for all computers on the
linked system:

Application window "VISONIK INSIGHT"
Select "Options"

Select "System"

= Dialog box "System Configuration"

e —

M ame | dec | oct |
100 144
126 176

Doc 128 200
130 202
162 2a0

bAssM 17a 262
192 300

LCancel |

85700D9%en
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Proceed as follows:

1) Double-click the line of the linked computer in the
"Name" column.

2) Enter the associated computer prompt (see e.g. under
$168'PS.NAME)

3) Repeat these two steps for all computers in the linked
system.

4) Confirm your entries by clicking [OK]
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14.8 Dual computers

Via network, INSIGHT can also be connected to the two
computers of a dual computer system.

14.8.1 Connection via TCP/IP socket

Configuration TCP/IP address DCS A 143.99.43.78
sample TCP/IP address DCS B 143.99.43.79
Teletype number for both computers $Ty10
Port number for both computers 6010 (Default)

Own system number for both computers 126

Entries in Prepare the TCP/IP sockets for both DCSs as previously
VISOPRF.PRF described.
[PCV]

$TYtype[10] = SOCKETX
$TYSocketxnameA [10] = ss [6010]
$TYSocketxnameB [10] = ss [6010]

Configure Enter the following in the "Partner station" dialog box:
partner in Port: Socket
INSIGHT PS No.: 126

Network address:
143.99.43.78[6010],143.99.43.79[6010]

Note: A comma must separate the two addresses.

% Instead of TCP/IP addresses, the network name of the
computer can be indicated.

For fixed TCP/IP addresses, we recommend that you use the
TCP/IP address.
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Configuration
example

Entries in
VISOPRF.PRF

Configure
partner in
INSIGHT

Note

14.8.2 Connection via pipe

Network address DCS A 143.99.43.78
Network address DCS B 143.99.43.79
Pipe name for both computers \i

Teletype number for both computers $Ty10

Own system number for both computers 126

Prepare the TCP/IP sockets for both DCSs as previously
described.

[PCV]

$TYtype[10] = PIPEX
$TYPipexnameA [10] = ps \PIPE\VI
$TYPipexnameB [10] = ps \PIPE\VI

Enter the following in the "Partner station" dialog box:
Port: PIPE

PS No.: 126

Pipe:

\\143.99.43.78\PIPE\VI\\143.99.43.79\PIPE\VI

A comma must separate the two addresses.

If the NetBios is not run via TCP/IP, the network name of the
computer must be indicated instead of the TCP/IP address.
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Prerequisites

INSIGHT partner

14.9 Telephony via TAPI

(TAPI = Telephony Application Program Interface)

The available modems are configured correctly in Windows

NT. (Start---Settings---Control Panel---Modems)

Now only the partner information needs to be configured in

VISONIK INSIGHT.

Proceed as follows:

configuration Application window "VISONIK INSIGHT"
Select "File"
Select "Connect"
= Dialogue box "Make Connection to VISONIK"
[New] or
highlight the existing entry, then [Change]
= Dialogue box "Partner Station"
Name | Landis & Staefa Bemn _RAS
Country [Sehmeiz = PAS Server 2|
Areacode |03 Settﬂl
Tel No.  [B438677 1Rl
_— = Madern [ELSA MieraLink 23.87Qv =]
I 2. Wit Time Seftings... |
I3— i Location Izug j
Settings... |
Max. Connection Time
IED— Min ¥ Use area and country code,

Preview: 0031 843 56 77

MSEQ |2 mu=188
85700D3en
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The properties (settings) largely correspond to those of the
normal telephony:

Port: TAPI

Modem: Select modem

Location: Select your current location

With ,Settings“ you can also define a new location.
Use area and country code: It is advantageous to activate
this option.

Name: Enter any name

Country: Applicable Land

Area code: Applicable area code

Tel. No.: Telephone number without area code

PS No.: Own system number as defined in SYS,PROJ
Maximum Wait Time : 3 Minutes (See at Modem
connection)

Max. connection time: 60 minutes (See at Modem
connection)

MSEQ: 2: ;mu=225. (See at Modem connection)
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Prerequisites

INSIGHT partner
configuration
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14.10 Connection via RAS

(RAS = Remote Access Service)
RAS enables the connection to a network over a telephone
connection.

The RAS service and Dial-up networking are configured
correctly and the connection to the partner network has been
tested.

(RAS: Start---Settings---Control Panel---Network)
(Dial-up networking: Start---Programs---Accessories---Dial-
up Networking)

Now only the partner information needs to be configured in
VISONIK INSIGHT.

Proceed as follows:

Application window "VISONIK INSIGHT"

Select "File"

Select "Connect"

= Dialogue box "Make Connection to VISONIK"
[New] or

highlight the existing entry, then [Change]

= Dialogue box "Partner Station"
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Marme: ILandis & Staefa Bem —RAS

Country ISchweiz

Area code 031

j RAS Server IH-"-\S Bem j
Settings... |

N Addr. I"1 92.168.100.50060710]" ARl

PS Mo 126

Modem IELSA MicraLink 28.8T QW j

M. W ait Timne Setfings... |

|3— Wi Locatioh Izug j
Sethings.. |

Max. Connection Time
[V | Wse area and countiycade,

E
- Pievien:
85700E7en
The properties (settings) largely correspond to those of a
normal pipe or socket connection:
- Port: SOCKET or PIPE
- Name: Enter any name
- NW.Addr. or Pipe: See at Connection via Pipe or Socket
- PS No.: Own system number as defined in SYS,PROJ
- Maximum Wait Time: Leave empty
- Max. connection time: Leave empty
- MSEQ: Leave empty
- RAS Server: Select server
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Active port:

Maximum wait time:

Status texts:

15 System messages
15.1 Communication

During modem initialisation and making and breaking of a
connection, a window with the following contents appears:

A connection is made or broken on this port.

This indicates the maximum time that the status in question
continues to exist. "0" means that there is no time limit.

These texts are not fault messages but only information
about the progress of the making and breaking of a con-
nection. If Insight really does detect a fault, a message is
subsequently communicated.

[STOP] key: When this key is pressed, the currently ongoing making and
breaking of a connection is interrupted.
However, an interruption in breaking a connection does
not disable the connection break, but only the renewal of the
modem initialisation process.
The making of a connection on the other hand is always
interrupted. In the case of a modem coupling, the port
remains active.
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15.1.1 Status texts

Power up
The port has not yet been initialised.

No connection
The modem is ready but there is no connection.

Modem initialisation 1...6

The modem initialisation takes place in several steps.

Sending dial sequence
The dial sequence is sent.

Waiting for line...
Dialling and waiting for connection.

Line here
The partner has responded.

Modem failure
A fault has been discovered in the modem.

Incoming call?
A call has possibly arrived.
(The modem signals an incoming call)

Termination steps 1...4
The termination takes places in several steps.

Identification request

The identification is exchanged. This can take up to 30

seconds.

Protocol switches 1 and 2

The change in the protocol mode takes place in two steps.

Substation number request
Waiting for SS number
Invalid SS number

No Tele SS
SS busy
These five statuses arise only when there are configuration
errors.
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15.1.2 Error messages

When the communication software detects a fault, an ap-
propriate message appears. This must be acknowledged.

Carrier Signal (DCD) Lost/Connection Dropped
The carrier signal has vanished.

Causes:

- The partner has hung up.

- The telephone line is interrupted.

- The modem was switched off.

Carrier Signal (DCD) Still High

The carrier signal does not vanish in spite of the drop at-
tempt.

Check if the connection could really be dropped.
Causes:

- Defective modem

- Incorrect configuration of the modem.

Modem Signal (CTS) Missing

The CTS signal is missing.

Causes:

- No modem

- Defective modem

- Modem not switched on.

- Wrong cable for link to the modem.
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Partner Modem doesn’'t Answer

The partner station does not respond, or the dialling did not

function.

Causes:

- The partner modem is not configured correctly.
(Auto-Answer is not switched on.)

- The partner modem and/or the partner is not switched on.

- The maximum wait time 'wc' was configured too short in
DSEQ; the wait time elapses before the partner responds.
(The default is 45 seconds.)

- A wrong telephone number has been programmed.

- The dialled number is disabled on the local modem
(DIAL LOCKED)

No Valid Identification Received

The partner has not sent a valid configuration.

Causes:

- The partner is not a VISONIK System.

- Configuration error

- The connection is improper, preventing communication
(e.g. differing baud rates).

Invalid Address (configuration error)

The address which the partner sends does not correspond to

his own SS number (MUS).

Causes:

- Incorrect configuration of the communication. (MUS in
UVI.PRF and 'mu' in DSEQ of the partner configuration.)

- The DCS is incorrectly configured.

Invalid Sender (configuration error)

The sender sent by the partner does not correspond to the

expected value (SS number of the partner).

Causes:

- Incorrect configuration of the communication. (SS number
in partner configuration)

- The partner entry is missing.
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Unknown Type of Partner
The partner is not a DCS.
Cause:

- Incorrect configuration

Invalid Substation Number

The partner responds with an invalid SS number.
Cause:

- The partner is not configured.

Partner Modem Busy
The modem has discerned the busy signal.

No Dial Tone

The modem discerns no dial tone after response.
Cause:

- The modem is not connected to a telephone socket.

Incompatible Baud Rate

The two modems cannot agree on a common baud rate.
Cause:

- Incompatible modems

- Incorrectly configured modems

- Bad telephone line (try again)

Line Disturbed

The telegrams are no longer acknowledged.

Causes:

- The telephone line has been interrupted.

- The partner no longer answers.

- Not all of the characters are transmitted
(e.g. Xon/Xoff is switched on).
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Modem Not Ready

The modem is not ready for making a connection.
Causes:

- The modem initialisation is still proceeding (try again).
- The incoming call is being processed (try again)

- The modem is defective, switched off or not connected.

Incompatible Protocol

The partners cannot agree on a common data protocol.
Cause:

- The partner is not a DCS.

Crossed line
Simultaneously incoming and outgoing call.

Invalid Configuration

The telephony software has detected an invalid configura-

tion.

Cause:

- The partner, which is coupled by a modem, has no
telephone number.

Drop a Connection During Start-up

A connection was dropped by the user.

Cause:

- The [STOP] key was pressed in the "Make a Connection'
window.

No Answer from Direct Partner

The directly coupled partner does not answer.
Causes:

- The connection to the DCS is broken.

- The DCS is switched off.

330/366

Siemens Building Technologies Operating Instructions VISONIK INSIGHT V8 CM2B8570en
Landis & Staefa Division System messages — Communication 15.11.2000



Communication Port cannot be Initialised

The communication software cannot access to the port.
Causes:

- The port does not exist.

- The port is being used by another program.

- The computer no longer has enough memory capacity.

Communications System is Not Active

Error in the communication software. Restart "Insight."
If message is repeated, inform LS Support (error message).
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15.2 Picture display

No connection to communication server

-> Check connection with communications menu
Cause:

On interrupted communication, an attempt was made to
activate the dynamic element in the picture.

$xxx: lllegal Input: (Name,Value)
Cause:
An attempt was made to load a picture by an illegal address.

XXX: lllegal Address: [UA,TA]

Cause:

An attempt was made to load a picture by a non-existent
address.

No plant picture loaded,

Plant Description not available

Cause:

An attempt was made to load a plant description for a non-
existing picture!

In order to load a plant description, a picture must first be
loaded.

Plant Description
D:\VINT\PICTXT\xxxx_yyy.TXT
not available

Cause:
An attempt was made to load a non-existent plant description
to a picture.
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15.3 Reaction pictures

Plant Description

D:\VINT\PICTXT\xxxx_yyy.TXT

not available

Cause:

An attempt was made to load a non-existent plant description
for a picture.

The reaction picture “$xxx: Ty ###” has been changed !
Cause:

The static picture part was overwritten in the picture cache.
Thus, the picture might have been changed in the picture
editor and saved in the server. A further reaction with this
picture number or loading this picture to the picture display
triggers this error message.

Access error: The file

D:\VINT\REAK\xx.ACT

can not be loaded !

Cause:

The dynamic part of the picture could not be found in this
folder.

Access error: The file

D:\VINT\PIC\$xxx\yy.PIC

can not be loaded !

Cause:

The static part of this picture could not be found in this folder.
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15.4 Picture editor

Invalid Text Operation
An attempt was made to flip or rotate text figures or figures
which contain text.

Picture has less than 4000 bytes reserve

The maximum picture size of 65kB for the local save oper-
ation will soon be reached.

(There are only 2900 bytes available for saving to the DCS.)

Picture too big, cannot be loaded.
You have attempted to save a picture locally, the size of
which exceeds 65kB.
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15.5 Offline trend

Error in file operation
A file cannot be opened or closed. This is an operating
system or "Insight" problem.

Memory used up
There is too little memory capacity in the RAM.
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15.6 Dialogue/messages

Communication not installed

or

Message Window/Message File//VISONIK Dialogue
cannot be opened

or

Message Window/Message File/VISONIK Dialogue
cannot be installed

No RAM could be allocated.

Start INSIGHT anew.

Invalid Operation Name

or

Invalid Operation Type

Internal problem in the Insight code.
Inform LS Support (error message).

Invalid Data Packet
Inform LS Support (error message).

An Emergency Message File has been made
The requested directory does not exist or is not accessible.
The desired text file cannot be found.

Please exit the Operator Task properly first.
With a DSS, you have not exited properly (<Ctrl E>) from the
operator task.

No data source
The log files (DLGHISTn.TXT and MSGHISTn.TXT) are
missing. Inform LS Support (error message).

This file cannot be copied
The PC operating system cannot copy a file.

.... cannot be opened
An operating system command cannot be executed. Check
the operating system installation.
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15.7 Point operation

Please check or reselect input

You have made a syntax error when entering the address or
have entered a non-existent parameter name with "GoTo."
Check your input.

ASL Protocol error
An error has occurred during transport from the DCS. Repeat
the last operation.

Invalid function access
The access level of the registered user is too low for the
selected function.

Command cannot be carried out
The previous command was not completed correctly. Wait till
the hour-glass disappears.
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15.8 Timeswitch catalogue/calendar

Error during loading/saving ....
A transport error has occurred. Repeat the function.

Error in File Operation ......
The given file could not be found because you have entered
a wrong filename or a non-existent directory.

File overflow
The memory in the DCS is used up. Provide capacity by
linking files (Dialogue,EDI,LINK)

No data source

or

No file access

The given file is not in the DCS or the relevant SS is not
configured.
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15.9 VISONIK INSIGHT viewer

Access to file denied
Access to the desired file was denied; the file does not exist
or you do not have permission to access the file.

File not found
The file does not exist.

Invalid file size
The file size is invalid or the file is too big for the file viewer.

File XXX.YYY is read only
The file is read-only; save it under a different name.

Out of memory
There are too many open applications or the file is too big for
the application memory to open or and display it.
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Alarm applications eXiting...........oocouveeeiereeeiiiiieiee e 74
Alarm applications Point information ...............cccccccceeernes 90
Alarm applications Shorcuts ..........ccccccoeviviiieeeeee e, 74
Alarm applications starting .........ccccevveeeeeiiiiiiieeee e, 74
AlArm StALISHICS ...eeeiiiiiiiiiiie e 92
Alarm table 10g file..........ccueeiiii e 88
Alarm table printing ..o 89
Alarm table selection............ccccoiiiiiiiie e 82
341/366
Siemens Building Technologies Operating instructions VISONIK INSIGHT V8 CM2B8570en
Landis & Staefa Division Index 15.11.2000



Alarm table SOrting .......c.vvvvvieeiiiiiee e
Alarm table types of display
Alarm table updating .........cccccoveviiiiiiiee e
Alarme (Online-) Warnsignal ein-/ausschalten ................. 289
Alarms (online) turning on/off the warning beep................. 78
Alarms acknowledging .........cccoeoeeriiiiiiieee e
AlIGNMENT ...
ANAIOGUE ClOCK ..ot
Application window Calendar

Assign prompt
Assigning channel NUMDbBErS .........cccceeeiviiiiiienie e,
Assigning symbol name ..........cccccveeeeee i,
Assigning symbol number ............ccccccoeiiiiiii e,
Automatic loading of a picture ..o 290

B
Background Colour changing .........c...eeeevieiiiiiiiiiiieeeeeens 49
Background colour of screen

Bar, actualiSing..........cccoviiiiiiiiiee e
Beep threshold (MeSSages) ......ooocuvveeeieeeiiiiiiieieee e
Bitmap as screen background............cccccooeiiiiiiiiineeenins 255
Bitmap for arectangle ... 240
B0ooting VISONIK......coiiiiiiiiiiiiie e 294
BPS changing operating time..........ccccceeeeeiviiiieieee e 123
BPS destination activate ............cccoeviieeniieiieenieenieenn 122
BPS destination configuring ...........cccueeveeeeiiiiiiiiiieneeens 121
BPS destination cyclic Output.............eeveeeiiiiiiiiiiieeee e 122
BPS destination type.........

Breaking apart a symbol
Buffer size trend ...
BUtton........cccoceiiine

Button selecting
Buttons Point Operation ...........ccccooouiiieiiee e
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C
Cable CONNECHION ......coouiiiiiiiiece e
CalENAT ...t
Calendar (Application Window) ...........ccueeeeeieeiiiiiiiieeneenn,
Calendar (EditiNg).......ccueeeeeiiiiiiieee e
Calendar (firSt StEPS) ..ceeeeeeeiiiiiiieiee e
Calendar error MESSAQES.......uvvvieeeeeiiiiiiiiieeeeeeeiciirieeaeeaaan
Calendar eXitiNg .......uvvviieeeiiiiiiiee e
Calendar groups.......ccccccveeeeeeiicivieeeeeeeenn

Calendar in the timeswitch catalogue
Calendar JUMPING ......eeeeiaaiieeee e
Calendar loading
Calendar Printing
Calendar starting
Calendars distributing...........cccocveieeeiiiiii e,
Calender SAVING ........ueeiiieeiiiiiiee e
Call up plant description ............eeeiieeiiiiiiieeee e
CB-Task, actualiSing .......ccooeuveeiiieieeiiiiiieee e
Cell pairs highlighting (WDC) ......cccoviiiiiiiiiieeeeeiiiiiieeeeeen
Cell pairs highlighting OVC/EXC ........cccocviiveeeeiiiiiiieeeeenn
(01T 01 (=1 13T T PRSP
Change library cache ...
Changing default alues OVC/EXC
Changing default values............cccccoiiiiiiieiiiiieeeee,
Changing Library Cache
Changing operating time; ..

Changing parameter values (Picture display)..................... 63
Changing parameter values in Point operation ................ 101
Changing Picture Cache .........cccccceeiiiiiieee e 50
Changing symbols (actualising) .........cccccceeeeeiiiiiiieeneenn. 279
Changing the Background Colour ..........cccccceeeviiiiiiiieneeenn. 49
Changing times and values of WDC ............cccoecivvvveenennn. 130
Changing times and values OVC/EXC..........cccccevvveereannn. 140
Changing times OVC/EXC ........cooiiiiiiiiiiiieeee e 143
Channel definition Online trend .............ccccceeeeiiiiiiienneenn. 180
Channel display......... .o 272

Channel numbers, assigning...........ccccvveiieeeeeeiiciiiieeeeeenn 273
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Channels activating...........ccccvvviiiieeiiiiiiiiiiee e
Channels highlighting

Channels ShOWING ........ccccoiiiiiiiiiiiie e
Choice of language ...

CICIE e
Clearing the SCreen ..........ooi i
Colour conversion Setting...........ceveeeeviiiiiieieeeeeesieiienns 59, 289
ColoUr INVEISION ....evieiiiiiiecnic e 257
Colour Of SCrEEN ......ccociiiiiiiii e 255
Colour, aCtu@liSINg ......cceeeeiiiiiiiiieae e 278
Communication configuration.............ccceeeeeeeeiiiciiiieeneeenn. 293
Communication error MESSAGES ......ccvvvereeeeeeaiicirreieeaaaans 327

Communication status
Communication status texts ...

Communication System MeSSagEeS......ccccvveeeeeivicrvrrerieeenns 325
Communications StatusS..........cccceeeeeeeeee e, 295
COMPIESSING «eeeeieiiiieie et e e ere e e e e eeeeeeeaaa e s 244
Compression of a PICtUre .........ccceeiiiiiiiiieee e 253
Configuration dual COMPULErS ..........ccccvvvvveeeeeeiiciiiiieeeen, 318
Configuration link system ..........ccccccoeviiiiiiee e 315
Configuration of a link system ...........ccccccveveeeiviciiiieeeee, 287
Configuration of Communication ............ccccceeevviiiiiieeneennn. 293
Configuring BPS destination .............ccccoeveeieeiiiiiiiienneennn. 121
Connection direCt ........coeeeeeeiiiii 297
Connection time MaxXimuUM .........ccceeiiiieeeinieee e 306
ConNNECLION 0 DCS....oooiiiiiiiiiie e 25
Connection to DCS establishing..........cccccvvveeeiiiiciiiieneee. 25
Connection V.24 ...
Connectionviacable...........cccooeeeee
Connection via modem
Connection Via RAS ........cooiiiiiiiee e
Connection via telefone..........cccoeciiiiiiii i 301
Coordinates display...........ccoccvviiiiieeiiiiiiiiiee e 252
(070]0)Y/ 12T PR URTRRT 241
COopYING @ PICTUIE ...t 220
Copying WDC €NtIHES....ceeiiiiiiiiiieee e et e e 134
Creating @ symbol .........coooiiiiiiiiiiie e 261
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Creating new Timeswitch catalogue
Ctrl P DiIalogUE ...t
(10 1111 a o PR PRPR
CYClC OULPUL ..o

D
Deactivate BPS destination............cccueeveeeieiiiiiieieee e 122
Default value changing........ccccccooeiiiiiiiee e 129
Default value changing OVC/EXC
Defining channels in Online Trend .............cccccvvvieeeeeiiins 173
Defining destination..............ccoeoiiiiiiiieiee e 120
Defining Online Trend channels............ccccooiii, 173
Defining special days ...........coooieiiiiiiiiiieee e
Deleting OVC/EXC €NtHES ....cvvveeeiiiiiieiiee e eeiiiieee e
Deleting reaction PiCtUreS........ccceovviiviieeiiee e
Deleting Special Days ........ccccceeeeiiiiiiiiiee e
Deleting WDC eNtriesS..........ueiiiiaiiiiiieiee e eeeiiieeee e
Depiction Offline Trend..........ccccooiiiiiiiiii e
DepiCtion treNd ........coooiiiiiieiiee e
Descriptions in the document
Destination activate...........occeeeiiiiiee i
Destination configuring...........coeeeviiiiiiiiiieeee e e
Destination Cyclic QUIPUL...........coiiiiiiiiiieee e
Destination defining..........cc..eeviiiiiiiiiii e
Destination selection ...
Destination tYPe .....ceivieiiiiiiiiiieee e
Dialogue application...........cceveeeiiiiiiiiiiee e
Dialogue error MESSAGES .....vvvveeeiiiiuiiriieeeeeeeiiieereeee e e
Dialogue eXItiNg......cceeeeiiiiiiiiiiieee e
Dialogue fileS........ueiiiieii i
Dialogue restoring
Dialogue shortcuts
Dialogue starting

Digital clock.........cccvverenn.
Direct connection
Directory (library cache .........cccccoiiiiie
DISCONNECT .....uiiiiiiiiiiiiii s
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Display period Online trend
Displaying channels ..........cccccceeiiiiiiiiiieec e

Displaying coOrdinates ..........ccceeeviviiiiiiieeeeiiiiiiieiee e e

Displaying piCture Size..........cccceeiiiiiiiiiieee e

Displaying reaction piCtures ...........ccoveeevieeiiiiiiiiiieeee e
Displaying the grid..........cccoeeiiiioiie e

Distributing calendars............ccccccoiviiiiiiiee e

DLGHISTN.TXT oottt

Document (descriptions)
Downloading locally saved pictures
Drawing a bar..........ooooiiii e
Drawing a Circle...............
Drawing @ Marker..........coocvvviiiieeiiiiiieieee e ee e
Drawing a Polygon .........ccccvviiiieiiiiiiiicee e
Drawing a PolyliNg.........oocciiiiiiie e
Drawing a Rectangle............ccccoeiiiiiiiiiiiieeeeee e
Drawing a rounded rectangle ..........ccccceeeeiiiiiiiiiieneeens
Drawing @ SECLOF.......ccoiiiiiiiiiiee e e
Drawing a Straight line ..........cccceoeiiiiiiiiiee e
Drawing an analogue CloCK ...........ccccvvvvieeiiiiiiiiiiiee e,
Drawing @n AlC......uuuiieeeeiiiiiiiiiee e e esiir e e e e e e stveeeea e e eanns
Drawing an ellipse
Drawing mode ..........cccccovviiiiiiiiiieeninne
Dual computers configuration
Dynamic channels activating...........cccccceeeeiiiiiiiienee e,
Dynamic channels highlighting
Dynamic channels showing...........cccccceeeeiiiiiiiiiienee e,

E

Editing MOde ........oveiiieiiiieee e
Editing the calendar...........

Editing times for WDC
EHlIPSE ..ttt
Enlarging
Entries by keyboard
Entries copyiNng WDC .........uuiiiiiiiiiiiiieieee e
Entries deleting WDC ...
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Entries for OVC/EXC deleting
Entry layout OVC/EXC ........ovviiiieiiiiiiiiiee e eciiviiee e
Entry 1ayOUut WDC......cccoiiiiiiiiiee e
Error messages Calendar ...........ooocuveeiieeiiiiiiiiiieee e
Error messages Communication ...........ccccoeeeivieeeeeeeenanns 327
Error messages Dialogue..........cooooiiiiiieieiiiiiiiiieeee e 336
Error messages INSIGHT VieWer........cccccoevvciviieeeeeeiinnns 339
Error messages MeSSages. ........covvvvvivieniieiieeneeeneeenene
Error messages Offline trend .................

Error messages Picture display
Error messages Picture editor.............cccceeeiiiiiiiieeeennins
Error messages Point operation.............

Error messages Reactions pictures
Error messages Timeswitch catalogue..............c.ccccceeeee. 338
Establishing Connection to DCS ........ccccccooiviiiiviiiee e, 25
EXC entries deleting........cc.ueeeieieiiiiieeeeeeeee e
EXC ENtry layOUL .....cooeiiiiiiiiiiie e
EXC @XItING ..oeiiieiiieieeee e
EXC highlighting cell Pairs ...........ccccvvvviieeiiiiiiiiiieee e
EXC modifying timeS ........uvvviiieiiiiiiiiiee e
EXC Printing ...coooviiiiiiee e
EXC Starting .....cccuvveeieeee e
EXC Time layout
EXC times and values changing
EXC types of layout
Exceptional calendars ....
Exiting Alarm applications
EXiting Calendar..........cooooiiiiiiieaieeee e
EXiting DIalOgUE .....ccocoiiiiiiiiiiiiee e
Exiting from Point Operation ...........ccccccceeeiiiiiiiieeeee e
EXItiNG INSIGHT ....oeiiiiiiiccee e
Exiting Offline Alarms ..........oovvviiiiiiiiieeee e
Exiting Offline Trend.........ccceevvieiiiiiiiiieee e
Exiting Online Alarms ...........ooiiiiiiiiiiiiee e
Exiting Online Trend........c..oeeeiiiiiiiiiiei e
EXItiNG OVC/EXC ...eeiiiiiiiiiiiiiieee e
Exiting Picture Display
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Exiting Picture editor ...........ccccceeeeiviiiiieneeen.

Exiting special day catalogue
Exiting Timeswitch catalogue

EXiting Trend ..........ccooeiiiiiiiiieeeieeeeeee
EXIting WDC ...
EXPanding .......cooovveiiiieiiiieiee e
Expansion of a picture..........cccccceevvvvviveeneennn.
Export Online Trend data .............ccccvvvveeeeenn.

Export Trend data

EXpress 10ading......c.ccoovuiiiiiiiieeiiiiiiiiieeeeee

F

Fault mesSsages......ccccevviviiiiiiiee e
First reaction picture.........ccccccveeeviiiciiiineeeee,
First StePS...ccciiiiiiiiiiee e
First steps Calendar...........ccccceeeeiiciviineneennne
First steps Online Alarms .........ccooccvieeeeeennn.
First steps Online Trend ..........cccoviiiiiiieeeennn.
First steps Picture display ...........cccoeeeeeeennnnee
First steps Point operation.......................

First steps Timeswitch catalogue

Fixed MOde .....ccoovieiiiiiiieiiec e
Folder of library cache..........ccccccoiinnn.
Folder of picture cache.........ccccccooiiiinienennn.
Folder TSC cache .......c.cccoooveiiiiiicinee e,

G

General notes Reaction Pictures....................
Global calendars .........ccccoeviiiiiiienieeiiiee.
Graphic loading (Online Trend) .........cccccee....
Graphic object attributes ..........c.ccccoeviivineen.
Graphic saving (Online Trend) ...........cccvvveee...
Graphical objects selecting ............ccccccvvvveen...
Graphical objects, alignment..............cccceeee...
Graphical objects, centering...........c.cccvveeeen...
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Graphical objects, compressing
Graphical objects, COPYING .......evveeiiiiiiiiiiieeeeeeiiiiieee e
Graphical objects, CUtting ........c..ccoeeeviiiiiiiieee e,
Graphical objects, enlarging ........cccccoeecveeeeereeiiiciiiieeeeenn
Graphical objects, expanding ...........ccccveiiieeeiniiiiiiieeeeee
Graphical objects, group ..........cceeeeeiiiiiiiiieee e
Graphical objects, hiding ..........cccceeeviviiiiiieee e
Graphical objects, MIrroring .......cccccoeecvviiieeeeesiiiiiieeeeeenn
Graphical objects, moving
Graphical objects, pasting

Landis & Staefa Division

Graphical objects, reduCing..........c.oocevieieeeeieiiiiiieeeeeee
Graphical objects, rotating.......................
Graphical objects, superimposing
Graphical objects, UNGroUP .......cceeeeviiiiiiiieee e siiiiiieeeeeen
Graphical objects, unhiding ...........cccoocvviiieeeeeiiiciiiieeeeen
Graphics loading (Offline Trend) ..........cccceeeiiiiiiiiieenee,
Grid POINES ....eiiieei et
GIOUP e
H
HAIOWATE......eeiiiiiiee e 281
HEID e 31
[ 110 11T RS RRUPRRR 249
Highlighting cell Pairs OVC/EXC .........ccoeeiiiiiiiiiieaaeeeene 138
Highlighting dynamic channels.............cccccooiiiiinnins 61
Highlighting WDC cell Pairs.........cccccvveeieeeiiiiiiiiieee e 128
I
Indicating Online Alarms .........cocccviiieeeeeiiiiiee e, 78
Individual calendars............cccccooiiiiiiiiii e 151
Inserting @ bUttoN .........cuueiiiiieiie e 232
Inserting a digital ClOCK ...........cooiiiiiiiiiiiiiie e 231
Inserting @ symbol........ccuviiiiiee e 262
INSIGHT €XItING .vvvvveeeeiiiiiiiiee e 24
INSIGHT in Brief......cooiiii e 22
INSIGHT Starting.......ccooeueeeeeeeeee e 24
INSIGHT VIBWET ....cceieeieeiciiiee e eeee e 198, 204
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INSIGHT Viewer error messages
Installation fOlder ...
Installation prerequISItesS.........coovvviviiieee e

J
Jumping in calendar
JUMPING SDC LiSt. .t

K
Keyboard entries ..........coooiiiiiiiie e 19

L

Language (ChOICE)......ccoiiuuiieiiiee e 288
Language-dependent text, actualising...........ccccccceeeeerennns 275
Last reaction PIiCtUre ............ueeeeeeeiiiiiiieee e e
Libraries for symbols .........cccccceiiiiiiiiiiiiee e
Library cache.........ccccoooiiiiiiiii e
Library Cache........ccoeeviiiiiiiieic e
Library cache (Change).........cccccviiiiiiiiiiiiiiiieieeee e

[ Tod= o ot U SRUPRRRN
LinK SYSteM ...

LISt SDC ..ot

Loading a picture (automatic)
Loading a picture from DCS .........ccocciviieeeiiiiiieieee e
Loading a symbol library
Loading calendar...........ccouueeeiiiiiiiiiiieee e
Loading DCS Timeswitch Catalogue............ccccceeeeeeerannne 111
LOAAING EXPIESS ...vviiiieeiiiiiiiiiee e e e e ettt e e e e e srarr e e e e e e 109
Loading local Offline-Trend ..........cccoceveeeiiiiciiiieiee e 186
Loading local trend Set.........ccoeeiiiiiiiiiiiiee e 166
Loading locally saved piCture ...........ccccceeeveiiiiiieieeeeeens 217
Loading Offline Trend...........cccciiiiiiiiieeeeeee e 184
Loading special day catalogue ...........cccccoeeiiiiieiineeennnnns 152
Loading Timeswicht catalogue locally ............cccccoeeeeeinnns 114
Loading trend graphic
Loading trend set ..............

(o= o 1 To T 1S OO UPRRR

350/366

Siemens Building Technologies Operating instructions VISONIK INSIGHT V8 CM2B8570en
Landis & Staefa Division Index 15.11.2000



Loading TSC from File
Local calendars .........occveeiiiiiieiiiiiee e
LOCAl SOCKEL......oiiiiiiiiiiii i
LOCAIE PIPE....eieee et
Locally saved pictures downloading ............cccueveeeeeeeennnnnns 56
Log file alarm table ... 88
Log file point information ............ccocccvvveiieei i 91
Logfiles DialogUe..........coocuiiiiiiee i
Logfiles Messages

MACIO KEYS ...ttt 205
Macro, actualiSiNg ........coocvvveiiiee i 276
MAIKET ...t 234
Marker, actualiSing .........ccuueeiiiiiiiiiiiei e 277
Maximum connNection tiMe..........occcuieiiieeiiiiieeee e 306
Maximum Wait timMe.........ccuueeeiie e 305
Menu commands
MENUES ...ttt
Message application warning beep ..........ccccccvvvvveeeeeiiinns 289
MESSAQE PHIOFILY ...eeeeeeeiiiiiiieei e
Messages (ApPlICALION) .......cccoeriiiiiiiieiieee e
Messages (MINIMIZING)......uueeieeeiiiiiiiei e eieeeee e e
Messages (reStoring)......cccuuvevieeeiiiiiirieieeeeeesiiirereee e e e
Messages (Warning beeP) .......ccovvvuvriereeeeiiiiiiiieiee e e
MeSSages error MESSAGES ...cccovvvreeeirirereerireeesiieeeesireeeeas
Messages Logfiles........oouueiieiiiii e
MiniMizing MESSAQES ... ...uveieiieei i
Minimizing Reaction Pictures
MIFFOTING vttt e e e e e e e e e enens
MOdE SWILCH ....ooiiiiiiiiie e
Modem connection
Modifying a symbol

Modifying times for WDC..........oooiiiiiiiiiieiieiiieeee e
Modifying times OVC/EXC .......cooiiiuiiiiiiaeeeiiiiieeeea e
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MOVING ..ttt e e e e e et e e e e e e e ennns
Moving a picture

MSEQ. .. ittt
MSGHISTn. TXT

MSGP....cee e e
Multi SYMDOIS ...

N

Navigation Alarm applications

Navigation Online Trend............ccooecviiiieeeeeiiiiieieee e
Navigation Picture applications ...........ccccceevviiiiiieieeeeeenins 64
Navigation Point Operation ............ccccceeeeeeeniciiiieeeeeeeees 106
Navigation Timeswitch catalogue...........cccooeciiiiieeeeenninns 147
Network connection Via PiPe ........ccccvveveeeeeeiiiiiiieee e 307
Network connection via TCP/IP socket ............cccceevvvnenen. 311
NEeW eSHNAtION........ciiiiiiiiiiiee e 120
New iNStallation ... 282
New Timeswitch catalogue...........cccvveeieeiiiiiiiiiiiieee e 113
Next picture, actualising

Next reaction picture .........

Numbering library ..o

(0]

Object attributes .........coviiiiiiiee e 239
Objects, SElECHNG ......ceiiiiiiiiiiiiie e 236
Offline AlarMS ..o 73
Offline Alarms acknowledging ..........cccccvvevieeeiiiiiiiiiieeeee, 86

Offline Alarms exiting
Offline Alarms log file

Offline Alarms Navigation...........cccccooiiiiiieiieeiiiiiiieieeeeee 93
Offline Alarms point information .............ccccccooviiiieeenne. 90
Offline Alarms selection............ccccceeeeeeeie 82
Offline Alarms SOMING .......ccovviiviiiiiee e 84
Offline Alarms Starting .........ccccvvveeeeee i 74
Offline Alarms StatiStiCS ........cvvvveirvieeeiiiiee e 92
Offline Alarms updating ........c..uueeereeeiiiiiiieeee e 76
Offine Trend ... 183
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Offline Trend depiction .........c.uvevieeeiiiiiiiiiee e
Offline trend error messages
Offline Trend exiting .........coovvviiiiee e
Offline Trend 10adiNg .........oocuveiiiieeiiiiieiee e
Offline Trend loading locally ..o,
Offline Trend original Size..........cccccoviiiiiiiiiiiiiiiiieeeeee
Offline Trend printing.........ccocviviiieeeei e
Offline Trend SAVING .......ccoovviiiiiiiee e
Offline Trend scales indication
Offline Trend ShOrtCUtS ...........oeeiiiiiiiiii e
Offline Trend sNapShot............oooviiiiiiiiiiiie e
Offline Trend starting
Offline Trend table.........ccccooiiiiiii

Offline Trend ZOOMING .......cccvvviiiiee e

OfflineTrend point SEtUP ........uvvviiieeiiiiiiiiiee e

ONliNE AlGIMS ...
Online Alarms (firSt StEPS) ... .vvvvreeeeeiiiiiieee e
Online Alarms acknowledging
Online Alarms eXitiNg ......ccovvcviiiiieee e e
Online Alarms indicating...........uveveeeeiiiiiiieieee e e
Online Alarms 10g file .......ccoocviiiiiiii e
Online Alarms message beep
Online Alarms Navigation........................
Online Alarms point information
Online Alarms selection

Online Alarms sorting.........
Online Alarms Starting .........ccccvvveeeeee i
Online Alarms StatiStiCS ........vuuveiieeeeieriieee e
Online Alarms updating .........uueeerreeeiiiiiiiee e eiieeee e
Online Alarms warning beep, turning on/off ....................... 78
ONINE TreNd ....cooiiiiiiiiee e 163
Online Trend (firSt StEPS) .....cvvvrriiieee i 44
Online Trend (loading local trend Set) .......c.coovvvvvvieeneennn. 166
Online Trend activating ............cceeeeiiiiiiiiiieeee e 174
Online Trend buffer Size ..o 181
Online Trend display period .........cccooocvieiieieeeiiiiiiieeeeeenn 178
Online Trend eXiting .........oooviiiiiieee e 164
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Online Trend export data..........ccceeeeeeviiiiieee e
Online Trend graphic loading
Online Trend graphic saving
Online Trend Operations...........cccceeeiiiiiiiieeeeee i
Online Trend point SELUP ........ueeeiieeiiiiiiiiiee e
Online Trend Printing.........oooceeeieeeee e

Online Trend scales indication ............ccccoovvieeiniieeenineenn, 173
Online Trend Set loading........ccccvveeeiiviiiiiieee e
Online Trend Set saving....
Online Trend SettiNgS ......coooivieiiiee e
Online Trend shortcuts
Online Trend snapshot

Online Trend Starting.........coccvveiieee e
Online Trend StOPPING ....coovvviviiiiee et
Online Trend system graphiCsS..........ccccvvvveeeeeeviiiiinieneenn, 169
Online Trend time Scale ...........cceeiiiiiiiiiiiee e, 178
Online Trend ZOOMING ......ooouiiiiiieee e 175
OnlineTrend Navigation............cccceeeiiiiiiiieeee e 177
Opening dialogue files.........ccccccvieeiiiiiie e 203
Opening Logfiles Dialogue ..........cccoviviiiiiieeeeeiiiiiiieeeeen 203
Operating SEQUENCE ........ueiiiiiieeiiiiee ettt
Operating time change ...
Operations on pictures ......
Operations Online Trend
Operator name, actualiSing ...........ccccoecvvviieeeeeiiiiiiiieeeeeenn
Original size of Offline Trend
Original SIZ€ PICIUIe......ccccoiiiciiiiiiee et
Original size Timeswitch Catalogue .............ccooccuviieeeeennn. 118
OVC EXIING +eeeteeeeeiiiiiee ettt e e eaaa e 135
01V O - 1 1] oo [PPSR 135
OVC times and values change..........ccccccveeeeeiiiciiiieeneeenn, 140
OVC/EXC entries deleting.........cueveeeiiiciiiieeeeeeiiiiiieeeeeen 144
OVC/EXC ENtry layout ........cccvvvieeeeeeiiiiiiieee e 136

354/366

Siemens Building Technologies Operating instructions VISONIK INSIGHT V8 CM2B8570en

Landis & Staefa Division Index 15.11.2000



OVC/EXC highlighting cell Pairs

OVC/EXC modifying tiMeS ........cvvveeeiiiiiiiieeee e
OVC/EXC PriNtiNG c..vvvveieeeeeeiiiiiee e e e e eevraee e e
OVC/EXC TiMe layOUL......coiiiiiiieee et
OVC/EXC types of [ayout ...........ccoveeiiiiiiiiiiiieeiiiiieeeeen

P

Parameter values changing (Picture Display)

Pasting

Paths

Period Online trend

Picture applications Navigation ...........ccccccoveiiiiieiereeenninns 64
Picture applications short description.............cccccceeeiininines a7
Picture applications shortcuts..........cccccvvieeiiiiiiieiee e 48
Picture cache (Change) ......ccccceeviiiiiiiiieec e, 290
Picture Cache changing .........cccccovviiiiiiiii e, 50
Picture catalogue SCrolling ........ccooocueeieiiiaiiiiiieieeee s 55
Picture display (firSt StEPS) ...eeeeeeeeiiiiiiiiiieee e 34
Picture display error mesSages ........cocceeeeeiiiirieieeneeenannnns 332
Picture Display Exiting.......

Picture Display starting

Picture Display ZOOMINg........cceeeiiiiiiiiiiiiieeeieiiiiiieree e eesins 57
Picture Display, Printing .........cccooiiiiiiiiiieee e 59
Picture display, proportional............ccccccceeeiiiiiiiennee.n. 58, 254
Picture editor error mesSages .......ccvveeveeeeeiiiiiieieaee e 334
Picture editor, eXiting..........c.veviieeiiiiiiiiee e 209
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