
Sinorix™ 

FIT-FIL 

IG-01, IG-55, IG-100, IG-541, CO2, H2O Gas 

Filter for solenoid valve 

● Compatible with SOLVAL-10 solenoid valve  

● Prevents the build-up of foreign bodies (dust, insects, etc.) 
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Use 
This product must only be used with SinorixTM fixed automatic extinguishing systems. 
 

Functions 
The FIT-FIL filter is installed on the venting outlet of the solenoid valve. It protects the solenoid 
valve from dirt build-up or insect invasion. 
 

Type summary 

 

 

Item Description Item Description 

1 Thread 2 Filter 

 

Product information 
 

Reference Description Product code 

FIT-FIL Filter for solenoid valve S54476-B77-A13 
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Product documentation 
 

Type Title Document ref. 

Mounting Sinorix™ NXN SDT-IG-x-200, IG-x-300 A6V101065532 

Mounting Sinorix™ NXN CDT-IG-x-300 

Sinorix™ CDT IG-100-200 NXN FR 

Sinorix™ CDT IG-100-300 NXN FR 

A6V101065426 

A6V12019059 

Mounting Sinorix™ NXN CO2 

Sinorix™ CO2 NXN FR 

A6V101065538 

A6V12019064 

Engineering, Installation, 

Operation, Maintenance 

Sinorix™ NXN CDT-IG-x-200, CDT-IG-x-300 A6V12758454 

Engineering, Installation, 

Operation, Maintenance 

Sinorix™ NXN CO2 A6V12758456 

 

Related documents such as the environmental declarations, declarations of conformity, etc., 
can be downloaded from the following Internet address: 

www.siemens.com/bt/download 
 

Notes 
 

Safety 
This product may only be installed by Siemens-authorized specialized installers, with 
experience in the design, installation, and maintenance of automatic extinguishing systems. 
During installation, it must be ensured that: 

● this product is installed in compliance with the accident prevention regulations and national 
regulations in force, 

● this product is used as intended, 

● any danger is avoided,  

● Siemens requirements are met (assembly instructions, technical instructions, commissioning, 
and operating instructions), 

● the operators have received and understood the information related to this product. 

At commissioning, ensure compliance with the legislation in force, technical regulations, and 
safety instructions. 

Failure to comply with Siemens' instructions may result in serious bodily injury or significant 
property damage, for which Siemens cannot be held liable. 

Siemens reserves the right to make technical modifications and/or improvements at any time. 
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Mounting 
● Screw the filter on the outlet [3] using a 15 mm open-end wrench, as illustrated. 

 

Diagram 

 
 

Maintenance 

Inspection 

● Check that the product is in good condition. 

● Check that the product is properly tightened. Re-tighten using the wrench, if necessary. 

Storage 

● Store in its original packaging, protected from shocks. 

● Store in a clean and dry location, protected from bad weather. 
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Technical data 
 

Technical data 

Maximum operating pressure 

Nominal 

Minimum 

Maximum 

 

10 bar 

1 bar 

10 bar 

Agent IG-01, IG-55, IG-100, IG-541, CO2, air 

Thread G1/4" BSP 

Materials Brass, bronze 

Weight 0.01 kg 

 

 

OEM type 

 1206623 

 
 

Dimensions 
 

Dimensions in mm 
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